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Based on the desired equipment setup, select one
of the installation options to determine part numbers

to order.
Consult with your sleep lab IT support.

A Ask if account privileges are required for setup.

A Ask for their support during installation.

A If replacing older style AOM with OmniLab
Connect — see slides 9 and 10



Installation option 1: OmnilLab Advanced + installed with Philips Respironics
Alice 6 in patient room.

Patient room configuration: OmniLab Advanced + will be located
in the patient room with Alice 6 base station.

Ordering Guide

OmniLab Advanced Plus w/HTHum, DOM
Includes: OmniLab Advanced + w/heated humidifier, performance standard | 1111124

tubing, power supply, AC cord, user manual

1 per each patient room




Installation option 2: OmniLab Advanced + installed with OmniLab Connect and PSG system in patient room. Serial connection in Tech room.
Refer to pages 9 and 10 to select PSG cables.

Tech Room configuration:
RJ45 portin Techroom.
Serial port on Techroom
computer tower.

Patient Room configuration:
PSG amplifierand OmniLab
Connect will be located in the
patient room with RJ45
connection at the wall port.

This does not
gothrougha
networking switch.

Ordering Guide

OmniLab Advanced Plus w/HTHum, DOM
Includes: OmniLab Advanced + w/heated humidifier, performance standard tubing, power supply, 111124 1 per each patient room

AC cord, user manuals

Serial cable DB9 Female to Male 6 ft. 1037268 1 per each patient room
AC cord 1038928 1 per each patient room (OmniLab Connect)

H3150-10 1 per each patient room, used in tech room




Installation option 3: OmnilLab Advanced + installed with OmniLab Connect and PSG system in patient room. USB connection in Tech room.
Refer to pages 9 and 10 to select PSG cables.

Patient Room configuration: Tech Room configuration:
PSG amplifier and OmniLab USB port on Tech room
Connect will be locatedin the computer tower.

patient room with RJ45
connection at the wall port.

This does not
go througha
networking switch.

Ordering Guide

OmniLab Advanced Plus w/HTHum, DOM
Includes: OmnilLab Advanced + w/heated humidifier, performance standard tubing, power supply, mn24 1 per each patient room
AC cord, user manual

1037268 1 per each patient room
1038928 1 per each patient room (OmniLab Connect)

1075073 1 per each patient room, used in tech room

OmniLab Direct software 1112033 1 per total sleep lab installation (supports multiple rooms)




Installation option 4: OmnilLab Advanced + installed in Patient room. And OmnilLab Connect and PSG system in Tech room with serial connection.

Refer to pages 9 and 10 to select PSG cables.

Patient Room configuration:
OmniLab Advanced +is
located in the patientroom.
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\ This does not
N go througha
networking switch.

Ordering Guide

Tech Room configuration:
OmniLab Connectis located in
the Tech room with PSG
system (not shownin picture).
Serial connector on Tech room
computer tower.

Description Part numbers Quantity to order

OmnilLab Advanced Plus w/HTHum, DOM

Includes: OmnilLab Advanced + w/heated humidifier, performance standard tubing, power supply, 111124 1 per each patient room

AC cord, user manual

Philips Respironics Link Module 1061644A 1 per each patient room

Serial cable DB9 Female to Male 6 ft. 1037268 1 per each patient room

OmnilLab Connect 111076 1 per each patient room

AC cord 1038928 1 per each patient room (OmniLab Connect)
Clinical Remote Serial Adapter 1006102 1 per each patient room

RP — 10 ft. Cat5 with RJ45 to DB9 adapters

(Includes Qty: 1 each: CATS5 cable, RJ45 to DB9 Comm. Adapter, Female (PN 1020656), and RJ45 to 1024625 2 per each patient room

DB9 Crossover Adapter, Female (PN 1023456)

Cable, CAT5 Patch, 10 ft. H3150-10 1 per each patient room, used in tech room
OmnilLab Direct software 1112033 1 per total sleep lab installation (supports multiple rooms)




Installation option 5: OmniLab Advanced + installed in patient room. And OmniLab Connect and PSG system in Tech room with USB connection.
Refer to pages 9 and 10 to select PSG cables.

Patient room configuration: \ Tech room configuration:
OmnilLab Advanced +is / OmniLab Connectis located
located in the patient room. in the Tech room with PSG

system (not shownin
picture). USB on Tech room
This does not computer tower.
go througha
networking switch.

Ordering Guide

OmnilLab Advanced Plus w/HTHum, DOM
Includes: OmniLab Advanced + w/ heated humidifier, performance standard tubing, power 124 1 per each patient room
supply, AC cord, user manual

Serial cable DB9 Female to Male 6 ft. 1037268 1 per each patient room

RP - 10 ft. Cat5 with RJ45 to DB9 adapters
(Includes Qty: 1 each: CATS5 cable, RJ45 to DB9 Comm. Adapter, Female (PN 1020656), and RJ45 1024625 1 per each patient room
to DB9 Crossover Adapter, Female (PN 1023456)




Choosing OmniLab Connect PSG System cables
Which one of these applies to you?

New installation:
How many channels does your site require? This can be up to 8 channels.

A One stereo cable per 2 channels needed.

Existing customer — replacing older AOM unit
How many channels does your site require? This can be up to 8 channels.

A One stereo cable per 2 channels needed.
A Do NOT reuse any of the cables — order new cables.
A Channel example: 4 channels = pressure, flow, tidal volume, leak



Choose the correct column on the chart for your PSG system

Step 1: Determine the number of channels required to record in your PSG
system from the OmniLab Connect.

Step 2: Determine the connector type on the PSG amplifier by looking at
the auxiliary inputs to determine the connector type — or by calling the
PSG company.

Mono
connector

Does your PSG amplifier support mono or stereo connector?

On connector end, one ring = mono connector, two rings = stereo connector. Stereo

connector

Step 3: Choose the correct column to determine the part number on the
chart for your PSG system.

Step 4: Determine the number of cables to order based on the number of channels and patient rooms.

Example of steps above: You may require 8 channels with a mini stereo connection. You would order 4 cables,
PN 1111419 per room.



PSG requires MONO connectors
If your PSG auxiliary inputs are mono inputs, choose the appropriate cables from the table below.

2.5mm (Sub-mini) 3.5mm RJ12/6C6P (telephone jack)

Connector type (smartphone, or small music player)

Picture of connector

Part number to order 416 111417 111415
(10-ft cable) (10-ft cable) (10-ft cable)

PSG requires STEREO connectors
If your PSG auxiliary inputs are stereo inputs, choose the appropriate cables from the table below.

Connector type 2.5mm (Sub-mini) ?Zri:::;' RJ12 (RJ9 ;51‘:)PRJ22)

Picture of
connector

Part number 1111418 1111419 1111415 1114888
to order (10-ft cable) (10-ft cable) (10-ft cable) (10-ft cable)




OmnilLab Direct software

Consult with your sleep lab IT support.
A Are account privileges required for OmniLab Direct installation?

Indication for use
OmniLab Direct Lab Titration Software is intended for use on a
Window-compatible computer that is part of a PSG system, to remotely
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