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Mans jaunais televizors

1.1

Smart TV

Savienojiet So Philips Smart LED TV ar internetu un atklgjiet
jaunu televizijas pasauli. Varat izveidot vadu savienojumu ar
marsrutétaju vai art bezvadu savienojumu, izmantojot Wi-Fi.

Ja televizors ir savienots ar majas tiklu, varat taja radit attélus,
izmantojot viedtalruni, atskanot televizora videoklipus, kas
saglabati datora, vai izmantot plansetdatoru ka televizora
talvadibas pulti.

Izmantojot savu televizoru ar intermeta savienojumu, varat
skatities iznomatus video no tiessaistes video veikala, lasit
tieSsaistes TV celvedi vai ierakstit iecienttas TV parraides USB
cietaja diska.

Smart TV lietojumprogrammas papildina jisu ikdienu ar dazada
veida izklaidi un értiem pakalpojumiem.

Lai iegttu papildinformaciju, sadala Palidziba
nospiediet == Atslegvardi un atrodiet Smart TV.

1.2

App Gallery

Smart TV televizora atveriet sadalu Progr. galer., lai parilkotu
lietojumprogrammas - televizoram pielagotu timekla vietnu
kolekciju.

Atrodiet lietojumprogrammu YouTube videoklipiem, viet&am
laikrakstam, tieSsaistes fotoalbumam, tikliem Facebook, Twitter
u. C

Pieejamas aplikacijas video iznomasanai no tiessaistes video
veikala un aplikacijas nokavéto parraizu skatisanai.

Ja lietojumprogrammu galerija nav ietverta mekléta programmea,
izméginiet mekl&t timekil un intemeta no televizora.

Lai iegttu papildinformaciju, sadala Palidziba
nospiediet == Atsleégvardi un atrodiet Progr. galer.
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Nomas videofilmas

Lai skatitos nomas video, nav jadodas arpus majam.
Vienkarsi iznomajiet jaunakas filmas no vietéja tiessaistes video
veikala.

PHILIPS

lesleédziet Smart TV un pievienojiet video nomas
lietojumprogrammu Smart TV sakumlapai.

Atveriet video nomas lietojumprogrammu, izveidojiet personigo
kontu, atlasiet filmu un nospiediet atskanosanas pogu.
Nekadas neértas lejupieladésanas - filmu varat skatities uzreiz*.

Lai iegttu papildinformaciju, sadala Palidziba
nospiediet == Atslégvardi un atrodiet Nomas video.

* Atkariba no izvélétas video nomas video straumésanas
pakalpojuma.

14
Socialie tikli

Nav japiecelas no divana, lai aplikotu draugu zinojumus datora.
Atveriet Smart TV, atlasiet savu sociala tikla lapu un nosutiet
atbildes zinojumu, atrodoties sava divana.

Smart TV atbalsta popularos socialos tiklus Facebook un Twitter.

Lai iegttu papildinformaciju, sadala Palidziba
nospiediet == Atslegvardi un atrodiet Progr. galer.

1.5

Ambilight+hue

Izmantojot Ambilight+hue, varat iestatit savas Philips hue
spuldzes, lai tas sekotu televizora Ambilight krasam.

Philips hue spuldzes izkliedés Ambilight efektu visa telpa. Ja jums
vél nav nevienas Philips hue spuldzes, iegadajieties Philips hue
sakuma komplektu (ieklauts hue tilts un 3 hue spuldzes) un
uzstadiet spuldzes un tiltu. Varat atseviski iegadaties papildu
Philips hue spuldzes.
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1.6
Skype

[zmantojot Skype™, televizora varat veikt video zvanus bez
maksas.

Varat piezvanTt saviem draugiem uz jebkuru vietu pasaulé un
vinus aplakot TV ekrana.

Lai veiktu video zvanu, nepiecieSama kamera ar ieblvétu
mikrofonu un labs interneta savienojums. Daziem Philips
televizoriem ir iebUvéta kamera un mikrofons.

Lai iegttu papildinformaciju, sadala Palidziba
nospiediet == Atslegvardi un atrodiet Skype.

1.7
Viedtalruni un plansetdatori

Lai izmantotu viedtalruni vai planSetdatoru ka TV talvadibas pulti
vai ka multivides kontrolleri, lejupieladgjiet Philips MyRemote
lietojumprogrammu no sava viedtalruna vai planSetdatora
lietojumprogrammu veikala.

PHILIPS

Kontrolgjiet televizoru no sava viedtalruna vai planSetdatora,

parslédziet kanalus vai mainiet skalJumu. Ar MyRemote
lietojumprogrammu varat izmantot talruni vai plansetdatoru, lai
nosutitu fotoattélus, mdziku vai videoklipus no sava datora uz
televizoru. Turklat ar MyRemote lietojumprogrammu
plandetdatora varat atvert TV celvedi, lasit programmu
informaciju un parslégt TV kanalus ar vienu pirksta pieskarienu.
MyRemote lietojumprogramma ir pieejama iOS un Android.

Lai iegltu papildinformaciju, sadala Palidziba
nospiediet == Atslégvardi un atrodiet aplikaciju MyRemote.

1.8
TV raidijuma pauzesana un ieraksti

Ja televizoram ir pievienots USB cietais disks, varat pauzet un
ierakstit digitalas televizijas kanala parraidi.

Pauzejiet raidijumu un atbildiet uz steidzamu telefona zvanu vai
vienkarsi panemiet partraukumu sporta spéles laika, kameér
televizors saglaba parraidi USB cietaja diska. Vélak varat atsakt
skatiSanos.

Ja televizoram ir pievienots USB cietais disks, varat ari ierakstit
digitalas apraides. Varat ierakstit, kad skataties attiecigo parraidi,
vai arf ieplanot parraides ierakstisanu nakotnée.

Lai iegltu papildinformaciju, sadala Palidziba
nospiediet == Atslegvardi un atrodiet TV pauze vai lerakstisana.

19
Speles

Ja sakuma izvélné atlasa spélu konsoli, televizora automatiski tiek
parslégti iestatijumi, kas ideali pieméroti spélu spélésanai.

Ja spéléjat vairaku spélétaju spéli ar dalito ekranu, varat iestatit, lai
televizors vienlaikus attélo katru ekranu ka pilnekranu.
Katrs spélétajs var koncentréties uz savu spéli.




Lai radrtu abus ekranus, televizora tiek izmantota 3D tehnologija.
Lai spéletu divu spélétaju spéli ar diviem dazadiem attéliem
pilnekrana reZima, katram spélétajam nepiecieSams savs 3D brillu
paris.

Lai iegttu papildinformaciju, sadala Palidziba

nospiediet == Atslegvardi un atrodiet Spelu konsole vai Divu
speletaju speles.

1.10
EasyLink

[zmantojot funkciju EasyLink, varat vadit pievienotu ierici,
pieméram, Blu-ray atskanotaju, izmantojot televizora talvadibas
pulti.

EasyLink izmanto funkciju HDMI CEC, lai sazinatos ar
pieslégtajam iericém.

LNk

Lai iegttu papildinformaciju, sadala Palidziba
nospiediet == Atslegvardi un atrodiet EasyLink.
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Uzstadisana
2.1

|zlasiet drosibas instrukcijas

[zlasiet drosibas instrukcijas, pirms izmantot televizoru.

Palidzibas sadala atveriet Drosiba un apkope > Drosiba.

2.2
Televizora stativs un stiprinajums
pie sienas

Televizora statne

Noradijumus par televizora stativa uzstadiSanu skatiet komplekta
esosaja Tsaja lietoSanas pamaciba. Ja 8t pamaciba ir pazaudéta,
varat to lejupieladét no vietnes www.philips.com.

Lai mekleétu Tso lietoSanas pamacibu lejupieladei, izmantojiet
televizora veida numuru.

Stiprinajums pie sienas

Sis televizors ir sagatavots ar7 VESA standartiem atbilsto3ai sienas
stipringjuma skavai (nopérkama atseviski).
legadajoties sienas stiprinajumu, izmantojiet $adu VESA kodu . . .

Lai drosi piestiprinatu skavu, izmantojiet skriives ar attéla

noradito garumu.
ﬂlnmumni

* 6809. sérijas 58 collu televizoram

VESA MIS-F 400x400, Mé

* 6809. sérijas 50 collu televizoram

VESA MIS-F 400x200, Mé

* 6809. sérijas 40 collu televizoram

VESA MIS-F 200x100, M6

* 6719. sérijas 40 collu/48 collu televizoram
VESA MIS-F 400x200, M6

leveribai

Lai televizoru piestiprinatu pie sienas, vajadzigas ipasas iemanas,

tadé| So darbu drikst veikt tikai kvalificéti specialisti. Stiprinot
televizoru pie sienas, jaievéro televizora svaram atbilstosi
drodibas standarti. Pirms televizora novieto8anas izlasiet art
droSibas bridinajumus.

TP Vision Europe B.V. neuznemas atbildibu par neatbilstosi
veiktu stiprinasanu, ka rezultata noticis negadijums vai gita
trauma.

2.3
Padomi par vietas izveli

* Novietojiet televizoru vieta, kur ta ekranu neapspid tiesi saules
stari.

* Lai nodrosinatu vislielako Ambilight efektu, samaziniet
apgaismojuma spilgtumu telpa.

* Novietojiet televizoru lidz 15 ¢cm attaluma no sienas.

* |dealo televizora skatiSanas attalumu nosaka, ekrana diagonales
garumu reizinot ar tris. Sézot acim jabit viena augstuma ar
ekrana centru.

I max. 156 em

24
Stravas vads

* levietojiet stravas vadu savienotaja POWER (Strava) televizora
aizmugure.

* Parliecinieties, vai stravas vads ir drosi pievienots savienotajam.
* Parliecinieties, vai sienas kontaktligzdai pievienota stravas vada

kontaktdaksa ir visu laiku érti pieejama.

* Atvienojot stravas padeves vadu, vienmér velciet kontaktdaksu,
nevis kabeli.

i
~—

Lai gan $is televizors gaidstaves reZima patéré maz elektribas, ja
paredzat, ka televizoru nelietosiet ilgaku laiku, atvienojiet stravas
vadu, lai tauprtu elektroenergiju.

0
m
\

Sadala Palidziba nospiediet == Atslégvardi un atrodiet sadalu


http://www.philips.com

leslégsana, lai iegltu informaciju par televizora ieslégsanu un
izslégsanu.

2.5
Antenas kabelis

Ciesi ievietojiet antenas spraudni ligzda ANTENNA (Antena)
televizora aizmuguré.

Televizoram var pievienot savu antenu vai savienot to ar antenas
signalu no antenas sadales sistémas. Izmantojiet IEC koaksiala 75
omu RF kabela antenas savienotaju.

Izmantojiet o antenas savienojumu DVB-T un DVB-C iegjas
signaliem.

)

.

2.6
Satelita antena

Pievienojiet satelita F-veida savienotaju pie satelita savienojuma

SAT televizora aizmugure.
v

— =




Tikls
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Bezvadu tikls

Nepieciesamais aprikojums

Lai televizoru savienotu ar internetu, izmantojot bezvadu
savienojumu, nepiecieS8ams bezvadu marsrutétajs. Izmantojiet
atrdarbigu (platjoslas) interneta pieslégumu.

CERTIFIED

Tkla ierices

Televizoru var savienot ar citam iericém bezvadu tikla,
pieméram, ar datoru vai viedtalruni. Varat izmantot datoru ar
Microsoft Windows vai Apple OS X.

Failu koplietosana

Saja televizora varat atvért datora saglabatos fotoattélus, maziku
un videoklipus. Izmantojiet nesenu multivides servera
programmaturas versiju, pieméram, Philips MediaManager*,
Windows Media Player 11, Twonky™ vai [idzigu.

Instalgjiet multivides servera programmatiiru sava datora un
iestatiet, lai koplietotu multivides failus ar televizoru. Izlasiet
multivides servera programmatdras rokasgramatu, lai iegttu
papildinformaciju. Lai skatitos vai atskanotu failus televizor, $ai
programmatUrai jadarbojas ari datora.

* Philips MediaManager programmatdru varat lejupieladét no
Philips atbalsta vietnes www.philips.com/support

Savienojuma izveide

Izpildiet 1.-5. darbibu.

1. darbiba - Parliecinieties, vai bezvadu tikla marSrutétdjs ir
ieslégts.

2. darbiba - Nospiediet A, atlasiet Uzstadi$ana un nospiediet
OK (Labi).

3. darbiba - Atlasiet Izveidot savienojumu ar tiklu un nospiediet
OK (Labi).

4. darbiba - Atlasiet Savienot un nospiediet OK (Labi).

5. darbiba - Atlasiet Bezvadu un nospiediet OK (Labi).

6. darbiba - Atlasiet Skenet, lai atrastu bezvadu tiklu. Ja
marsrutétajs atbalsta WPS (Wi-Fi aizsargata instalésana), varat
atlasit WPS. Atlasiet v&lamo opciju un nospiediet OK (Labi).

* Skenet

Atlasiet Skenét, lai atrastu bezvadu tiklu (bezvadu marSrutétaju).
Televizors, iespgjams, atradis vairakus tuvuma esosos bezvadu
tiklus.

* WPS

Ja marsrutétajs atbalsta VWPS, varat tiesi izveidot savienojumu,
neizmantojot skenéSanu. Piegjiet pie marSrutétaja, nospiediet
pogu WPS un atgriezieties pie televizora 2 mintsu laika. Pec tam
nospiediet Connect (Pievienot), lai izveidotu savienojumu.

Ja majas tikla ir ierices, kas izmanto WEP drosibas SifréSanas
sistému, nevar izmantot WPS.

Ja, izveidojot savienojumu, jaizmanto WPS PIN kods, atlasiet
Skenét, nevis WPS.

7. darbiba - Atrasto tiklu saraksta atlasiet savu bezvadu tiklu un
nospiediet OK (Labi).

Ja jOsu tikla nav saraksta, jo tikla nosaukums ir paslépts (ir izslégta
marSrutétaja SSID apraide), atlasiet Man. ievade, lai pats ievaditu
tikla nosaukumu.

8. darbiba - Atkariba no marsrutétaja tipa tagad varat ievadit
SifréSanas atslegu (WEP, WPA vai WPA2). Ja esat jau ieprieks
ievadijis 8T tikla SifréSanas atslégu, varat atlasit Talak, lai uzreiz
izveidotu savienojumu.

Ja marsrutétajs atbalsta WPS vai WPS PIN, varat atlasit WPS,
WPS PIN vai Standarta. Atlasiet v&lamo un nospiediet OK
(Labi).

* Standarta

Atlasiet Standarta, lai manuali ievaditu SifréSanas atslégu (paroli,
ieejas frazi vai drosibas atslégu). Lai ievadritu SifréSanas atslégu,
varat izmantot tastatdru vai talvadibas pulti. Kad parole ir
ievadita, nospiediet Connect (Pievienot).

* WPS PIN

Lai izveidotu drosu WPS savienojumu ar PIN kodu, atlasiet WPS
PIN un nospiediet OK (Labi). Pierakstiet paradito 8 ciparu PIN
kodu un ievadiet to marsrutétaja programmatira datora. Pieejiet
pie televizora un nospiediet Connect (Pievienot). Lai uzzinatu,
kura vieta marsrutétaja programmatira jaievada PIN kods, skatiet
marsrutétaja lietotaja rokasgramatu.

9. darbiba - Ja savienojums izveidots veiksmigi, tiks paradits
zinojums.

Tikla konfiguracija

Ja neizdodas izveidot savienojumu, varat parbaudit marsrutétaja
DHCP iestatijumu. DHCP jabit iestatitam ka leslégts.

Ja esat pieredzéjis lietotajs un vélaties iestatit tiklu ar statisko IP
adresésanu, atlasiet televizora iestatijumu Statiska IP.

Lai televizora iestatitu statisko IP adresi, nospiediet A atlasiet
Uzstadisana un nospiediet OK (Labi). Atlasiet Tikla iestatijumi
> Tikla iestatijumi > Tikla konfiguracija > Statiska IP. Kad
izvéIné ir atlastta opcija Statiska IP, varat iestatit IP adresi un citus
nepiecieSamos iestatijumus tas pasas izvélnes sadala Statiska IP
konfiguracija.


http://www.philips.com/support

Tikla problemas

Bezvadu savienojuma tikls nav atrasts vai darbojas ar
trauceéjumiem

* Mikrovilnu krasnis, DECT bezvadu talruni un citas tuvuma
esosas Wi-Fi 802.11b/g/n ierices var radit traucgjumus bezvadu
tikla.

* Parliecinieties, vai ugunsmdri jisu tikla lauj piekl|Ut televizora
bezvadu savienojumam.

* Ja majas bezvadu tikls nedarbojas pareizi, méginiet uzstadit
vadu tiklu.

Nedarbojas internets

* Ja savienojums ar marsrutétaju ir izveidots pareizi, parbaudiet
marsrutétaja savienojumu ar internetu.

Datora un interneta savienojums ir léns

* Sk. bezvadu marsrutétaja lietosanas rokasgramata pieejamo
informaciju par darbibas radiusu, datu parsttisanas atrumu un
citiem ar signala kvalitati saistitajiem faktoriem.

* Savienojiet marsrutétaju ar atrdarbigu interneta pieslégumu.

32

Vadu tikls

Nepieciesamais aprikojums

Nepieciesams tikla marsrutetajs, lai savienotu televizoru ar
internetu. Savienojiet marSrutétaju ar atrdarbigu (platjoslas)
interneta pieslégumu.

Failu koplietosana

Saja televizora varat atvért datora saglabatos fotoattélus, maziku
un videoklipus. Izmantojiet nesenu multivides servera
programmatiras versiju, pieméram, Philips MediaManager*,
Windows Media Player 11, Twonky™ vai [idzigu.

Instalgjiet multivides servera programmattiru sava datora un
iestatiet, lai koplietotu multivides failus ar televizoru. Izlasiet
multivides servera programmatdiras rokasgramatu, lai iegttu
papildinformaciju. Lai skatitos vai atskanotu failus televizora, Sai
programmatirai jadarbojas ari datora.

* Philips MediaManager programmatdru varat lejupieladét no
Philips atbalsta vietnes www.philips.com/support

Lai iegltu parskatu par atbalstito multivides servera

10

programmatdru, sadala Palidziba nospiediet == Atslegvardi un
atrodiet Multivides servera programmatura, atbalstita.

Marsrutetaja pievienosana

Lai pievienotu un iestatitu marSrutétaju, izpildiet no 1. lidz 5.
darbibai.

1 - Savienojiet marsrutétaju ar televizoru, izmantojot tikla vadu
(Ethernet vadu**).

2 - Parliecinieties, ka marsrutétajs ir ieslégts.

3 - Nospiediet A un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

4 - Atlasiet Izveidot savienojumu ar tiklu un nospiediet OK
(Labi).

5 - Atlasiet Vadu un nospiediet OK (Labi).

Televizors pastavigi meklé tikla savienojumu. Kad savienojums ir
veiksmigi izveidots, tiek paradits zinojums.

Tikla konfiguracija

Ja neizdodas izveidot savienojumu, varat parbaudit marsrutétaja
DHCP iestatijumu. DHCP jabit iestatitam ka leslégts.

Ja esat pieredzgjis lietotajs un vélaties iestatit tiklu ar statisko IP
adresésanu, atlasiet televizora iestatijumu Statiska IP.

Lai televizora iestatitu statisko IP adresi,

nospiediet A atlasiet Uzstadisana un nospiediet OK (Labi).
Atlasiet Tikla iestatijumi > Tikla iestatijumi > Tikla
konfiguracija > Statiska IP. Kad izvéIné ir atlasita opcija Statiska
IP, varat iestatit IP adresi un citus nepiecieSamos iestatjumus tas
pasas izvélnes sadala Statiska IP konfiguracija.

#*|ai izpilditu noteikumus par elektromagnétisko saderibu,
izmantojiet ekranétu 5E kategorijas FTP tikla Ethernet vadu.
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Tikla iestatijumi

Lai atvértu sadalu Tikla iestatjumi . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Tikla iestatijumi un nospiediet OK (Labi).

* Skatit tikla iestatijumus

Seit redzami visi pasreizéjie tikla iestatijumi: IP un MAC adrese,
signdla stiprums, atrums, Sifrésanas metode u. c. iestatijumi.

* Tikla iestatijumi

- Tikla veids

lestata vadu vai bezvadu tiklu.

- Tikla konfiguracija

lestata tikla konfiguraciju ka DHCP vai statisko IP.

* Wi-Fi multivides atskanosana
Lai sanemtu multivides failus no viedtalruniem vai
plandetdatoriem, iestatiet DMR ka ieslégtu.


http://www.philips.com/support

* Statiska IP konfiguracija
Ja tikla iestatijumu izvéIn€ atlasita statiska IP, Seit varat iestatit
visus nepiecieSamos statiskas IP iestatijumus.

* Wi-Fi Miracast
Lai iegttu papildinformacju par Wi-Fi Miracast,
nospiediet == Atslegvardi un atrodiet Wi-Fi Miracast™.,

* Wi-Fi Miracast grupas atiestatisana
Notiriet visu ar Miracast izmantoto pievienoto un blokéto iericu
sarakstu.

* Wi-Fi Smart Screen
Lai iegltu papildinformaciju par Wi-Fi Smart Screen,
nospiediet == Atslegvardi un atrodiet Wi-Fi Smart Screen.

* TV tikla nosaukums
Ja jOsu tikla ir vairaki televizori, Seit varat tos pardévét.

* Netflix iestatijumi
Pielagot Netflix iestatijumus.

* Interneta atminas notirisana

Izmantojot opciju IztirTt interneta atminu, varat izdzeést visus
televizora saglabatos interneta failus. Tiek notirita Philips Smart
TV registracija un vecuma ierobezojuma iestatijumi, video nomas
aplikacijas pieteiksanas dati, visas iecienttas Smart TV aplikacijas,
interneta gramatzimes un vésture. Interaktivas MHEG aplikacijas
televizora var bUt saglabajusas sikfailus. Ari Sie faili tiek izdzésti.
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4

Savienojumi

4.1
Padomi par savienojumiem

Saslegsanas pamaciba

Savienojot ierici ar televizoru, vienmér izmantojiet kvalitativako
pieejamo savienojumu. lzmantojiet arT kvalitativus vadus, lai
nodrosinatu labu attéla un skanas parraidi.

Ja jums nepieciesama palidziba, lai savienotu vairakas ierices ar
televizoruy, varat skattt Philips TV saslégsanas pamacibu. Pamaciba
sniegta informacija par to, ka savienot ierices un kurus vadus
izmantot.

Atveriet vietni www.connectivityguide.philips.com

Antena

Ja jums ir televizora pierice (digitalais uztvergjs) vai rakstitajs,
savienojiet antenas vadus 13, lai antenas signals ietu caur
televizora pierici un/vai rakstitaju un tikai péc tam nok|Gtu
televizora. Tadéjadi antena un televizora pierice uz rakstitaju var
nosutit iespgjamos papildu kanalus, lai tos ierakstrtu.

- m 1

] |

Digital Receiver

.

HDMI

HDMI CEC

HDMI savienojums nodrosina vislabako attéla un skanas kvalitati.
Viena HDMI vada ir apvienoti video un audio signali. Lai iegltu
visaugstakas kvalitates signala parraidi, izmantojiet atrdarbigu
HDMI vadu, kas nav garaks par 5 m.

Homr

EFINITION MULTIMEDIA INTERFA

EasyLink HDMI CEC
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Ja ierices ir savienotas, izmantojot HDMI savienojumu, un
atbalsta funkciju EasyLink, varat tas vadit ar televizora talvadibas
pulti. Funkcijai EasyLink HDMI CEC jabdt ieslegtai televizora un
pievienotaja ierice.

Lai iegttu papildinformaciju par EasylLink izmanto$anu, nospiediet
== Atslégvardi un atrodiet EasyLink CEC.

DVI—HDMI

Ja iericei ir tikai DVI savienojums, izmantojiet DVI-HDMI
adapteri. Izmantojiet vienu no HDMI savienojumiem un skanai
pievienojiet audio labas/kreisas puses vadu (3,5 mm
minispraudnis) audio ieejai televizora aizmuguré.

Kopesanas aizsardziba

DVI un HDMI vadi atbalsta HDCP (aizsardzibu pret platjoslas
digitala satura kopésanu). HDCP ir kopésanas aizsardzibas signals,
kas nelauj kopét DVD diska vai Blu-ray diska saturu. To sauc ar
par DRM (digitala satura tiesibu parvaldiba).

HDMI ARC

Visi televizora HDMI savienojumi atbalsta HDMI ARC (Audio
Return Channel — audio atgriezes kanals).

Ja ari iericei (parasti majas kinozales sistémai) (HTS) ir HDMI
ARC savienojums, pieslédziet to pie jebkura HDMI savienojuma
Saja televizora. Izmantojot HDMI ARC savienojumu, nav
japievieno papildu audio vads, kas sUta televizora skanas signalu
uz majas kinozales sistému. HDMI ARC savienojuma ir apvienaoti
abi signali.

Lai pievienotu majas kino sistému, varat izmantot jebkuru st
televizora HDMI savienojumu, tacu ARC ir pieejams vienlaikus
tikai 1 iericei/savienojumam.

Ja vélaties izslegt ARC HDMI savienojumiem, nospiediet A,
atlasiet UzstadiSana un nospiediet OK (Labi).
Atlasiet TV iestatijumi > Skana > Detalizeti > HDMI ARC.

Y Pb Pr - Audio kreisa/laba

Komponentvideo Y Pb Pr ir augstas kvalitates savienojums.
YPbPr savienojumu var izmantot augstas izskirtspgjas (HD) TV
signaliem. Papildus Y, Pb un Pr signaliem pievienojiet kreisas un
labas puses audio signalu vadus, lai nodrosinatu skanu.

* Y un CVBS ir viena un ta pati ligzda.
* Komponentu un kompozitsavienojumiem ir tas pasas audio
ligzdas.
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* Tikai televizoriem ar komponentu savienojumiem.

CVBS - Audio kreisa/laba

CVBS - Composite Video ir augstas kvalitates savienojums.
Papildus CVBS signalam tiek pievienoti audio kreisas un labas
puses signalu vadi, lai nodrosinatu skanu.

* Y un CVBS ir viena un ta pati ligzda.
* Komponentu un kompozitsavienojumiem ir tas pasas audio
ligzdas.

[Gomeconae
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Video / Audio LR

* Tikai televizoriem ar komponentu/kompozitsavienojumiem.

SCART

SCART ir labas kvalitates savienojums. SCART savienojumu var
izmantot CVBS un RGB video signaliem, tacu nevar izmantot
augstas izskirtsp€jas (HD) TV signaliem. SCART savienojuma ir
apvienoti video un audio signali.

[zmantojiet komplekta ieklauto SCART adaptera vady, lai
pievienotu ierici.
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Audio izvade — optiska

Audio izvade - optiska ir augstas kvaitates skanas savienojums. Sis
optiskais savienojums var parraidit 5.1 audio kanalus. Ja jlsu

audio iericei (parasti majas kinozales sistémai (HTS)) nav HDMI
ARC savienojuma, varat pievienot $o skanas vadu majas kinozales
sistémas optiskajam audio ievades savienojumam. Sis audio vads
parraidis televizora skanu uz majas kino zales sistemu.

{

Audio izvades signala tipu varat iestatit ta, lai tas atbilstu majas
kino sistémas iesp&jam.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Audio izvades iestatijumi.

Ja skana neatbilst video attélam ekrana, varat pielagot audio un
video sinhronizaciju.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Audio un video sinhronizacija.

4.2

EasyLink HDMI CEC

EasyLink

Izmantojot funkciju EasyLink, varat kontrolét pievienotu ierici ar
televizora talvadibas pulti. EasylLink izmanto HDMI CEC, lai
sazinatos ar pievienotajam iericém. lericém jaatbalsta HDMI CEC
un jabdt pievienotam, izmantojot HDMI savienojumui.

HuoIml

HIGH-DEFINITION MULTIMEDIA INTERFAGE

EasyLink iestatisana

Televizors tiek piegadats ar jau ieslégtu funkciju
EasyLink.Parliecinieties, vai pievienotajam EasyLink iericEm visi
HDMI CEC iestatijumi ir veikti pareizi. Funkcija EasyLink var
nedarboties ar citu zimolu iericém.

HDMI CEC citu zZimolu produktos

HDMI CEC funkcijai dazadu Zimolu produktos ir atskirigi
nosaukumi. Dazi pieméri: Anynet, Aquos Link, Bravia Theatre
Sync, Kuro Link, Simplink un Viera Link. Ne visu Zimolu produkti



ir pilnigi saderigi ar EasyLink.

Pieméra minétie HDMI CEC Zimolu nosaukumi pieder
attiecigajiem Tpasniekiem.

lericu lietosana

Lai kontrolétu ierici, kas pievienota HDMI ligzdai un iestatita ar
EasyLink, atlasiet ierici vai tas veikto darbibu televizora
savienojuma saraksta. Nospiediet & SOURCES (Avoti), atlasiet
pie HDMI savienojuma pievienotu ierici un nospiediet OK (Labi).

Kad ierice ir atlasita, to var vadit ar televizora talvadibas pulti.
Tacu taustinu M un == OPTIONS (Opcijas) un dazu citu
taustinu komandas netiek parsttitas uz ierici.

Ja nepiecieSama taustina nav televizora talvadibas pulti, varat to
atlasit izvélné Opcijas.

Nospiediet == OPTIONS (Opcijas) un izvé|nu josla atlasiet
Controls (Vadiba). Ekrana atlasiet vajadzigo ierices taustinu un
nospiediet OK (Labi).

Izvélné Vadiba, iesp&jams, nav pieejami dazi |oti specifiski ierices
taustini.

Piezime: uz TV talvadibas pults komandam reagés tikai ierices,
kas atbalsta EasyLink talvadibas funkciju.

EasyLink iestatijumi

Televizors tiek piegadats ar ieslegtiem visiem EasyLink
iestatijumiem. Katru EasyLink iestatijumu var izslégt atseviski.

EasyLink
Lai pilniba izslegtu EasyLink . ..

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > EasyLink
un nospiediet OK (Labi).

3 - leziméjiet izvélnes elementu Izslégts un nospiediet taustinu
OK.

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.
EasyLink talvadiba

Ja vélaties izveidot sazinu starp iericém, bet nevélaties tas vadit ar
televizora talvadibas pulti, varat atsevidki atslégt EasyLink
talvadibas funkciju.

EasyLink iestatijumu izvélné atlasiet EasyLink talvadiba un péc
tam atlasiet Izslegts.

Pixel Plus saite

Dazam iericém, pieméram, DVD vai Blu-ray disku atskanotajam,
var but pasam sava attéla kvalitates apstrade. Lai novérstu sliktu
attéla kvalitati, ko var radit nesaderiba ar televizora apstrades
funkciju, So iericu attéla apstrades funkcija jaatspé€jo. Televizors
tiek piegadats ar ieslégtu Pixel Plus saiti, kas atspgjo jaunako
televizoram pievienoto Philips iericu attéla apstrades funkciju.
Lai izslegtu Pixel Plus saiti, Easylink iestatjumu izvélné atlasiet
Pixel Plus saite un péc tam atlasiet lzslegts.

Automatiska subtitru nobide

Ja atskanojat DVD vai Blu-ray disku Philips disku atskanotaja, kas
atbalsta subtitrus, televizors var parvietot subtitrus uz augsu.
Subtitri bls redzami neatkarigi no izveléta attéla formata.
Televizors tiek piegadats ar ieslégtu automatiskas subtitru
nobides funkciju.

Lai izslégtu automatisko subtitru nobidi, EasyLink iestatjumu
izvélné atlasiet Automatiska subtitru nobide un péc tam atlasiet
Izslegts.

Automatiska iericu izslegsana

Varat iestatit televizoru izslégt pievienotas ar HDMI-CEC
saderigas ierices, ja tas nav aktivais avots. Televizors parslédz
pievienoto ierici gaidstaves rezima péc 10 neaktivitates minttém.

4.3

Kopejais interfeiss - CAM

Cl+

Sis televizors ir sagatavots Cl+ nosacitas piekluves modula
izmantosanai.

[zmantojot Cl+, varat skatities maksas HD programmas,
pieméram, filmas un sporta parraides, ko jlsu regiona piedava
digitalas televizijas raidorganizacijas. PriekSsapmaksas Cl+ modulis
atkodé televizijas raidorganizaciju kodétas programmas.

Digitalas televizijas raidorganizacijas nodrosina o Cl+ moduli
(CAM — nosacitas piekluves modulis) maksas programmu
abonentiem. Sim programmam ir augsts aizsardzibas limenis pret
kopésanu.

Lai iegltu papildinformaciju par nosacijumiem, sazinieties ar
vietgjo televizijas raidorganizaciju.

Lai iegltu papildinformaciju par CAM modula pievienosanu,
nospiediet == Atslegvardi un atrodiet Kopgjais interfeiss CAM.

Cl+




CAM

CAM modula ievietosana

Pirms CAM ievietosanas izsledziet televizoru.

Apskatiet CAM, lai noskaidrotu pareizu ta ievietosanas
panémienu. Nepareizi ievietojot CAM, varat sabojat CAM un
televizoru.

[zmantojiet televizora kopéja interfeisa slotuy, lai ievietotu CAM
karti.

Kad kartes priek$puse ir pavérsta pret jums, uzmanigi ievietojiet
CAM Tidz atdurei.

Atstajiet karti slota.

CAM aktivizésana var ilgt vairakas minttes. Péc CAM iznemsanas
parraides pakalpojums televizora bUs deaktivizéts.

Ja CAM modulis ir ievietots un ir samaksata abonésanas maksa
(savienojuma metodes var atskirties), varat skatities televizijas
parraidi. levietotais CAM modulis ir paredzéts tikai jdsu
televizoram.

CAM iestatijumi

Lai iestatitu CAM televizijas parraizu paroles vai PIN kodus,
nospiediet A, atlasiet Uzstadi§ana un nospiediet OK (Labi).
Atlasiet Kanalu iestatijumi > Kopégjais interfeiss.

Atlasiet CAM televizijas raidorganizaciju un nospiediet OK (Labi).
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Televizora pierice - STB

Lai savienotu antenu ar televizora pierici (digitalas televizijas
uztvérgju) un televizoru, izmantojiet 2 antenas vadus.

-
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-

Papildus antenas savienojumiem izmantojiet ari HDMI vadu, lai
savienotu televizora pierici ar televizoru.

Ja piericei nav HDMI savienojuma, varat izmantot arf SCART
vadu.
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|zsl€gSanas taimeris

Ja izmantojat tikai televizora pierices talvadibas pulti, izslédziet So
automatisko taimeri, lai televizors netiktu automatiski izslégts, ja 4
stundu laika nav nospiests neviens televizora talvadibas pults
taustins.

Lai izslegtu izslégdanas taimeri, nospiediet M atlasiet
Uzstadisana un nospiediet OK (Labi).

Atlasiet TV iestatijumi > Visparigie iestatijumi > lzslegsanas
taimeris un iestatiet slidjoslu uz Izslegts.

4.5
Satelittelevizijas uztverejs

- Savienojiet satelita antenas vadu ar
satelittelevizijas uztvereju.

Papildus antenas savienojumiem izmantojiet art HDMI vadu, lai
savienotu ierici ar televizoru.
Ja iericei nav HDMI savienojuma, varat izmantot arf SCART vadu.

Izslegsanas taimeris

Ja izmantojat tikai televizora pierices talvadibas pulti, izslédziet So



automatisko taimeri, lai televizors netiktu automatiski izslégts, ja 4
stundu laika nav nospiests neviens televizora talvadibas pults
taustins.

Lai izslegtu izsl&égdanas taimeri, nospiediet M atlasiet
Uzstadisana un nospiediet OK (Labi).

Atlasiet TV iestatijumi > Visparigie iestatijumi > Izslegsanas
taimeris un iestatiet slidjoslu uz Izslegts.

4.6
Majas kinozales sistema - HTS

HTS pievienosana

Lai savienotu majas kino sistemu ar televizoru, izmantojiet HDMI
vadu. Varat pievienot Philips Soundbar vai majas kino sistému ar
iebUvetu disku atskanotaju.

Ja iericei nav HDMI savienojuma, varat izmantot arf SCART vadu.

HDMI ARC

Ja jasu majas kino sistémai ir HDMI ARC savienojums, varat to
pievienot jebkurai televizora HDMI ligzdai. Ja izmantojat HDMI
ARC, nav japievieno papildu audio vads. HDMI ARC
savienojuma ir apvienoti abi signali.

Visi televizora HDMI savienojumi var atbalstit audio atgriezes
kanala (Audio Return Channel — ARC) signalu. Tacu péec tam,
kad ir pievienota majas kinozales sistéma, televizors var nosutit
ARC signalu tikai uz So HDMI savienojumu.

Home Theatre System

3

Ja majas kinozales sistemai nav HDMI ARC savienojuma,
pievienojiet optisko audio vadu (Toslink), lai parsutitu televizora
skanu uz majas kinozales sistemu.

Home Theatre System

Audio un video signala sinhronizesana

Ja skana neatbilst videoattélam ekrang, lielakaja dala majas
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kinozales sistemu ar disku atskanotaju varat iestatit aizkavi, lai
saskanotu skanu un attélu.

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Audio un video sinhronizacija.

Audiosignala izvades iestatijumi

Audiosignala izvades aizkave

Ja televizoram ir pievienota majas kino sistéma, televizora attélam
jablt sinhroniz&tam ar majas kino sistémas skanu.

Automatiska audio un video sinhronizésana

[zmantojot jaunakas Philips majas kinozales sistémas, audio un
video signals tiek automatiski sinhronizéts un ir vienmer pareizs.

Audio sinhronizésanas aizkave

Dazam majas kinozales sistemam, iesp&jams, ir japielago audio
sinhronizésanas aizkave, lai sinhronizétu audio un video signalu.
Palieliniet aizkaves vértibu majas kinozales sistema, lidz attéls
atbilst skanai. Var but nepiecieSsama 180 ms aizkaves vertiba.
Skatiet majas kinozales sistémas lietotaja rokasgramatu. Ja
aizkaves vértiba ir iestatita majas kinozales sistéma, jaizsledz
audiosignala izvades aizture televizora.

Lai izslegtu audiosignala izvades aizkavi . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Detalizeti > Audio izejas
aizkave.

3 - leziméjiet izvélnes elementu lzslégts un nospiediet taustinu
OK.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Audiosignala izvades nobide

Ja nevarat iestatit aizkavi majas kinozales sistéma, skanas
sinhronizésanu varat iestatit televizora. Varat iestatit nobidi, kas
kompense laiku, kas majas kinozales sistémai nepieciesams
televizora attéla skanas apstradei. So vértibu var iestatit ar 5 ms

pakapém. Maksimalais iestatijums ir -60ms. Audiosignala izvades
aizkaves iestatijumam jabut ieslégtam.

Lai sinhronizétu skanu televizora . . .

1 - Nospiediet A un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Detalizeti > Audio izejas
aizkave.

3 - Ar slidjoslu iestatiet skanas nobidi un nospiediet OK (Labi).
4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.



Audio izvades formats

Ja jums ir majas kinozales sistéma (HTS) ar daudzkanalu skanas
apstrades iesp&jam, pieméram, Dolby Digital, DTS® vai lidzigj,
iestatiet audiosignala izvades formatu ka Daudzkanalu. Izmantojot
daudzkanalu iestatijumu, televizors var nosutit saspiestu
daudzkanalu skanas signalu no televizijas kanala vai pie majas
kinozales sistémas pievienota atskanotaja. Ja jisu majas kinozales
sistémai nav daudzkanalu skanas apstrades iespéju, atlasiet
Stereo.

Lai iestatitu audiosignala izvades formatu . . .

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Detalizéti > Audio izejas
aizkave.

3 - Atlasiet Daudzkanalu vai Stereo.

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Audio izvades izlidzinasana

Izmantojiet audio izvades izlidzinasanas iestatijumu, lai izlidzinatu
televizora un majas kinozales sistémas skaluma limeni, kad
parslédzat skanu no vienas ierices uz otru. Atskiribas skaluma var
radrt atskirigas skanas apstrades sistémas.

Lai izlidzinatu skaJuma atskiribas . . .

1 - Nospiediet A un atlasiet Uzstadi$ana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Detalizéti > Audio
izvades izlidzinasana.

3 - Ja skaluma atskiriba ir liela, atlasiet Vairak. Ja skaluma atskiriba
ir neliela, atlasiet Mazak.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Audio izvades izlidzinasana ietekmé gan optiskas audio izvades,
gan HDMI ARC skanas signalus.

Problemas ar HTS skanu

Skana ar skalu troksni

Ja skataties video no pievienota USB zibatminas diska vai
pievienota datora, skana no majas kinozales sistémas var bt
izkroplota. Sis troksnis rodas, ja audio vai video failam ir DTS
skana, tacu majas kinozales sistémai nav DTS skanas apstrades.
Varat to novérst, iestatot televizora iestatijumu Audio izvades
formats ka Stereo.

Nospiediet M un atlasiet Uzstadisana > TV iestatijumi > Skana
> Detalizeti > Audio izvades formats.

Nav skanas

Ja nedzirdat skanu no televizora sava majas kinozales sistéma,
parbaudiet $adus aspektus . . .

* Parbaudiet, vai esat pievienojis HDMI kabeli majas kinozales

17

sistémas HDMI ARC savienojumam. Visi televizora HDMI
savienojumi ir HDMI ARC savienojumi.

* Parbaudiet, vai televizora HDMI ARC iestatijums ir leslegts.
Nospiediet M un atlasiet Uzstadi$ana > TV iestatijumi > Skana
> Detalizeti > HDMI ARC.

47
Blu-ray disku atskanotajs

Lai savienotu Blu-ray disku atskanotaju ar televizoru, izmantojiet
atrdarbigu HDMI vadu.

-

Ja Blu-ray disku atskanotajs atbalsta EasyLink HDMI CEC, varat

vadit atskanotaju ar televizora talvadibas pulti.

Lai iegltu papildinformaciju par EasyLink izmantosanu, nospiediet
== Atslegvardi un atrodiet EasyLink HDMI CEC.

4.8
DVD atskanotajs

Lai savienotu DVD atskanotaju ar televizoru, izmantojiet HDMI
vadu.
Ja iericei nav HDMI savienojuma, varat izmantot ari SCART vadu.

r—IIIE

Ja DVD atskanotajs ir savienots, izmantojot HDMI vadu, un

atbalsta EasylLink CEC, varat to vadit ar televizora talvadibas pulti.

Lai iegtitu papildinformaciju par EasyLink izmantosanu,
nospiediet == Atslégvardi un atrodiet EasyLink HDMI CEC.
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Spelu konsole

HDMI

Lai iegltu vislabako kvalitati, pievienojiet konsoli televizoram,
izmantojot atrdarbibu HDMI vadu

il

=

Y Pb Pr - Audio kreisa/laba

Pievienojiet spélu konsoli, izmantojot komponenta video vadu (Y
Pb Pr) un audio kreisas/labas puses vadu, pie televizora.

[Gomeconaie
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* Y un CVBS ir viena un ta pati ligzda.
* Komponentu un kompozitsavienojumiem ir tas pasas audio
ligzdas.

CVBS - Audio kreisa/laba/SCART

Pievienojiet sp€lu konsoli, izmantojot kompozita vadu (CVBS) un
audio kreisas/labas puses vadu, pie televizora.

Ja jusu spélu konsolei ir tikai video (CVBS) un kreisas/labas puses
audio izeja, izmantojiet kreisas/labas puses video audio —
SCART adapteri, lai pievienotu spélu konsoli pie SCART
savienojuma.

Piezime: CVBS-SCART adapteris nav ieklauts televizora
komplektacija.
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CVBS - Audio kreisa/laba

Pievienojiet spélu konsoli, izmantojot kompozita vadu (CVBS) un
audio kreisas/labas puses vadu, pie televizora.
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* Y un CVBS ir viena un ta pati ligzda.
* Komponentu un kompozitsavienojumiem ir tas pasas audio
ligzdas.
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410
USB cietais disks

NepiecieSamais aprikojums

Ja televizoram ir pievienots USB cietais disks, varat pauzét vai
ierakstit TV parraidi. Tai ir jabat digitalas televizijas parraidei
(DVB vai lidziga apraide).

Lai apturetu

Lai pauzétu apraidi, nepieciesams ar USB 2.0 saderigs cietais disks
ar vismaz 32 GB ietilpibu.

Lai ierakstitu

Lai pauzétu un ierakstitu apraidi, nepieciesama vismaz 250 GB
diska ietilpiba.




TV celvedis

Pirms pienemat lémumu iegadaties USB cieto disky, lai ierakstitu
parraides, varat parbaudtt, vai jusu valstT ir iesp&jams ierakstrt
digitalas televizijas kanalus.

Talvadibas pulti nospiediet taustinu 3= TV GUIDE (TV celvedis).
Ja TV celveza lapa ir ierakstiSanas poga, varat veikt ierakstus.

Lai iegltu papildinformaciju par USB cieta diska instalésanu,
nospiediet == Atslegvardi un atrodiet USB cietais disks,
instalésana.

Noskanosana

Pirms pauzét vai ierakstit apraidi, japievieno un jaformaté USB
cietais disks. Ja vélaties ierakstit apraidi ar TV celveza datiem no
interneta, pirms uzstadit USB cieto disku, jUsu televizora jablt
iestatitam interneta pieslégumam. Formatésanas laika tiks izdzesti
visi faili no USB cieta diska.

1 - Pievienojiet USB cieto disku vienam no televizora USB
savienojumiem. Formatésanas laika citiem USB portiem
nepievienojiet citu USB ierici.

2 - lesledziet USB cieto disku un televizoru.
3 - Kad televizora ir ieslégts digitalas televizijas kanals, nospiediet
1 (Pauze). Kad méginasiet pauzét parraidi, tiks sakta formatésana.

Izpildiet ekrana redzamos noradijumus.

Kad USB cietais disks ir formatéts, atstajiet to pievienotu visu
laiku.

Bridinajums!

USB cietais disks tiek formatéts tikai $im televizoram, jds nevarat
izmantot saglabatos ierakstus cita televizora vai datora.
Nekopgjiet un nemainiet ierakstu failus USB cietaja diska,
izmantojot datora lietojumprogrammas. Tadgjadi tiks sabojati
ieraksti. Formatejot citu USB cieto disku, ta saturs tiks zaudéts.
Lai izmantotu jusu televizora instaleéto USB cieto disku kopa ar
datoru, tas ir jaformate.

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet TV pauze vai lerakstiSana.

411
USB tastatura vai pele
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USB tastatura

Pievienojiet USB tastattru (USB-HID tipa), lai ievaditu televizora
tekstu.

Televizoram var pievienot tastaturu un peli.
Savienosanai izmantojiet vienu no USB savienojumiem.

Tastatiras iestatiSana

Lai iestatitu USB tastatiru, iesleédziet televizoru un pievienojiet
USB tastatlru vienam no televizora USB savienojumiem. Kad
televizors pirmo reizi nosaka pievienoto tastatlru, varat atlasit
tastatdras izkartojumu un parbaudit atlasi. Ja vispirms izvélaties
kirilicas vai grieku tastatdras izkartojumu, varat izvéléties
sekundaro latinu tastatdiras izkartojumu.

Lai mainTttu tastatdras izkartojumu péc ta iestatisanas. ..

1 - Nospiediet M un atlasiet Uzstadi$ana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > USB
tastatiiras iestatijumi un nospiediet OK (Labi).

Kanalu pardevesanas taustini

* levades tausting = OK

* Atpakalatkape = dzést rakstzimi pirms kursora

* Bultinu taustini = navigét teksta lauka

* Lai parslégtu tastatiiras izkartojumus, ja ir iestatits sekundarais
izkartojums, vienlaikus nospiediet taustinus Ctrl + Shift.

Smart TV lietojumprogrammu un interneta lapu taustini
* Shift + Tab = talak un atpakal

* Home = ritinat lidz lapas augSpusei

* End = ritinat lidz lapas apaksai

* Page Up = parlékt vienu lapu uz augsu

* Page Down = parlékt vienu lapu uz leju

* + = tuvinat par vienu pakapi

* - = talinat par vienu pakapi

 * = jetilpinat timekla lapu ekrana platuma.

USB pele

USB peles pievienosana

Lai parvietotos interneta lapas, varat pievienot USB peli (USB-
HID tipa).

Interneta lapa varat vieglak atlasit saites un noklikskinat uz tam.



Peles pievienosana

leslédziet televizoru un pievienojiet USB peli vienam no
televizora USB savienojumiem. USB peli var pievienot art
pievienotai USB tastatUrai.

Peles klikski
* Kreisais klikskis = OK
* Labais klikSkis = Atpakal o

Varat izmantot ritentti, lai ritindtu lapas uz augSu un uz leju.

Lai iegttu papildinformaciju par tastatdiras pievienosanu,
nospiediet == Atslégvardi un atrodiet USB tastatiira.

Peles atrums

Varat noregulét peles kustibas atrumu ekrana.
Lai noregulétu atrumu . ..

1 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Televizora iestatijumi un nospiediet OK (Labi).

3 - Atlasiet Visparigie iestatijumi > Raditaja/peles iestatijumi un
nospiediet OK (Labi).

4 - Nospiediet bultinas A (uz augdu) vai ¥ (uz leju), lai palielinatu
vai samazinatu atrumu.

5 - Nospiediet OK (Labi), lai saglabatu un aizvértu iestatjumu.

6 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu izvelni.

412

USB zibatminas disks

Varat skatities fotoattélus vai atskanot mdziku un video no
pievienota USB zibatminas diska.

levietojiet USB zibatminas disku viena no televizora USB
savienojumiem, kad televizors ir ieslégts.

- np

Televizors noteiks zibatminas disku un atvérs sarakstu ar ta
saturu.
Ja satura saraksts netiek paradits automatiski, nospiediet <3
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SOURCE (Avots), atlasiet USB un nospiediet OK (Labi).

Lai partrauktu skatities USB zibatminas diska saturu, nospiediet
IZIET vai atlasiet citu darbibu.

Lai atvienotu USB zibatminas disku, varat to iznemt no porta
jebkura laika.

Lai iegltu papildinformaciju par satura skati$anos vai atskanosanu
no USB zibatminas diska, nospiediet == Atslegvardi un atrodiet
Fotoatteli, video un muzika.

413
Fotokamera

Lai skatitu digitalaja fotokamera saglabatos fotoattélus, varat tiesi
savienot kameru ar televizoru.

Savienojumam izmantojiet vienu no televizora USB
savienojumiem. Péc savienojuma izveides ieslédziet kameru.

Ja satura saraksts netiek paradits automatiski, nospiediet <3
SOURCE (Avots), atlasiet USB un nospiediet OK (Labi).
Kamera, iespéjams, jaiestata ta, lai ta parsttitu saturu, izmantojot
PTP (Picture Transfer Protocol — attélu parsutisanas protokols).
Skatiet digitalas fotokameras lietotaja rokasgramatu.

Lai iegttu informaciju par fotoattélu skatisanos, nospiediet ==
Atslégvardi un atrodiet Fotoattéli, video un muzika.
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Videokamera

HDMI

Lai iegltu vislabako kvalitati, savienojiet videokameru ar
televizoru, izmantojot HDMI vadu.

Cancerde
= .
L =




CVBS - Audio kreisa/laba/SCART

Videokameras pievieno3anai varat izmantot HDMI, YPbPr vai
SCART savienojumu. Ja videokamerai ir tikai video (CVBS) un
kreisas/labas puses audio izeja, izmantojiet video un audio
kreisas/labas puses ieejas-SCART adapteri, lai pievienotu SCART
savienojumam.

Piezime: CVBS-SCART adapteris nav ieklauts televizora
komplektacija.
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CVBS - Audio kreisa/laba

Izmantojiet video audio L/R vadu, lai pievienotu videokameru pie
televizora.
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* Y un CVBS ir viena un ta pati ligzda.
* Komponentu un kompozitsavienojumiem ir tas pasas audio
ligzdas.
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Dators

Pievienot

Televizoram var pievienot datoru un izmantot televizoru ka
datora monitoru.

Ar HDMI

Lai pievienotu datoru televizoram, izmantojiet HDMI vadu.
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Ar DVI pie HDMI ligzdas

Var izmantot arf DVI-HDMI adapteri, lai pievienotu datoru
HDMI ligzdai, un pieslégt audio L/R vadu (mini spraudnis 3,5
mm) televizora aizmuguré esosajai AUDIO IN L/R ligzdai.

HDMI

lestatijumi

Ideali piemerots monitora iestatijums

Ja izvélné Avots (savienojumu saraksta) ka ierices tips ir noradits
Dators, televizora tiek automatiski iestatits ideali piemérots
datora iestatijums.

Ja datoru izmantojat, lai skatitu filmas vai spélétu spéles, varat
mainTt televizora iestatjumu uz ideali piemérotu TV skatiSanai vai
spélem.

Manuala ideala iestatijuma atlasisana televizora. . .

1 - Nospiediet A un atlasiet Uzstadi$ana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizeti > Darbibas
veids un nospiediet OK (Labi).

3 - Atlasiet Spéle (spélu spélésanai) vai atlasiet Dators (filmas
skatiSanai) un nospiediet OK (Labi).

4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Kad beidzat spélét, neaizmirstiet iestatit Spéle vai dators atpakal
uz Dators.
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Austinas

Varat pievienot austinas televizora £ savienojumam.
Savienojums ir mini spraudnis 3,5 mm. Austinu skalumu varat
noregulét atseviski.

Lai noregulétu skalumu . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam
nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Austinu skalums un
nospiediet OK (Labi).

3 - Nospiediet A (uz augsu) vai ¥ (uz leju), lai noregulétu
skalumui.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvertu

izvelni.
J

o
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5

leslegsana

5.1
leslegsana vai gaidstave

Pirms televizora ieslégsanas parliecinieties, vai televizora stravas
vads televizora aizmuguré ir pievienots elektrotiklam.

Ja nedeg sarkana indikatora lampina, nospiediet kursorsviru labaja
puse vai televizora aizmugure, lai parslégtu televizoru gaidstaves
reZima. ledegsies sarkanais indikators.

Kad televizors ir gaidstaves reZima, nospiediet O uz talvadibas
pults, lai ieslégtu televizoru.

Parslegsana gaidstaves rezima

Lai parslégtu televizoru gaidstaves reZima, nospiediet talvadibas
pults taustinu O.

Izslegsana

Lai izslegtu televizoru, nospiediet kursorsviru labaja puseé vai
televizora aizmuguré. Nedeg sarkana indikatora lampina.
Televizors joprojam ir pieslégts elektrotiklam, tacu patéré
minimalu energijas daudzumu.

Lai pilniba izslegtu televizoru, atvienojiet stravas kontaktdaksu.
Atvienojot stravas kontaktdaksu, vienmér velciet aiz
kontaktdaksas, nevis aiz vada. Nodrosiniet, lai vienmér butu
pilniga piekluve kontaktdaksai, stravas vadam un kontaktligzdai.
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52
Televizora taustini

Kad ir redzams ekrana displejs, nospiediet kursorsviru, lai paradrtu
izvelni.

* |zmantojiet bultinas/navigésanas taustinus, lai navigétu uz augsu,
uz leju, pa kreisi vai pa labi.

* Nospiediet kursorsviru, lai apstiprinatu izvéli vai iestatijumu.

53
Nosaukuma etiketes spilgtums

Varat izslégt vai pielagot nosaukuma etiketes apgaismojumu.

Lai pielagotu vai izslégtu. ..

1 - Nospiediet M un atlasiet UzstadiSana, péc tam
nospiediet OK (Labi).
2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > USB

tastatiiras iestatijumi un nospiediet OK (Labi).

3 - Atlasiet Maksimums, Vidgji, Minimums vai lzslegts, lai izslégtu
nosaukuma etiketes apgaismojumu.

4 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu izvélni.
* Pieejams tikai atseviskiem televizoru modeliem



Talvadibas pults

6.1
Taustinu parskats

Augsdala

1 - O Gaidstave / leslegts
Nospiediet, lai ieslégtu televizoru vai parslégtu gaidstaves reZima.

2 - Atskanosanas un ierakstiSanas taustini
 Atskanot », lai atskanotu saturu.

* Pauze 14, lai pauzétu atskanoSanu

* Apturét ®, lai apturétu atskanosanu

» Attt 44 lai attitu

* Atri fit uz priek$u PP, lai atri partitu uz priek$u
* |lerakstit @, lai saktu ierakstisanu

3 - @ Ambilight

Lai atlasitu Ambilight iestatjumu.

4 - = TV GUIDE (TV celvedis)

Nospiediet, lai atvértu vai aizvertu TV celvedi.

5 - & lestatijumi
Lai atvértu iestatijumu izvélni.

6 - B3 Attela formats
Nospiediet, lai atvértu vai aizvértu attéla formata izvélni.

7 - 33 SOURCES (Avoti)
Lai atvértu vai aizvértu avotu izvélni - pievienoto iericu sarakstu.

8 - © SEARCH (Meklét)
Lai atvértu biezak mekléto frazu lapu.

Vidus

MULTVEW
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1- %2 SMART TV
Nospiediet, lai atvértu Smart TV sakumlapu.

2 - Krasu taustini
Izpildiet ekrana redzamos noradijumos. Zilais tausting ==, atver
palidzibu.

3 -  INFO (Informacija)

Nospiediet, lai atvértu vai aizvertu izvélni informaciju par parraidi.
4 - <o BACK (Atpakal)

Lai parslégtu uz ieprieksgjo izvéléto kanalu.

Lai aizvértu izvélni, nemainot iestatjumu.

Lai parietu uz ieprieksé&jo Smart TV lapu.

5 - M HOME (Sakums)

Nospiediet, lai atvértu vai aizvértu sakuma izvelni.

6 - @ EXIT (lIziet)

Lai parslégtu atpakal uz televizijas skatisanos.

7 - == OPTIONS (Opcijas)

Nospiediet, lai atvértu vai aizvertu izvélni Opcijas.

8 - OK (Labi) taustins

Lai apstiprinatu iestatijuma izvéli.

9 - Bultinu / navigacijas taustini

Nospiediet, lai parvietotos uz augsu, uz leju, pa kreisi vai pa labi.

10 - &3 MULTIVIEW
Lai atvértu Tpasi mazu ekranu.

Apaksdala

1 - «3 Skalums
Nospiediet, lai regulétu skaluma limeni.

2 - Ciparu taustini un teksta tastatura
Nospiediet, lai tiesi izveletos televizijas kanalu vai ievaditu tekstu.

3 - SUBTITLE (Subtitri)
Lai ieslegtu, izslégtu subtitrus vai parslégtu uz automatisko
rezimu.

4 - = LIST (Saraksts)
Lai atvértu vai aizvértu kanalu sarakstu.

5 - 225 Kanals

Lai parslégtu uz nakamo vai iepriek3&jo kanalu kanalu saraksta.
Lai atvértu nakamo vai ieprieks€jo lapu teleteksta sadala vai
parietu uz nakamo vai iepriek$€jo sadalu diska.



6 - @ [zslegt skanu
Nospiediet, lai izslégtu skanu vai to atjaunotu.

7 - TEXT (Teleteksts)
Lai atvértu vai aizvértu tekstu / teletekstu.

6.2
IS sensors talvadibas pultij bez RF

Tacu televizors var sanemt ari komandas no talvadibas pults, kura
komandu sttidanai tiek izmantoti infrasarkanie stari. Ja izmantojat

$adu talvadibas pulti, vienmér pavérsiet to pret infrasarkano staru
sensoru televizora priekSpuse.

6.3
Baterijas

1 - Pavirziet bateriju vacinu bultinas noraditaja virziena.

2 - Nomainiet vecas baterijas ar 2 AAA-R03-1,5 V tipa
baterijam. Parliecinieties, vai ir pareizi savietoti bateriju + un -
poli.

3 - Uzlieciet bateriju vacinu un pabidiet atpakal, lidz tas nokliksk.

Ja talvadibas pulti neizmantojat ilgaku laiku, iznemiet baterijas.
Drosi atbrivojieties no vecajam baterijam atbilstosi noradijumiem.

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Lietosanas beigas.

64
Tirisana

Talvadibas pults ir apstradata ar skrap&jumizturigu parklajumu.

Talvadibas pults tifiSanai izmantojiet mikstu, mitru draninu.
Nekada gadijuma talvadibas pults tiriSanai neizmantojiet tadas
vielas ka spirtu, kimikalijas vai sadzives tirisanas lidzek|us.

25



7

Televizijas kanali

71
Televizijas kanalu skatisanas

Kanalu parslegsana
Lai skatitos televizijas kanalus, nospiediet @. Televizora tiek
ieslégts pédéjais skatttais TV kanals.

Varat ari nospiest A, lai atvértu sakuma izvélni, atlasit Skatities
televizoru un nospiest OK (Labi).

MULTIVIEW

Lai parslégtu kanalus, nospiediet 222 + vai £22 -. Ja zinat kanala
numuru, ievadiet to ar ciparu taustiniem. Kad esat ievadijis
numuru, nospiediet OK (Labi), lai parslégtu kanalu.

Lai parslégtu uz ieprieksejo kanalu, nospiediet .
Kanala parslégsana no kanalu saraksta

Skatoties TV kanalu, nospiediet = LIST (Saraksts), lai atvértu
kanalu sarakstus.

Kanalu saraksta var saglabat vairakas lapas ar kanaliem. Lai skatitu
nakamo vai iepriek$€jo lapu, nospiediet 225 + vai 228 -.
Lai aizvértu kanalu sarakstus, neparslédzot kanalu, vélreiz

nospiediet = LIST (Saraksts).

Radio kanali

Ja ir pieejama digitala apraide, digitalas radiostacijas noskano$anas
laika tiek iestatitas automatiski. Lai televizoru parslégtu uz radio
kanalu, rikojieties tapat, ka parsledzot uz televizijas kanalu.
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Kanalu saraksts

Favoritu kanali

Varat izveidot izlases kanalu sarakstu, kura ieklauti tikai tie kanali,
ko Vvélaties skatities. Ja ir atlasits tikai izlases kanalu saraksts,
parslédzot kanalus, bls redzami tikai jUsu izlases kanali.

Izlases kanalu sarakstu izveidosana

1 - Skatoties TV kanalu, nospiediet == LIST (Saraksts), lai
atvértu kanalu sarakstu.

2 - Atlasiet Visi, lai skatitos visus kanalus.

3 - Atlasiet kanalu un nospiediet lai atzimétu ka izlases
kanalu.

4 - Atlasttie kanili ir atZiméti ar #.

5 - Lai pabeigtu, nospiediet 4. Kanali tiek pievienoti izlases
sarakstam.

Lai nonemtu kanalu no izlases saraksta, atlasiet kanalu,
izmantojot #, péc tam vélreiz nospiediet lai nonemtu izlases
atzimi.

Parkartot

[zlases kanalu saraksta varat maintt kanalu secibu (pozciju).

1 - Kanalu saraksta Izlase ieziméjiet kanalu, kam vélaties maintt
poZIciju.

2 - Nospiediet «=.

3 - Atlasiet kanalu parkarto$anai un nospiediet OK (Labi).

4 - Nospiediet navigacijas pogas, lai parvietotu iezZiméto kanalu
uz citu atrasanas vietu, un nospiediet OK (Labi).

5 - Kad esat pabeidzis, nospiediet @ EXIT (lziet), lai izietu no
izlases kanalu saraksta.

Varat iezimét citu kanalu un atkartot ieprieks minétas darbibas.

Kanalu saraksta skati

Kanalu sarakstos varat atrast visus noskanotos TV un radio
kanalus.

Papildus kanalu sarakstam Visi, kura ieklauti visi noskanotie kanali,
varat izveidot Izlases sarakstu, atseviski skatit noskanotas
radiostacijas vai uzzinat par nesen pievienotajiem kanaliem jauno
kanalu saraksta.

Kanalu logotipi

Dazas valstis televizora var but redzami kanali logotipi. Ja
nevélaties redzet Sos logotipus, varat tos izslegt.
Kanalu logotipu izslégsana. . .

1 - Nospiediet A un atlasiet Uzstadi$ana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > USB
tastaturas iestatijumi un nospiediet OK (Labi).

3 - Atlasiet lzslegts un nospiediet OK (Labi).

4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvértu izvelni.



Kanalu pardevesana
Kanalu saraksta jus varat pardévét kanalus.

1 - Kada no kanalu sarakstiem atlasiet kanalu, ko vélaties
pardévet.

2 - Atlasiet pardévéjamo kanalu.

3 - Nospiediet «=.

Varat ievadrt tekstu ar talvadibas pults tastatlru vai atvért ekrana
tastatdru.

Ar ekrana tastatCru

* Lai atvértu ekrana tastatlru, novietojiet kursoru nosaukuma
teksta lauka un nospiediet OK (Labi).

* Lai dzéstu rakstzimi kursora prieksa, nospiediet ==
Atpakalatkape.

e Lai ievadrtu rakstzimi, atlasiet rakstzimi ar bultinu taustiniem un
nospiediet OK (Labi).

* Lai atlasttu lielos burtus, nospiediet e,

* Lai atlasttu ciparus vai specialas rakstzimes, nospiediet

* Kad esat pabeidzis, nospiediet 2 lai aizvértu ekrana tastatdru.

* Lai pabeigtu pardévésanu, atlasiet Pabeigts un nospiediet OK
(Labi).

Ar talvadibas pults tastattru™

* Lai dzéstu rakstzimi, novietojiet kursoru aiz rakstzimes un
nospiediet “el.

* Lai ievadrtu rakstzimi, nospiediet tastatdras rakstzimi.

* Kad esat pabeidzis, nospiediet OK (Labi), lai atlasitu Pabeigts.
Vélreiz nospiediet OK (Labi), lai pabeigtu pardévéesanu.

Lai iegltu papildinformaciju par tastatlras izmantosanu,
nospiediet == Atslegvardi un atrodiet Talvadibas pults,
tastatura.

* Tikai talvadibas pultij ar tastattru

Bloket kanalu

Lai nelautu bérmiem skattties kadu kanalu vai programmu, varat
blokét kanalus vai programmas, kam noteikts vecuma
ierobezojums.

Bloket kanalu

Varat blokét kanalu, lai nelautu bérniem to skatities. Lai skatrtos
blokétu kanalu, jaievada bérnu slédzenes kods. Nevarat blokét
parraides no pievienotam iericém.

Lai blokétu kanalu . . .

1 - Skatoties TV kanalu, nospiediet == LIST (Saraksts), lai

atvértu kanalu sarakstu.

2 - Jebkura saraksta atlasiet blok&jamo kanalu.

3 - Nospiediet == OPTIONS (Opcijas) un atlasiet Blokét
kanzlu. Kanalu saraksta blokétais kanals tiek apziméts ar @.

Lai atblokétu kanalu, kanalu saraksta atlasiet blokéto kanalu.
Nospiediet == OPTIONS (Opcijas) un atlasiet Atblokét kanalu.
Jums bUs jaievada bému slédzenes kods.

Vecuma ierobezojums
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Lai bémiem nelautu skatities vecumam neatbilstosu parraidi,
varat izmantot vecuma ierobezojumu.

Dazas digitalas televizijas raidorganizacijas ir noteikusas parraizu
skatiSanas vecuma ierobezojumus. Ja parraides vecuma
ierobezojums atbilst vai ir augstaks neka jlsu iestatitais vecuma
ierobezojums, parraide tiks blokéta.

Lai skatrtos blokétu programmu, jaievada bérnu slédzenes kods.
Vecuma ierobezojums (vecaku vert&jums) tiek iestatits visiem
kanaliem.

Lai iestatitu vecuma ierobezojumu . . .

1 - Nospiediet A un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi > Blokét berniem > Vecuma
ierobezoj. un nospiediet OK (Labi).

3 - levadiet 4 ciparu bému slédzenes kodu un apstipriniet. Tagad
varat iestatit vecuma ierobezojumu.

4 - lestatiet vecumu un nospiediet OK (Labi).

5 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu izvelni.

Lai izslégtu vecaku novértéjumu, ka vecuma iestatijumu atlasiet
Nav.

Televizora bus jaievada kods, lai atblokétu parraidi. Dazu
operatoru gadijuma televizors blokeé tikai parraides ar augstaku
ierobezojumul.

Blokésanas koda iestatiSana vai maina
Lai iestatitu blokétaja kodu vai mainttu pasreiz&jo kodu . ..

1 - Nospiediet A un atlasiet Uzstadi$ana, pec tam
nospiediet OK (Labi).

2 - Atlasiet Satelita iestatijumi > Blokét bérniem > Mainit
kodu un nospiediet OK (Labi).

3 - Ja kods jau ir iestatits, ievadiet pasreizéjo bérnu blokétaja
kodu un péc tam divreiz ievadiet jauno kodu.

Jaunais kods ir iestatits.

Vai esat aizmirsis bérnu sledzenes kodu?

Ja esat aizmirsis kodu, varat apiet pasreizéjo kodu un ievadit
jaunu kodu.

1 - Nospiediet M un atlasiet UzstadiSana, péc tam
nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi > Bloket berniem > Mainit
kodu un nospiediet OK (Labi).

3 - levadiet apieSanas kodu 8888.

4 - Tagad ievadiet jaunu bérnu slédzenes kodu un ievadiet to
Vélreiz, lai apstiprinatu.

Kanalu opcijas

Skatoties kanalu, atkariba no kanala tipa (analogais vai digitalais)
vai no televizora iestatjumiem var bt pieejamas dazas opcijas.

Opciju izvelnes atvérsana



Kanala skati$anas laika nospiediet == OPTIONS (Opcijas).

Universala piekluve

Ja ir ieslégta universala piekluve, varat iestatit dazas opcijas, kas
paredzétas vajdzirdigiem un vajredzigiem cilvékiem.

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Universala piekluve.

Video atlase

Digitalas televizijas kanali var piedavat vairakus video signalus
(daudzplusmu apraide), ta pasa notikuma citus kameras

skatpunktus vai lenkus vai dazadas programmas viena TV kanala.

Ja $adi TV kanali ir pieejami, televizors parada zinojumu.
Subtitri

Ar 3o opciju var atlastt Subtitri ieslegti vai Subtitri izslegti. Lai
redz&tu subtitrus tikai tad, kad ar taustinu 4@ ir izslégta skana,
atlasiet Subtitri ieslégti bez skanas.

Subtitru valoda

Digitalas apraides kanaliem varat Tslaicigi atlast kadu no
pieejamajam subtitru valodam, ja nav pieejama neviena no jusu
izvelétajam valodam.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Subtitri.

Audio valodas

Digitalas apraides kanaliem varat Tslaicigi atlasit kadu no
pieejamajam audio valodam, ja nav pieejama neviena no jusu
izveletajam valodam.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Audio valodas.

Dual I-1I

ST opcija ir pieejama, ja audio signals satur divas audio valodas,
bet nav noradita viena vai abas valodas.

Kopegjs interfeiss

Ja CAM moduli ir pieejams priekSapmaksas saturs, ar $o opciju
var iestatit satura nodrosinataja iestatjumus.

HbbTV saja kanala

Varat blokét HbbTV lapas kanaliem, kas piedava HbbTV.
Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet HbbTV.

MHP lietojumpr.

lespéjojiet vai atspgjojiet MHP programmas.
Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet MHP.

Statuss

Atlasiet Statuss, lai skatitu tehnisko informaciju par kanalu (vai tas
ir analogais vai digitalais kanals) vai pievienoto ierici, ko skataties.

Dalieties

Sniedz lietotajam iespéju pazinot par savam aktivitatém socialajos
tiklos (pieméram, Twitter, Facebook vai e-pasta).

Attela formats

Ja attéla augsa un apaksa vai abos sanos redzamas melnas malas,
varat pielagot attéla formatu, lai attéls aizpilditu visu ekranu.

Lai mainttu Attéla formatu . . .

1 - Skatoties TV kanalu, nospiediet B8 lai atvértu izvélni Attéla
formats.
2 - Saraksta atlasiet formatu un nospiediet OK (Labi).

Atbilstosi attélam ekrana pieejami $adi formati . . .

* Pamata
- Aizpildit ekranu
- letilpinat ekrana

* Papildu

- Pedégjais iestatijums
- Parslegt

- Tuvinat

- Izstiept

- Standarta

- Atsaukt

Teksts / Teleteksts

Teleteksta lapas

Lai atvértu tekstu (teletekstu), kamér skataties televizijas kanalus,
nospiediet TEXT (Teleteksts).
Lai aizvértu teletekstu, vélreiz nospiediet TELETEKSTS.

Teleteksta lapas atlasiSana



Lai atlasttu lapu . . .

1 - Izmantojot ciparu taustinus, ievadiet lapas numuru.

2 - Izmantojiet bultinu taustinus, lai navigétu.

3 - Lai atlasitu lapas apaksa esoso vienumu ar krasas kodé&jumu,
nospiediet krasu taustinu.

Teleteksta apakslapas
Vienai teleteksta lapai var bt vairakas apakslapas. Apakslapu

numuri ir noradti josla blakus galvenas lapas numuram.
Lai atlasitu apakslapu, nospiediet « vai ».

T.O.P. teleteksta lapas

Dazas raidorganizacijas piedava T.O.P. teleteksta funkciju.
Lai teleteksta atvértu T.O.P. teleteksta lapas, nospiediet =5
OPTIONS (Opcijas) un atlasiet T.O.P. parskats.

Teleteksta opcijas

Teleteksta sadala nospiediet == OPTIONS (Opcijas), lai atlasitu
gadas opcijas . . .

* lesaldet lapu

Lai apturétu apakslapu automatisko rotaciju.

* Divdaligs ekrans/pilnekrans

Lai attélotu TV kanalu un teletekstu blakus vienu otram.

* T.O.P. parskats

Lai atvértu T.O.P. teletekstu.

* Palielinat

Lai palielinatu teleteksta lapu értai lasisanai.

* Paradit

Lai paraditu slépto informaciju lapa.

* Cikla apakslapas

Lai cikliski mainttu apakslapas, ja tas ir pieejamas

* Valoda

Lai parslégtu rakstzimju grupu, ko izmanto teleteksta attélosanai.
* Teleteksts 2.5

Lai aktivizétu teletekstu 2.5 ar lielaku skaitu krasu un labaku
grafiku.

Teleteksta iestatisana

Teleteksta valoda

Dazas digitalas televizijas raidorganizacijas piedava teletekstu
vairakas valodas.
Lai iestatitu galvena un papildu teleteksta valodu . . .

1 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi > Valoda.

3 - Atlasiet Galvenais teleteksts vai Papildu teleteksts.

4 - Atlasiet vélamas teleteksta valodas.

5 - Nospiediet 42, ja nepiecieSams, vairakkart, lai aizvertu izvelni.

Teleteksts 2.5

Ja pieejams, Teleteksts 2.5 nodrosina vairak krasu un kvalitativaku
grafiku. Teleteksts 2.5 ir aktivizéts ka razotaja standarta

iestatijums.
Lai izsleégtu teletekstu 2.5 . ..

1 - Nospiediet TEXT (Teleteksts).

2 - Teleteksta skatisanas laika nospiediet == OPTIONS
(Opdijas).

3 - Atlasiet Teleteksts 2.5 > Izslegts.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Izvélnes valoda

Lai mainTttu televizora izvélnu un zinojumu valodu . . .

1 - Nospiediet @M un atlasiet Uzstadi$ana, p&c tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > lzvélnes
valoda un nospiediet OK (Labi).

3 - Atlasiet vélamo valodu un nospiediet OK (Labi).

4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvertu izvelni.

Audio valodas

Ja TV kanals parraida vairakas vai divas audio valodas, varat
izvéleties vélamo audio valodu.

1 - Televizora skati$anas laika nospiediet == OPTIONS
(Opdijas).

2 - Digitalajiem kanaliem atlasiet Audio valoda. Analogajiem
kanaliem atlasiet Alternativs audiosignals. Nospiediet OK (Labi),
lai apstiprinatu izveli.

3 - Izvélieties no pieejamajam valodam, péc tam nospiediet OK
(Labi).

Piezime.
Ja analogajiem kanaliem atlasijat Alternativs audio, izvélieties no:

* Galvenais: galvena audio valoda vai
* SAP: papildu audio valoda

Subtitri un valodas

Subtitri

Subtitru ieslegsana

Lai atvértu subtitru izvélni, nospiediet SUBTITLE (Subtitri).
Varat iestatit subtitrus ka leslegts, lzslegts vai Automatisks.
Lai raditu subtitrus, kad raidijums nav jusu valoda (valoda, ko
iestatijat televizoram), atlasiet Automatisks. Ja ir ieslégts Sis
iestatjums, subtitri tiks raditi ari tad, kad busiet izslédzis skanu,
nospiezot taustinu «®.

Analogajiem kanaliem subtitri jaieslédz teleteksta sadala.



Subtitri digitalajos kanalos

Digitalo kanalu gadijuma subtitri nav jaiestata teleteksta sadala.
Digitalajos kanalos raidijumam var bt pieejami subtitri vairakas
valodas. Varat iestatit vélamo galveno un papildu subtitru valodu.
Ja ir pieejami subtitri kada no Sim valodam, tie tiek radrti
televizora.

Ja nav pieejama neviena izvéléta subtitru valoda, varat atlasit citu

subtitru valodu, kas ir pieejama.
Galvenas un papildu subtitru valodas iestatisana. . .

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi, atlasiet Valodas > Galveno
subtitru valoda vai Papildu subtitru valoda un nospiediet OK
(Labi).

3 - Atlasiet valodu un nospiediet OK (Labi).

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Subtitru valodas atlasi$ana, ja nav pieejama neviena izvéléta
valoda . ..

1 - Nospiediet == OPTIONS (Opcijas).

2 - Atlasiet Subtitru valoda, atlasiet pagaidu valodu un nospiediet
OK (Labi).

Subtitri analogajos kanalos

Analogajiem kanaliem subtitri jaieslédz manuali katram kanalam.

1 - leslédziet kanalu un nospiediet TEXT (Teleteksts), lai atvértu
teletekstu.

2 - levadiet subtitru lapas numuru, parasti 888.

3 - Lai aizvértu teletekstu, vélreiz nospiediet TEXT (Teleteksts).
Ja subtitru izvélné ir atlasita opcija leslégts, skatoties $o analogo
kanalu, tiek radrti subtitri (ja tie ir pieejami).

Lai uzzinatu, vai kanals ir analogais vai digitalais, ieslédziet kanalu
un izvélné Opcijas atveriet Statuss.

Audio valodas

Digitalajos TV kanalos var parraidit audio signalu ar vairakam
raidijuma valodam. Varat iestatit vélamo galveno un papildu
audio valodu. Ja ir pieejams audio signals kada no Sim valodam,
televizora tiks ieslégta 37 valoda.

Ja nav pieejama neviena izvéléta audio valoda, varat atlastt citu
audio valodu, kas ir pieejama.

Galvenas un papildu audio valodas iestatiana. . .
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1 - Nospiediet A un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi, atlasiet Valodas > Galvena audio
valoda vai Papildu audio valoda un nospiediet OK (Labi).

3 - Atlasiet valodu un nospiediet OK (Labi).

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Audio valodas atlasiSana, ja nav pieejama neviena izveléta audio
valoda. ..

1 - Nospiediet == OPTIONS (Opcijas).

2 - Atlasiet Audio valoda, atlasiet pagaidu audio valodu un
nospiediet OK (Labi).

Vajdzirdigajiem un vajredzigajiem piemerotas audio valodas
Dazi digitalas televizijas kanali parraida ipasu vajdzirdigiem vai
vajredzigiem cilvékiem pielagotu skanu un subtitrus.

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Universala piekluve.

Izvélnes valoda

Lai mainTttu televizora izvélnu un zinojumu valodu . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > lzvélnes
valoda un nospiediet OK (Labi).

3 - Atlasiet vélamo valodu un nospiediet OK (Labi).

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Interaktiva televizija

Par iTV

[zmantojot interaktivo televiziju, dazas digitalas televizijas
raidorganizacijas apvieno parasto televizijas programmu ar
informativam vai izklaides lapam. Dazas lapas varat atbildét
programmai vai balsot, iepirkties tiessaisté vai samaksat par
“video péc pieprasijuma” raidijumu.

HbbTV, MHEG, ...

Raidorganizacijas izmanto dazadas interaktivas televizijas sistémas:
HbbTV (hibrida apraides platjoslas televizija) vai iTV (interaktiva
televizija — MHEG). Interaktivo televiziju reizém apzZimé ka
digitalo tekstu vai sarkano pogu. Tacu abas sistémas atskiras.

Lai iegttu papildinformaciju, apmeklgjiet raidorganizacijas timekla
vietni.

Nepieciesamais aprikojums

Interaktiva televizija ir pieejama tikai digitalas televizijas kanalos.
Lai pilniba izmantotu interaktivas televizijas (Hbb televizija, MHP
vai iTV) piedavajumu, nepiecieSams atrs (platjoslas) interneta



savienojums ar televizoru.

HbbTV

Ja TV kanala tiek piedavatas HbbTV lapas, lai skatitu is lapas,
jums vispirms televizora iestatijumos jaieslédz HbbTV.

1 - Nospiediet M un atlasiet UzstadiSana, péc tam
nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi un atlasiet Visparigie iestatijumi >
HbbTV un nospiediet OK (Labi).

3 - Atlasiet leslegts un nospiediet OK (Labi).

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Ja vélaties noverst piekluvi HbbTV lapam noteikta kanala, varat
blokét HbbTV lapas tikai Sim kanalam.

1 - Noskanojiet uz kanalu, kura vélaties blokét HbbTV lapas.

2 - Nospiediet == OPTIONS (Opcijas) un atlasiet HbbTV 3aja
kanala, un nospiediet OK (Labi).

3 - Atlasiet lzslegts un nospiediet OK (Labi).

iTV izmantosana

Atvert iTV lapas

Lielaka dala kanalu, kas piedava Hbb televiziju vai iTV, aicina
nospiest == taustinu vai OK (Labi), lai atvértu to interaktivo
programmu.

Naviget iTV lapas
Varat izmantot bultinu un krasu taustinus un taustinu = lai
navigétu iTV lapas.

Varat izmantot taustinus B (Atskanot), 18 (Pauzét) un @
(Apturet), lai skatttos video iTV lapas.

Digitalais teksts (tikai Apvienotaja Karaliste)

Lai atvertu digitalo teletekstu, nospiediet TEXT (Teleteksts). Lai
aizvértu, nospiediet .

Aizvert iTV lapas

Lielaka dala iTV lapu informé, kurs taustins janospiez, lai aizvértu
lapu.

Lai aizvértu iTV lapu, parslédziet uz nakamo televizijas kanalu un
péc tam atpakal.

Par interaktivo televiziju

[zmantojot interaktivo televiziju, daZas raidorganizacijas apvieno
standarta TV programmu ar informacijas vai izklaides lapam.

Piezime.

* |zmantojot 3o funkciju, nevar lejupieladét failus televizora.

* Ne visas TV parraides, reklamas un funkcijas ietverta slepto
titru informacija.

* JUs nevarat mijiedarboties ar digitalo saturu.

Lai iegltu papildinformaciju, apmeklgjiet raidorganizacijas timekla

31

vietni.
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Kanala noskanosana

Atjauninat kanalus

Automatiska atjauninasana

Ja uztverat digitalos kanalus, varat iestatit televizoru, lai
automatiski atjauninatu sarakstu ar jaunajiem kanaliem.
Varat ari pats sakt kanalu atjauninasanu.

Automatiska kanalu atjauninasana

Reizi diena pulksten 6.00 televizors atjaunina kanalus un saglaba
jaunos kanalus. Jaunie kanali tiek saglabati visu kanalu saraksta un
jauno kanalu saraksta. Tuksie kanali tiek nonemti.

Ja ir atrasti jauni kanali vai ari kanali ir atjauninati vai nonemti,
ieslegsanas laika televizora tiek paradits zinojums. Lai automatiski
atjauninatu kanalus, televizoram jabdt gaidstaves rezima.

Lai izslégtu zinojumu ieslégsanas laika . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam
nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi un nospiediet OK (Labi).

3 - Atlasiet Kanala instalésana > Kanala atjaunin. zinoj. >
Izslegts.

Lai izslégtu automatisko kanalu atjauninasanu . . .

1 - Nospiediet M un atlasiet Uzstadisana, péc tam
nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi un nospiediet OK (Labi).
3 - Atlasiet Kanala instalesana > Automatiska kanalu
atjauninasana > lzslegts un nospiediet OK (Labi).

Uzsakt atjauninasanu
Lai patstavigi uzsaktu atjauninasanu . . .

1 - Nospiediet A un atlasiet Uzstadi$ana, pec tam
nospiediet OK (Labi).

2 - Atlasiet Meklet kanalus un nospiediet OK (Labi).

3 - Atlasiet Atjauninat kanalus un izpildiet ekrana redzamos
noradijumus. Atjauninasana var ilgt dazas mindtes.

Dazas valstis automatiska kanalu atjauninasana tiek veikta, kad
skataties televizoru, vai jebkura bridi, kad televizors ir gaidstaves
rezZima.



Kanalu atkartota noskanosana

Varat meklét un vélreiz noskanot kanalus, nemainot pargjos
televizora iestatjumus. Var veikt ari pilnu televizora noskanosanu
no jauna.

Ja ir iestatita bému slédzene, pirms atkartotas kanalu
noskano$anas jaievada tas kods.

Kanalu atkartota noskanosana
Lai atkartoti noskanotu tikai kanalus, rikojieties Sadi. . .

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet Meklet kanalus > Parinstalét kanalus un nospiediet
OK (Labi).

3 - Atlasiet valsti, kur veicat televizora uzstadisanu.

4 - Atlasiet Antena (DVB-T) vai Kabelis (DVB-C). Kanalu
mekléSana var ilgt daZas mindtes. Izpildiet ekrana redzamos
noradijumus.

Pilniga noskanosana

Lai atkartoti veiktu pilnu televizora noskanoganu, rikojieties Sadi. .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Parinstalét
TV un nospiediet OK (Labi). Noskanosana var ilgt dazas
mindtes. Izpildiet ekrana redzamos noradijumus.

Rupnicas iestatijumi

Lietojot rUpnicas iestatjumus, televizora tiek atjaunoti sakotnéjie
attéla un skanas iestatijumi. Lai parslégtu uz sakotnéjiem ripnicas
iestatijumiem . . .

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Ripnicas
jestat. un nospiediet OK (Labi).

3 - Nospiediet OK (Labi), lai apstiprinatu.

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Kanalu saraksta kopésana

levads

Kanalu saraksta kopésana ir paredzéta izplatitajiem un
pieredzejusiem lietotajiem. DaZas valstis kanalu saraksta kopéSana
ir pieejama tikai satelitkanalu kopésanai.

[zmantojot kanalu saraksta kopesanu, varat kopét viena
televizora noskanotus kanalus cita atbilsto3as klases Philips
televizora. Izmantojot kanalu saraksta kop&sanu, nav javeic
laikietilpiga kanalu meklésana, tas vieta augdupieladgjot televizora
ieprieks noteiktu kanalu sarakstu. Izmantojiet USB zibatminas
disku ar vismaz 1 GB ietilpibu.

Nosacijumi
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* Abi televizori ir razoti viena gada.

* Abiem televizoriem ir viena un ta pasa tipa aparatlra.
Aparatdras tipu skatiet televizora datu plaksnité televizora
aizmugure. Parasti tas ir noradits ka Q ... LA

* Abiem televizoriem ir saderigas programmatiras versijas.

Pasreizeja versija
Pasreiz€jo televizora programmattiras versiju varat skatit sadala

Programmat. inform., kas pieejama M@ > Uzstadisana >
Programmat. iestatijumi.

Kanalu saraksta kopesana

Lai kopétu kanalu sarakstu . . .

1 - leslédziet televizoru ar noskanotiem kanaliem. Pievienojiet
USB atminas ierici.

2 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

3 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Kanalu
saraksta kopésana > Kopét USB atminas iericé un nospiediet
OK (Labi). Lai nokopétu televizora kanalu sarakstu, iesp&jams,
bUs jaievada bému slédzenes kods, kas ievadrts noskanosanas
laika.

4 - Péc kopésanas iznemiet USB atminas ierici.

Tagad nokopéto kanalu sarakstu varat augSupieladét cita Philips
televizora.

Kanalu saraksta augSupielade

Nokopeta kanalu saraksta augsupielade

Atkariba no ta, vai televizors jau ir vai vél nav noskanots,
jaizmanto atskirigs kanalu saraksta augSupielades veids.

Kopesana televizora, kas vel nav noskanots

1 - Pievienojiet kontaktdaksu, lai saktu noskanosanu, un atlasiet
valodu un valsti. Varat izlaist opciju Meklét kanalus. Beidziet
noskanosanu.

2 - Pievienojiet USB atminas ierici, kura ir otra televizora kanalu
saraksts.

3 - Lai saktu kanalu saraksta augSupieladi,

nospiediet M atlasiet Uzstadi$ana un nospiediet OK (Labi).

4 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Kanalu
saraksta kopésana > Kopét televizora un nospiediet OK (Labi).
lespéjams, bUs jaievada S televizora bérnu slédzenes kods.

5 - Ja kanalu saraksta kopésana televizora ir pabeigta sekmigi,
televizors to pazino. Atvienojiet USB atminas ierici.

Televizora, kas jau ir noskanots

1 - Parbaudiet televizora valsts iestatjumu. (Lai to izdaritu,
nospiediet M un atlasiet UzstadiSana, un nospiediet OK (Labi).
Atlasiet Meklet kanalus > Parinstalét kanalus un nospiediet OK
(Labi). Nospiediet o un vélak Atcelt, lai izietu no kanalu
meklésanas.)

Ja valsts ir noradita pareizi, turpiniet ar 2. darbibu.

Ja valsts nav noradita pareizi, jasak atkartota noskanosana. Lai



saktu atkartoto noskano3anu, nospiediet A un

atlasiet Uzstadisana, un nospiediet OK (Labi). Atlasiet TV
iestatijumi > Visparigie iestatijumi > Parinstalet TV > OK
(Labi). Atlasiet pareizo valsti un izlaidiet kanalu meklésanu.
Pabeidziet noskanosanu. Kad esat pabeidzis, turpiniet ar 2.
darbibu.

2 - Pievienojiet USB atminas ierici, kura ir otra televizora kanalu
saraksts.

3 - Lai saktu kanalu saraksta augSupieladi,

nospiediet M atlasiet Uzstadi$ana un nospiediet OK (Labi).

4 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Kanalu
saraksta kopésana > Kopét televizora un nospiediet OK (Labi).
lespéjams, bus jaievada Si televizora bému slédzenes kods.

5 - Ja kanalu saraksta kopésana televizora ir pabeigta sekmigi,
televizors to pazino. Atvienojiet USB atminas ierici.

DVB-T vai DVB-C

DVB-T vai DVB-C uztversana

Ja jusu valstl ir pieejama gan DVB-T, gan DVB-C uztversanas
iesp&ja un Sis televizors ir sagatavots jdsu valsti pieejamo DVB-T
un DVB-C signalu uztversanai, kanalu noskanosanas laika busiet
izvélgjies vienu no abiem iestatijumiem.

Ja véelaties mainit DVB iestatijumu, lai saktu jaunu kanalu
noskanosanu . . .

1 - Nospiediet A un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi un nospiediet OK (Labi).

3 - Atlasiet Kanala instalésana > Antenas savienojums >
Antena (DVB-T) vai Kabelis (DVB-C) un nospiediet OK (Labi).
4 - Atlasiet nepiecieSamo DVB iestatijumu.

5 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu izvelni.
DVB-C kanalu noskanosana

Lai nodrosinatu értu lietosanu, visi DVB-C iestatijumi iestatiti ka
automatiski.

Ja DVB-C satura nodrosinatajs ir sniedzis noteiktas DVB-C
vértibas, pieméram, tikla ID vai tikla frekvenci, ievadiet tas
noskanosanas laika, kad tas tiek prasrtas.

Noskanosanas laika, iesp&jams, janoregulé skenésana (pilna vai
atra skenésana) vai jaievada noteikts simbolu parsttisanas atrums
izvéIné lestatijumi. Lai iestatitu simbolu parsutiSanas atrumu,
vispirms iestatiet to ka Manuals.

Kanalu numuru konflikti

Dazas valstis dazadiem TV kanaliem (raidorganizacijam) var bt
vienadi kanalu numuri. Noskanosanas laika televizora tiek
paradits kanalu numuru konfliktu saraksts. Jums janorada, kuram
TV kanalam vélaties iestatit kanala numuru, kam piekartoti vairaki
TV kanali.

DVB-T + DVB-C

Ja varat izmantot gan DVB-T antenas ievadi, gan DVB-C ievadi,
varat iestatit televizoruy, lai izmantotu gan DVB-T, gan DVB-C.
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Uzstadiet vienu sistému un péc tam otru, izmantojot
nepiecieSamos iestatjumus.

Kad abas sistémas ir uzstaditas, antenas savienojumam televizora
aizmugure japievieno antenas ieejas signals un televizora jaatlasa
attieciga sistéma, lai skatitu noskanotos kanalus.

Informaciju par DVB-T vai DVB-C iestatijuma atlasi skatiet
ieprieks teksta.

DVB iestatijumi

Piekluve DVB iestatijumiem

1 - Nospiediet @M un atlasiet Uzstadi$ana, p&c tam

nospiediet OK (Labi).

2 - Atlasiet Meklet kanalus un nospiediet OK (Labi).

3 - Atlasiet Parinstalét kanalus.

4 - Atlasiet valsti, kur veicat televizora uzstadisanu.

5 - Atlasiet Kabelis (DVB-C).

6 - Atlasiet Sakt kanalu meklesanu vai DVB-C iestatijumi.

7 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvertu izvélni.

Parraides atruma rezims

Ja jusu kabeltelevizijas operators nav noradijis konkrétu simbolu
parsutiSanas atruma vertibu televizijas kanalu noskanosanai,
atstajiet iestatjuma Simbolu vert. rezims vértibu ka Automatiski.

Ja jums noradita konkréta simbolu parsttisanas atruma vértiba,
atlasiet Manuali. Tomér noradita vértiba jau var bt parraides
atruma ieprieks definéto vértibu saraksta. Atlasiet leprieks
noteiktas simbolu parsutisanas atruma veértibas, lai parbaudity,
vai jUsu vértiba ir pieejama automatiski.

Parraides atrums

Ja Simbolu vert. rezims ir iestatits ka Manuali, varat Seit ievadit
simbolu parsutisanas atruma vertibu, ko noradijis kabeltelevizijas
operators. Lai ievaditu $o vértibu, izmantojiet ciparu taustinus.

Tkla frekvences rezims

Ja planojat izmantot metodi Atra skenésana sadala Frekvencu
skenésana, lai meklétu kanalus, atlasiet Automatisks. Televizors
izmantos vienu no ieprieks noteiktajam tikla frekvencém (vai HC
- homing channel), ko izmanto lielaka dala kabeltelevizijas
operatoru jUsu valstl.

Ja jums noradita konkréta tikla frekvences vértiba kanalu
mekléSanai, atlasiet Manuals.

Tkla frekvence

Ja parraides tikla frekvences reZims ir iestatits ka Manuals, varat
Seit ievadrt tikla frekvences vértibu, ko noradijis kabeltelevizijas



operators. Lai ievaditu $o vértibu, izmantojiet ciparu taustinus.

Frekvences skenésana

Atlasiet kanalu meklésanas metodi. Varat atlasit atras skenesanas
metodi un izmantot ieprieks noteiktos iestatijumus, ko izmanto
lielaka dala kabeltelevizijas operatoru jusu valsti.

Ja Sis izvéles rezultata netiek noskanots neviens kanals vai trikst
daZu kanalu, varat atlasit izvérsto pilnas skenéSanas metodi. ST
metode aiznems vairak laika, lai meklétu un noskanotu kanalus.

Digitalie kanali

Ja esat informéts, ka jlsu kabeltelevizijas operators nepiedava
digitalos kanalus, varat izlaist digitalo kanalu meklésanu.
Atlasiet lzslegts.

Analogie kanali

Ja esat informéts, ka jlsu kabeltelevizijas operators nepiedava
analogos kanalus, varat izlaist analogo kanalu meklésanu. Atlasiet
Izslegts.

Bezmaksas/kodetie

Ja jums ir abonements un CAM — nosacitas piekluves modulis
maksas televizijas pakalpojumiem, atlasiet Bezmaksas + kodéts.
Ja neesat abongjis maksas televizijas kanalus vai pakalpojumus,
varat atlastt tikai Bezmaksas kanali.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet CAM - nosacitas piekluves modulis.

Uztversanas kvalitate

Ja televizors uztver digitalas televizijas apraides signalus, varat
parbaudit kanala kvalitati un signala stiprumu.

Ja jums ir pasam sava antena, varat to parvietot, lai méginatu
uzlabot uztversanu.

Lai parbauditu digitala kanala uztversanas kvalitati . . .

1 - Noskanojiet kanalu.

2 - Nospiediet M un atlasiet Uzstadisana, un nospiediet OK
(Labi).

3 - Atlasiet Kanalu iestatijumi > Kanala instalesana > Digitalais :

uztversanas parbaude un nospiediet OK (Labi).

Sim kanalam tiek paradita digitala frekvence. Ja uztver$ana ir vaja,
varat parvietot antenu. Lai vélreiz parbaudrtu $is frekvences
signala kvalitati, atlasiet Meklét un nospiediet OK (Labi).

Lai patstavigi ievaditu noteiktu digitalo frekvenci, izmantojiet
talvadibas pults ciparu taustinus. Varat ari atlasit frekvenci,
novietot bultinas uz skaitla ar < un B un mainit skaitli ar A un .
Lai parbaudrtu frekvenci, atlasiet Meklet un nospiediet OK
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(Labi).

Ja kanalu uztversanai izmantojat DVB-C, pieejama opcija Simbolu
vert. rezims. Simbolu vértibas rezimam atlasiet Automatisks,
iznemot gadijumu, ja kabeltelevizijas operators ir sniedzis
noteiktu parraides atruma vértibu. Parraides atruma vértibu
ievadiet ar ciparu taustiniem.

Manuala noskanosana

Analogas televizijas kanalus var manuali noskanot pa vienam.
Lai manuali noskanotu analogos kanalus . . .

1 - Nospiediet A un atlasiet Uzstadi$ana, pec tam

nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi > Kanala instaléSana > Analogs :
manuala instalésana un nospiediet OK (Labi).

* Sistema

Lai iestatitu televizora sistému, atlasiet Sistema un nospiediet OK
(Labi).

Atlasiet savu valsti vai pasaules regionu, kura atrodaties.

* Meklet kanalu

Lai atrastu kanalu, atlasiet Atrast kanalu un nospiediet OK (Labi).
Atlasiet Meklet un nospiediet OK (Labi). Frekvenci varat ievadit
art pats. Ja signals ir vaj, vélreiz nospiediet Meklét. Ja vélaties
saglabat kanalu, atlasiet Pabeigts un nospiediet OK (Labi).

* Precizi noskanot

Lai precizi noskanotu kanalu, atlasiet Precizi noskanot un
nospiediet OK (Labi). Kanalu var precizi noskanot ar taustiniem
Aunv.

Ja Vélaties saglabat atrasto kanalu, atlasiet Pabeigts un nospiediet
OK (Labi).

* Atlasiet Saglabat pasreizejo kanalu / Saglabat ka jaunu kanalu.
Kanalu var saglabat ar pasreizéjo kanala numuru vai ar jaunu
kanala numuru.

Atlasiet Saglabat pasreizéjo kanalu vai Saglabat ka jaunu kanalu.

Sis darbibas varat atkartot, fidz ir atrasti visi pieejamie analogas
televizijas kanali.
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Satelittelevizijas kanali

8.1
Satelittelevizijas kanalu skatisanas

Lai skatitos satelittelevizijas kanalus . . .

Nospiediet M atlasiet Satelits un nospiediet OK

(Labi). Televizora tiek ieslégts péd€jais skatitais satelittelevizijas
kanals.

Kanala maina

Lai mainitu kanalus, nospiediet 228 + vai 228 [. Televizors tiks
noskanots uz nakamo kanalu atlasitaja kanalu saraksta. Ja zinat

kanala numuru, varat izmantot talvadibas pults ciparu taustinus.
Lai atgrieztos atpakal uz ieprieks noskanoto kanalu, nospiediet
.

Varat noskanot kanalu tiesi no satelittelevizijas kanalu saraksta.

8.2
Satelittelevizijas kanalu saraksts

Par kanalu sarakstu

Kad satelittelevizijas iestatiSana ir pabeigta, visi satelittelevizijas
kanali tiek saglabati kanalu saraksta. Varat skatit visu kanalu
sarakstu vai atfiltrét sarakstu, lai paradrtu tikai izlases kanalus vai
radio stacijas. Vai péc kanalu atjauninasanas varat atrast
pievienotos kanalus jauno kanalu saraksta.

Varat tiesi noskanot kanalu no jebkura saraksta. Kanalu saraksta
atlasttais saraksts nosaka kanalus, ko noskanojat ar taustiniem

S25 + un 885 —.

Varat maintt kanalu secibu tikai izlases kanalu saraksta.

Saraksta filtra atlasisana

Kanalu saraksta atlasrtais saraksts nosaka kanalus, ko varat
noskanot ar taustiniem £88 + un 258 —.

Lai atlasrtu kanalu sarakstu . . .

1 - Nospiediet M un atlasiet Satelits, p&c tam nospiediet OK
(Labi).

2 - Nospiediet = LIST (Saraksts), lai atvértu kanalu sarakstu.
Paradas saraksts ar pasreiz atlasito kanalu.

3 - Navigéjiet uz augsu, lai atlasttu Visi vai saraksta filtru.
Saraksti Radio vai Jaunie tiek paradti tikai tad, kad pieejamas
radio stacijas vai kanalu atjauninasanas laika atrasti jauni kanali.
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Noskanosana no kanalu saraksta

Lai noskanotu kanalu no kanalu saraksta . . .

1 - Kanalu saraksta izvélnu josla atlasiet Wl vai & lai atlasitu
televizijas vai satelittelevizijas kanalu sarakstu.

2 - Atlasiet sarakstu.

3 - Jebkura no sarakstiem atlasiet kanalu un nospiediet OK
(Labi). Televizors tiks noskanots uz atlasito kanalu.

Kanalu saraksta opcijas

Lai skatitu kanalu sarakstu opcijas pasreizéja kanala. . .

1 - Kad ekrana redzams visu kanalu saraksts, atlasiet kanalu un
nospiediet == OPTIONS (Opcijas).
2 - Atlasiet vélamo opciju un nospiediet OK (Labi).

Satelittelevizijas kanaliem pieejamas opcijas . . .

* Satelits

Affittrgjiet kanalu sarakstu, lai redzétu tikai konkréta satelita
kanalus vai redzétu visu satelitu kanalus.

* Bezmaksas/kodetie

Atfiltréjiet kanalu sarakstu, lai redzétu tikai bezmaksas kanalus,
tikai kodétos kanalus vai abus. Kodétie kanali ir atziméti ar
taustinu Om.

* Kanala blok&sana

Varat blokét kanalu. Vispirms atlasiet kanalu no saraksta,
nospiediet == OPTIONS (Opcijas) un atlasiet Blok&t kanalu.
Jums jaievada 4 ciparu bérmu blokétaja kodu. Blokétais kanals ir
apzZiméts ar slédzeni @.

» Kanala atblokésana

Lai atblokétu blokétu kanalu. Atlasiet blokétu kanalu saraksta,
nospiediet == OPTIONS (Opcijas) un atlasiet Atblokét kanalu.
Jums bds jaievada 4 ciparu béru blokétaja kods.

Kanalu saraksta kopesana

Kanalu saraksta kopésana ir paredzéta izplatitajiem un
pieredzéjusiem lietotajiem. Izmantojot kanalu saraksta kopésanu,
varat kopét viena televizora noskanotus kanalus cita atbilstosas
klases Philips televizora. Kanalu saraksta kopésanas funkcija kopés
gan virszemes, gan satelittelevizijas kanalus.

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Kanalu saraksta kopésana.

8.3
|zlases satelittelevizijas kanali



Favoritu kanali

Varat atzimét kanalus ka izlases kanalus. JUsu izlases
satelittelevizijas kanali tiek apkopoti satelittelevizijas kanalu
saraksta lzlase.

Izlases kanalu skatiSanas

lestatiet izlases kanalu sarakstu, lai viegli parslégtu starp kanaliem,
ko vélaties skatities.

Lai parslégtu tikai izlases kanalus ar 222 + un 222 -, kanalu saraksta
atlasiet sarakstu Izlase un vélreiz aizveriet kanalu sarakstu.

Pieejami divi izlases saraksti, viens televizijas kanalu saraksts un
viens satelittelevizijas kanalu saraksts.

Izlases saraksta iestatisana

Lai izveidotu izlases kanalu sarakstu . . .

1 - Skatoties TV kanalu, nospiediet == LIST (Saraksts), lai atvértu
kanalu sarakstu.

2 - |zvélnu josla atlasiet & lai skatitu satelittelevizijas kanalus.

3 - Atlasiet sarakstu lzlase.

4 - Televizors tUltt piedavas sakt kanalu pievienosanu. Nospiediet
OK (Labi). Lai novérstu vélaku kanalu secibas mainu, saraksta
atlasiet kanalus vélamaja seciba.

5 - Lai pievienotu kanalu izlases sarakstam, atlasiet kanalu un
nospiediet OK (Labi). PEc tam varat atlasit citu kanaly, lai to
pievienotu ka izlases kanalu.

6 - Lai pabeigtu, nospiediet .

Izlases kanalu pievienosana vai nonemsana

Lai pievienotu vai nonemtu izlases sarakstu . . .

1 - Skatoties TV kanalu, nospiediet == LIST (Saraksts), lai
atvértu kanalu sarakstu.

2 - Atlasiet Visi, lai skatitos visus kanalus.

3 - Atlasiet kanalu un nospiediet lai atzimétu ka izlases
kanalu.

4 - Atlasitie kanali ir atZiméti ar W.

5 - Lai pabeigtu, nospiediet 4. Kanali tiek pievienoti izlases
sarakstam.

Lai nonemtu kanalu no izlases saraksta, nospiediet lai
nonemtu no izlases.

Izlases kanalu secibas maina

Varat parkartot tikai izlases saraksta esosos kanalus.

1 - Kanalu saraksta Izlase iezméjiet kanalu, kam vélaties mainit
poZIciju.

2 - Nospiediet «=.

3 - Atlasiet kanalu parkartosanai un nospiediet OK (Labi).

4 - Nospiediet navigacijas pogas, lai parvietotu iezZiméto kanalu

36

uz citu atraSanas vietu, un nospiediet OK (Labi).
5 - Kad esat pabeidzis, nospiediet @ EXIT (lziet), lai izietu no
izlases kanalu saraksta.

8.4
Satelittelevizijas kanalu blokesana

Bloket kanalu

Varat blokét kanalu, lai nelautu bérniem to skatities. Lai skatitos
blokétu kanalu, jaievada bému sledzenes kods. Nevarat blokét
parraides no pievienotam iericém.

Lai blokétu kanalu . . .

1 - Skatoties TV kanalu, nospiediet = LIST (Saraksts), lai

atvértu kanalu sarakstu.

2 - Jebkura saraksta atlasiet blok&jamo kanalu.

3 - Nospiediet == OPTIONS (Opcijas) un atlasiet Bloket
kanalu. Kanalu saraksta blokétais kanals tiek apzZiméts ar @.

Lai atblokétu kanalu, kanalu saraksta atlasiet blokéto kanalu un
nospiediet == OPTIONS (Opcijas), atlasiet Atblokét kanalu.

Vecuma ierobezojuma izmantosana

Lai bémiem nelautu skatities vecumam neatbilstoSu parraidi,
varat izmantot vecuma ierobezojumu.

Dazas digitalas televizijas raidorganizacijas ir noteikusas parraizu
skatiSanas vecuma ierobezojumus. Ja parraides vecuma
ierobeZojums atbilst vai ir augstaks neka jlsu iestatrtais vecuma
ierobezojums, parraide tiks blokéta.

Lai skatrtos blokétu programmu, jaievada bérnu slédzenes kods.
Vecuma ierobezojums (vecaku vertgjums) tiek iestatits visiem
kanaliem.

Lai iestatitu vecuma ierobeZojumu . . .

1 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Satelita iestatijumi > Blokét bérniem > Vecuma
ierobezoj. un nospiediet OK (Labi).

3 - levadiet 4 ciparu bému slédzenes kodu un apstipriniet. Tagad
varat iestatit vecuma ierobezojumu.

4 - lestatiet vecumu un nospiediet OK (Labi).

5 - Nospiediet 42, ja nepiecieSams, vairakkart, lai aizvértu izvelni.

Lai izslegtu vecaku novértéjumu, ka vecuma iestatijumu atlasiet
Nav.

Televizora bus jaievada kods, lai atblokétu parraidi. Dazu

operatoru gadijuma televizors bloké tikai parraides ar augstaku
ierobeZojumu.



Bernu sledzenes kods

Varat iestatit vai mainit bérnu slédzenes kodu.
Lai iestatitu blokétaja kodu vai mainitu pasreizgjo kodu . . .

1 - Nospiediet M un atlasiet Uzstadisana, péc tam
nospiediet OK (Labi).

2 - Atlasiet Satelita iestatijumi > Bloket berniem > Mainit
kodu un nospiediet OK (Labi).

3 - Ja kods jau ir iestatits, ievadiet pasreizéjo bérnu blokétaja
kodu un péc tam divreiz ievadiet jauno kodu.

Jaunais kods ir iestatits.

Vai esat aizmirsis bérnu slédzenes kodu?

Ja esat aizmirsis kodu, varat apiet pasreizéjo kodu un ievadit
jaunu kodu.

1 - Nospiediet A un atlasiet UzstadiSana, péc tam
nospiediet OK (Labi).

2 - Atlasiet Satelita iestatijumi > Bloket berniem > Vecuma
ierobezoj. un nospiediet OK (Labi).

3 - levadiet apiesanas kodu 8888.

4 - Tagad ievadiet jaunu bému slédzenes kodu un ievadiet to
Vélreiz, lai apstiprinatu.

8.5
Satelittelevizijas noskanosana

Satelittelevizijas noskanosana

Par satelittelevizijas noskanosanu

Saja televizora ir iebvéts satelituztvérgjs DVB-S/DVB-S2.
Pievienojiet kabeli no savas satelita antenas tiesi pie televizora.
Izmantojiet koaksialo kabeli, lai pievienotu satelita antenu.
Parliecinieties, vai satelita antena ir ripigi notémeéta, pirms sakt
instaléSanu.

Lidz 4 satelitiem

Saja televizora varat noskanot maksimali 4 satelftus (4 LNB).
Atlasiet precizu satelitu skaitu, ko vélaties noskanot uzstadisanas
sakuma. Tadéjadi noskanosana notiks atrak.

Unicable

Varat izmantot Unicable sistému, lai pievienotu antenu pie
televizora. Atlasiet, vai noskanojat satelitus Unicable sistémai, 1
vai 2 satelitus uzstadisanas sakuma.

MDU - Multi-Dwelling-Unit

ST televizora satelftuztvérgjs atbalsta MDU tehnologiju Astra
satelitiem un Digiturk tehnologiju Eutelsat satelitam. MDU
tehnologija Tlrksat satelita netiek atbalstita.
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Instale

Varat uzstadit satelitus sakotnéjas televizora iestatiSanas laika.
Satelitu uzstadisana notiek péc televizijas kanalu noskanosanas. Ja
skataties tikai satelittelevizijas kanalus, varat izlaist televizijas
kanalu noskanosanu.

Vienmér varat sakt jauna satelita uzstadisanu izvélné lestatisana.

Lai noskanotu satelittelevizijas kanalus . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Meklét satelitu un nospiediet OK (Labi).

3 - Atlasiet Uzstadit satelitus un nospiediet OK (Labi).

4 - Televizora redzams pasreiz€jais noskanosanas iestatijums. Ja
padreiz&jais iestatijums atbilst v&lamajai satelita uzstadisanai, varat
sakt satelitu meklésanu. Atlasiet Meklét un nospiediet OK (Labi).
Parejiet uz 5. darbibu. Ja pasreizgjais iestatijums nav vélamais
iestatijums, atlasiet lestatijumi un nospiediet OK (Labi). Parejiet
uz 4b darbibu.

4b - lestatijumu izvélné atlasiet precizu uzstadamo satelitu skaitu.
Vai, ja izmantojat Unicable iestatisanu, atlasiet Unicable 1
satelitam vai Unicable 2 satelitiem atbilstosi satelftu skaitam, ko
vélaties uzstadit Unicable. Atlasiet vélamo iestatjumu un
nospiediet OK (Labi).

4c - Ja ir iestatits precizs satelitu skaits vai esat pabeidzis Unicable
iestatijumu veik3anu, atlasiet Meklét un nospiediet OK (Labi).

5 - Televizors meklés pieejamos satelitus atkariba no jsu
antenas novietojuma. Tas var aiznemt daZas minGtes. Ja satelits ir
atrasts, ekrana tiek paradits ta nosaukums un uztversanas signala
stiprums.

6 - Ja kadam no atrastajiem satelitiem ir pieejama kanalu paka,
varat atlasit vélamo paku.

7 - Lai noskanotu atrasto satelitu kanalus, atlasiet Uzstadit un
nospiediet OK (Labi). Televizora redzams atrasto kanalu un
radio staciju skaits.

8 - Lai saglabatu satelitu iestatjumus, visus satelittelevizijas
kanalus un satelitu radio stacijas, atlasiet Pabeigt un nospiediet
OK (Labi).

Kanalu pakas

Par kanalu pakam

Sateliti var piedavat kanalu pakas, kuras apvienoti bezmaksas
kanali (Free-To-Air) un piedavats valstij atbilstoss kanalu
izkartojums. DaZiem satelitiem pieejamas abonéSanas pakas —
maksas kanalu kolekcija.

Ja izvélaties abonésanas paku, televizora, iespgjams, tiek paradits
aicingjums atlastt atro vai pilno noskanosanu.

Atlasiet Tikai satelittel. operatora kanali, lai noskanotu tikai
pakas kanalus, vai Visi satelittel. kanali, lai noskanotu pakotni un
ari visus paréjos pieejamos kanalus. Abonésanas pakam ieteicams
veikt atro noskanosanu. Ja jums ir citi sateltti, kas neietilpst
abonésanas paka, ieteicams veikt pilno noskanosanu. Visi
noskanotie kanali tiek ievietoti kanalu saraksta Visi.



Kanalu paku atjauninasana

Izmantojot opciju Atjauninat kanalu paku, varat atgriezt
satelittelevizijas kanalus, kuri ieprieks bija satelittelevizijas kanalu
saraksta, tacu Sobrid trikst. Satelittelevizijas operators atkartoti
poziciong&ja trikstosos kanalus retranslatora. Televizora javeic
kanalu pakas atjauninasana uz jaunako versiju.

Lai lejupieladétu kanalu pakas jaunako versiju . . .

1 - Atveriet Philips atbalsta timekla vietni
www.philips.com/support un ievadiet sava televizora modela
numuru.

2 - Noklikskiniet uz Programmatura un draiveri un meklgjiet
failu : PredefinedSortingList

3 - Lejupieladéjiet failu sava datora un kopéjiet to USB
zibatminas diska saknes direktorija, nevis mapé (ja nepiecie$ams,
vispirms izgUstiet failu no ZIP arhiva).

4 - Pievienojiet USB zibatminas disku televizoram un nospiediet
A un atlasiet Uzstadisana un nospiediet OK (Labi).

5 - Atlasiet Satelita iestatijumi > Kanala instaleésana >
Atjauninat kanalu paku un nospiediet OK (Labi).

6 - Televizors kopés failu, un tiks paradits aicinajums tafit sakt
kanalu atjauninasanu. Atlasiet Ja un nospiediet OK (Labi). Tas var
aiznemt vairakas mindtes. Ja vélaties atlikt kanalu atjauninasanu,
varat to izdarit vélak, izmantojot Uzstadisana > Meklet satelitu
> Atjauninat kanalus.

7 - Péc kanalu atjauninasanas trukstosajiem kanaliem jabat
atgrieztiem iepriekséja pozicija satelittelevizijas kanalu saraksta.

Unicable uzstadisana

Unicable sistema

Varat izmantot Unicable sistému, lai savienotu antenu ar
televizoru. Unicable sistéma tiek izmantots viens kabelis, lai
savienotu satelitu ar visiem sistéma esosajiem satelittelevizijas
uztvergjiem. Unicable parasti tiek izmantota daudzdzivok|u ékas.
Ja izmantojat Unicable sistemu, televizora tiks paradits aicinajums
uzstadisanas laika pieskirt lietotaja joslas numuru un atbilstosu
frekvenci. Saja televizora varat uzstadit 1 vai 2 satelftus,
izmantojot Unicable.

Ja péc Unicable instaléSanas trikst dazu kanalu, iesp&jams, taja
pasa laika Unicable sistéma tika veikta cita instalésana. Veiciet
instaléSanu vélreiz, lai instalétu trikstosos kanalus.
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Lietotaja joslas numurs

Unicable sistema katram pievienotajam satelittelevizijas
uztvéréjam jablt numurétam (piem., 0, 1, 2 vai 3 utt).

Pieejamas lietotaju joslas un to numuri ir pieejami uz Unicable
sledzu karbas. Lietotaja josla dazreiz tiek saisinata ka UB (User
Band). Pieejamas Unicable sleédzu karbas ar 4 vai 8 lietotaju
joslam. Ja iestatijumos atlasat Unicable, televizora tiks paradrts
aicingjums pieskirt unikalu lietotaja joslas numuru iebdvétajam
satelittelevizijas uztveréjam. Satelittelevizijas uztveéréjam nevar but
tas pats joslas numurs, kas ir citam sateflittelevizijas uztvéréjam
Unicable sistéma.

Lietotaja joslas frekvence

Papildus unikalam lietotaja joslas numuram ieblvétajam
sateflittelevizijas uztvéréjam nepiecieSama atlasitas lietotaja joslas
numura frekvence. Sis frekvences parasti tiek paraditas blakus
lietotaja joslas numuram uz Unicable slédzu karbas.

Satelita pievienosana

Varat pievienot papildu satelitu savam pasreiz€jam satelrtu
uzstadijumam. Uzstaditie sateliti un to kanali netiek mainiti.
Tomér dazi satelittelevizijas operatori neatlauj satelrtu

pievienoSanu.

Papildu satelits jauzskata par papildindjumu, tas nav jusu galvena
satelita abonements vai galvenais satelits, kura satelitu paku
izmantojat. Parasti tiek pievienots 4. satelits, kad jau uzstaditi 3
sateliti. Ja uzstaditi 4 sateliti, varat apsvért vispirms nonemt vienu
sateflitu, lai varétu pievienot jaunu satelitu

lestatijumi

Ja pasreiz ir uzstadits tikai 1 vai 2 sateliti, pasreiz&ja uzstadijuma
iestatijumi, iesp&jams, neatlauj papildu satelitu pievienosanu. Ja
jamaina uzstadijuma iestatijumi, jums atkartoti javeic satelitu

uzstadisana. Ja nepiecieSama iestatijumu maina, nevarat izmantot
opciju Pievienot satelitu.

Lai pievienotu satelitu . . .

1 - Nospiediet A un atlasiet Uzstadi$ana, un nospiediet OK
(Labi).

2 - Atlasiet Meklét satelitu un nospiediet OK (Labi).

3 - Atlasiet Pievienot satelitu un nospiediet OK (Labi). Tiek
paraditi pasreiz€jie sateliti.

4 - Atlasiet Pievienot un nospiediet OK (Labi). Televizors
meklés jaunus satelftus.

5 - Ja televizors ir atradis vienu vai vairakus satelitus, atlasiet
Uzstadit un nospiediet OK (Labi). Televizora tiek noskanoti
atrasto satefitu kanali.

6 - Lai saglabatu kanalus un radio stacijas, atlasiet Pabeigt un
nospiediet OK (Labi).



Satelita nonemsana

Varat nonemt vienu vai vairakus satelitus no pasreizéeja satelitu
uzstadijuma. JUs nonemat satelitu un ta kanalus. Tomér dazi
satelittelevizijas operatori neatlauj satelita nonemsanu.

Lai nonemtu satelitus . . .

1 - Nospiediet M un atlasiet Uzstadi$ana, un nospiediet OK
(Labi).

2 - Atlasiet Meklet satelitu un nospiediet OK (Labi).

3 - Atlasiet Nonemt satelitu un nospiediet OK (Labi). Tiek
paraditi pasreiz€jie sateliti.

4 - Izmantojiet bultinu taustinus, lai atlasitu satelitu, ko vélaties
nonemt.

5 - Nospiediet OK (Labi), lai atzimétu nonemamo satelitu. Lai
nonemtu atzimi, vélreiz nospiediet OK (Labi).

6 - Atlasiet Nonemt, nospiediet OK (Labi) un apstipriniet.
Sateliti tiek nonemti.

7 - Atlasiet Iziet un nospiediet OK (Labi), lai aizvértu satelita
nonems3anas sadalu.

Kanalu parkartosana un pardevesana
Varat parkartot un pardévét satelittelevizijas kanalus.

Parkartot

Varat parkartot tikai izlases saraksta esosos kanalus. Lai iegttu
papildinformaciju par satelittelevizijas kanalu parkartosanu,
nospiediet == Atslegvardi un atrodiet Satelits, kanalu
parkartosana.

Kanalu pardevesana

Kanalu saraksta jus varat pardévét kanalus.

1 - Atlasiet pardévéjamo kanalu viena no kanalu sarakstiem -
Visi, Izlase, Radio vai Jauni.

2 - Nospiediet == Pardevet. Tekstu varat ievadit tiesi ar
talvadibas pults tastatdru vai atvért ekrana tastatru.

Ar talvadibas pults tastatiiru

Lai dzéstu rakstzimi, novietojiet kursoru aiz rakstzimes un
nospiediet “del.

Lai ievadrtu rakstzimi, nospiediet tastatlras rakstzimi.

Kad esat pabeidzis, nospiediet OK (Labi), lai atlasitu Pabeigts.
Vélreiz nospiediet OK (Labi), lai pabeigtu pardévésanu.

Lai iegltu papildinformaciju par teksta ievadisanu, nospiediet
== Atslegvardi un atrodiet Talvadibas pults, tastatiira.

Ar ekrana tastatlru

Lai atvértu ekrana tastatlru, novietojiet kursoru nosaukuma
teksta lauka un nospiediet OK (Labi).

Lai dzéstu rakstzimi kursora prieksa, nospiediet «=
Atpakalatkape.

Lai ievadrtu rakstzimi, atlasiet rakstzimi ar bultinu taustiniem un
nospiediet OK (Labi).

Lai atlasitu lielos burtus, nospiediet =,

Lai atlasitu ciparus vai specialas rakstzimes, nospiediet
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Kad esat pabeidzis, nospiediet o lai aizvértu ekrana tastatdru.
Lai pabeigtu pardévésanu, atlasiet Pabeigts un nospiediet OK
(Labi).

Satelita kanalu atjauninasana

Reizi diena plkst. 6 televizors automatiski atjaunina
satelittelevizijas kanalus. Kanalu atjauninasana meklé jaunus
kanalus un pievieno tos kanalu sarakstam. ligak nepieejamie kanali
tiek nonemti, un, ja pakalpojumu sniedzéjs parkarto kanalu paku,
tiek atjauninats televizora kanalu saraksts. Lai automatiski
atjauninatu satefittelevizijas kanalus, televizoram jabut gaidstaves
reZima. Vai arf varat pats veikt kanalu atjauninasanu jebkura bridi.

Jaunie kanali, kas atrasti kanalu atjauninasanas laika, tiek atziméti
ka N un apkopoti kanalu saraksta Jauni. Jaunie kanali tiek
pievienoti visu kanalu saraksta. Jaunie kanali paliek jauno kanalu
saraksta tik ilgi, lidz tie netiek ieslégti vai atziméti ka izlases kanali.

Automatiskas kanalu atjauninasanas izslegsana

Varat pilniba izslégt televizoru nakti, lai novérstu kanalu
atjauninasanu. Vai ari varat izslégt automatisko atjauninasanu
iestatiSanas izvélné.

1 - Nospiediet M un atlasiet Uzstadisana, péc tam
nospiediet OK (Labi).

2 - Atlasiet Satelita iestatijumi > Kanala instaleésana >
Automatiska kanalu atjauninasana un atlasiet Izslegts.

Atjauninasanas izslegSana noteiktam satelitam

1 - Nospiediet A un atlasiet Uzstadi$ana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Satelita iestatijumi > Kanala instalésana >
Automatiskas atjauninasanas opcija.

3 - Izmantojot bultinu pogas, atlasiet satelitu, ko nevélaties
atjauninat. Nospiediet OK (Labi), lai nonemtu atzZimi no satelita.
4 - Atlasiet Pabeigts un nospiediet OK (Labi), lai aizvértu izvélni.
Televizors neveiks kanalu atjauninasanu no satelita, kam nonémat
atzimi.

Patstaviga atjauninasanas saksana

1 - Nospiediet A un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Meklet satelitu un nospiediet OK (Labi).

3 - Atlasiet Atjauninat kanalus un nospiediet OK (Labi).

4 - Ja velaties parbaudit, kuri sateliti iestatiti atjauninasanai, atlasiet
lestatijumi un nospiediet OK (Labi).

5 - Izmantojot bultinu taustinus, atziméjiet vai nonemiet atzimi
atjauninasanai paredzétajiem satelitiem. Atlasiet Pabeigts un
nospiediet OK (Labi).

6 - Atlasiet Atjauninat un nospiediet OK (Labi). Atjauninasana
var aiznemt dazas minGtes.

7 - Atlasiet Pabeigt un nospiediet OK (Labi).



Valodas un audio

Velamas valodas un subtitri

Satelittelevizijas kanalos var bt ietvertas dazadas audio valodas,
subtitru valodas vai teleteksta valodas. Varat iestatit televizoru
automatiski parslégties uz vélamo valodu, subtitru valodu vai
teleteksta valoduy, ja &7 valoda ir pieejama kanalu vai teleteksta
lapas.

Lai iestatrtu vélamo valodu . . .

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet Satelita iestatijumi un nospiediet OK (Labi).

3 - Atlasiet Valodas un nospiediet OK (Labi). Atlasiet vélamo
iestatijumu.

4 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvértu izvélni.

Vajdzirdigam personam paredzets audio

Dazos digitalas televizijas kanalos ir pieejams vajdzirdigam
personam pielagots 1pass audiosignals un subtitri.

Ja ir ieslégta dzirdes trauc&jumu opcija, televizora automatiski tiek
ieslégts pielagotais audiosignals un subtitri, ja tie ir pieejami. Pirms
ieslegt opciju Vajdzirdigiem, jaiesledz opcija Universala piekjuve.

leslegsana

Lai ieslégtu dzirdes trauc&jumu opciju, nospiediet == OPTIONS
(Opcijas), atlasiet Universala piekluve un nospiediet OK (Labi).

Atlasiet Vajdzirdigiem, atlasiet lesleégts un nospiediet OK (Labi).
Lai parbaudrtu, vai ir pieejama vajdzirdigam personam paredzéta
audio valoda, nospiediet == OPTIONS (Opcijas), atlasiet Audio
valoda un meklgjiet audio valodu, kas atziméta ar o+

Ja izvélné Opcijas nav redzams vienums Universala piekluve,
ieslédziet opciju Universala piekluve izvélné lestatisana.

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Universala piekluve.

Audio apraksts

leslegsana

Digitalie TV kanali var parraidit ipasus audio komentarus, kuros
aprakstitas ekrana notiekosas darbibas. Lai varétu iestatit audio
apraksta skanu un efektus, vispirms jaieslédz opcija Audio
apraksts. Turklat pirms audio apraksta opcijas jaieslédz
Universala piekluve.

Audio apraksts

[zmantojot opciju Audio apraksts, parastajam audiosignalam tiek
pievienoti diktora komentari.

Komentaru ieslégsana (ja pieejama). . .

1 - Kad ir ieslégta opcija Universala piekluve, nospiediet ==
OPTIONS (Opcijas) un izvélnu josla atlasiet cilni Opcijas.
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2 - Atlasiet Audio apraksts un nospiediet OK (Labi).
3 - Atlasiet leslégts un nospiediet OK (Labi).

Varat parbaudtt, vai ir pieejams audio komentars.
Izvélné Opcijas atlasiet Audio valoda un meklgjiet audio valodu,
kas atziméta ar et

Ska|runi/austinas

Varat atlasit, kur vélaties klaustties audio komentarus: tikai
televizora skalrunos, tikai austinas vai abas iericés.

Opcijas Skalruni/austinas iestatisana. . .

1 - Nospiediet M un atlasiet Uzstadi$ana, un nospiediet OK
(Labi).

2 - Atlasiet Satelita iestatijumi > Valodas > Audio apraksts >
Skalruni/austinas un nospiediet OK (Labi).

3 - Atlasiet Skalruni, Austinas vai Skalruni + austinas un
nospiediet OK (Labi).

4 - Nospiediet 4, ja nepiecieSams vairakkart, lai aizvertu izvélni.

Jaukts skalums

Varat sajaukt parasta audiosignala un audio komentaru skalumu.

Skaluma jauksana. . .

1 - Nospiediet == OPTIONS (Opcijas) un izvélnu josla atlasiet
cilni Opcijas.

2 - Atlasiet Universala piekluve > Jaukts skalums un nospiediet
OK (Labi).

3 - Ar augdupvérsto un lejupvérsto bultinu iestatiet slidjoslu.

4 - Nospiediet OK (Labi), lai apstiprinatu.

Skanas efekts

Daziem audio komentariem var bt pieejami papildu skanas
efekti, pieméram, stereo vai pamazam rimstosa skana.

Skanu efektu ieslégsana (ja piegjami). . .

1 - Nospiediet A un atlasiet Uzstadi$ana, un nospiediet OK
(Labi).

2 - Atlasiet Satelita iestatijumi > Valodas > Audio apraksts >
Skanu efekti un nospiediet OK (Labi).

3 - Atlasiet leslegts vai Izslegts un nospiediet OK (Labi).

4 - Nospiediet D, ja nepieciesams vairakkart, lai aizvértu izvelni.

Runa

Audio komentarus var papildinat ari subtitri, kuros atveidots
runatais teksts.

Subtitru ieslégsana (ja pieejami). . .

1 - Nospiediet M un atlasiet Uzstadisana, un nospiediet OK
(Labi).

2 - Atlasiet Satelita iestatijumi > Valodas > Audio apraksts >
Runa un nospiediet OK (Labi).



3 - Atlasiet Aprakstoss (audio) vai Subtitri un nospiediet OK
(Labi).
4 - Nospiediet D, ja nepiecieSams vairakkart, lai aizvértu izvelni.

Manuala noskanosana

Manuala noskanosana paredzéta pieredzégjusiem lietotajiem.
Varat izmantot manualo noskanosanu, lai atri pievienotu jaunus
kanalus no satelitu retranslatora. Jums jazina retranslatora
frekvence un polarizacija. Televizors noskanos visus 8t
retranslatora kanalus. Ja retranslators bija uzstadits ieprieks, visi
kanali — agrakie un jaunie — tiek parvietoti uz visu kanalu saraksta
beigam.

Nevar izmantot manualas noskanos$anas opciju, ja jamaina satelitu
skaits. Ja tas nepiecieSams, javeic pilnigu noskano3ana, izmantojot
opciju Uzstadrt satefftus.

Lai uzstadrtu retranslatoru . . .

1 - Nospiediet A un atlasiet Uzstadi$ana, un nospiediet OK
(Labi).

2 - Atlasiet Satelita iestatijumi > Kanala instalesana > Manuala
instalésana un nospiediet OK (Labi).

3 - Ja uzstadits vairak neka 1 satelits, atlasiet satelttu/LNB, kuram
vélaties pievienot kanalus.

4 - lestatiet vélamo iestatjuma Polarizacija vértibu. Ja Parraides
atruma rezims ir Manuals, varat manuali ievadit parraides atrumu
lauka Parraides atrums. levadiet vértibu Frekvence un saciet
retranslatora meklésanu.

5 - Ja retranslators ir atrasts, atlasiet Saglabat un nospiediet OK
(Labi), lai saglabatu jauno retranslatoru atlasitaja LNB.

6 - Atlasiet Iziet, lai aizvértu manualo noskanosanu.

8.6
Problemas ar satelitiem

Televizors nevar atrast vélamos satelitus vai uzstada to pasu

satelitu divreiz

* Parliecinieties, vai uzstadisanas sakuma sadala lestatijumi ir
iestatits pareizais satelitu skaits. Varat iestatit televizoru meklét
vienu, divus vai 3/4 sateltus.

Dubults LNB nevar atrast otru satelitu

* Ja televizors atrod vienu satelitu, bet nevar atrast otru,
pagrieziet antenu par daziem gradiem. Poziciongjiet antenu, lai
iegltu spécigako signalu no pirma satelita. Ekrana skatiet pirma
sateflita signala stipruma indikatoru. Kad pirmais satelits ir iestatits
ar maksimalo signala stiprumu, atlasiet Meklét vélreiz, lai atrastu
otru satelitu.s Parliecinieties, vai ir iestatits Divi sateltti.

Noskanosanas iestatijumu maina neatrisinaja problemu
* Visi iestatijumi, sateliti un kanali tiek saglabati tikai noskanosanas
beigas, kad esat pabeidzis.

Visi satelittelevizijas kanali ir pazudusi

* Ja izmantojat Unicable sistému, parliecinieties, vai esat pieskiris
unikalu lietotaja joslas numuru satelituztveréjam Unicable
iestatijumos. lespgjams, ka otrs satelftuztvéréjs izmanto to pasu
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lietotaja joslas numuru.
Dazi satelittelevizijas kanali skiet ir pazudusi no kanalu

saraksta

* Ja dazi kanali 3kiet pazudusi vai novietoti nepareizi,
raidorganizacija, iesp&jams, ir mainijusi So kanalu retranslatora
atrasanas vietu. Lai atjaunotu kanalu pozicijas kanalu saraksta,

varat méginat atjauninat kanalu paku.

Nevaru nonemt satelitu
» Abonésanas pakas neatlauj nonemt satelitu. Lai nonemtu
satelitu, vélreiz javeic pilniga uzstadisana un jaatlasa cita paka.

Dazreiz signala kvalitate ir slikta

* Parbaudiet, vai satelita antenas skivis ir stingri nostiprinats.
Speécigs Vs var supot SKivi.

* Sniegs un lietus var traucét uztversanu.
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Sakuma izvelne

Sakuma izvélné varat sakt jebkuru darbibu, ko var veikt
televizora.

Atveriet sakuma izvélni, lai saktu skatities televizoru vai atskanotu
disku majas kino sistéma. Sakuma izvéIné var atvért ari sadalu
Smart TV, lai parlukotu internetu, palaistu programmu Skype vai
atvértu palidzibas sadaly, ja nepiecieSsama informacija par
televizora lietosanu.

Sakuma izvelnes atversana

1 - Lai atvértu sakuma izvélni, nospiediet M.

2 - Ar bultinu taustiniem atlasiet darbibu un nospiediet OK
(Labi), lai to saktu.

3 - Lai aizvértu sakuma izvélni, nemainot pasreizéjo darbiby,
nospiediet .

MULTVIEW

* Palidziba

Atlasiet PalidZiba un nospiediet OK (Labi), lai ekrana atvertu
palidzibas sadalu un meklétu vajadzigo teému alfabétiskaja
saraksta.

* lestatiSana

Atlasiet Uzstadisana, lai instalétu kanalus vai noregul€tu visus
televizora iestatijumus.

* Satelits

Atlasiet Satelits un nospiediet OK (Labi), lai skatitos
sateflittelevizijas kanalus.

* Televizija

Atlasiet TV un nospiediet OK (Labi), lai skatttos TV kanalus.

* Smart TV

Atlasiet Smart TV un nospiediet OK (Labi), lai atvértu Smart TV
sakuma lapu.

* Avots

Atlasiet Avots un péc tam saraksta zem ikonas atlasiet
pievienoto ierici. Nospiediet OK (Labi), lai parsiégtos uz atlasito
ierici.

* TV celvedis

Atlasiet TV celvedis un nospiediet OK (Labi), lai atvértu
pasreizéjo un turpmako TV kanalu programmu.

* leraksti

Atlasiet leraksti un nospiediet OK (Labi), lai atvértu savu
ierakstu sarakstu.

* Skype

Atlasiet Skype, lai veiktu bezmaksas video zvanus.

* Demonstracija

Atlasiet Demonstracija, lai skatitos demonstracijas videoklipus.



TV celvedis

101
NepiecieSamais aprikojums

[zmantojot TV celvedi, varat skatit TV kanalu pasreizgjo un
turpmako raidijumu sarakstu. Atkariba no TV celveza informacijas
(datu) avota tiek raditi digitalie un analogie vai tikai digitélie kanali.
Ne visiem kanaliem ir pieejama TV celveza informacija.

Televizors var apkopot TV celveza informaciju par televizora
instalétajiem kanaliem (piem., kanaliem, ko skataties ar Watch
TV). Televizors nevar apkopot TV celveza informaciju par
kanaliem, kas tiek skatiti no digitala uztveréja.

10.2
TV celveza izmantosana

TV celveza atversana

Lai atvertu TV celvedi, nospiediet 3= TV GUIDE (TV celvedis).
Lai aizvertu, vélreiz nospiediet $= TV GUIDE (TV celvedis).

Kad pirmoreiz atverat TV celvedi, televizors skene visus TV
kanalus, lai iegltu programmas informaciju. Tas var ilgt dazas
minGtes. TV celveza dati tiek saglabati televizora.

Parslegsana uzraidijumu

Parslegsana uz raidijumu

TV celveza sadala varat parslégt uz pasreiz raditu raidijumu.

Lai atlasitu raidijumu, ar bultinu taustiniem ieziméjiet raidijuma
nosaukumu.

Nospiediet parvietosanas taustinu pa labi, lai skatrtu turpmak
paredzetos raidijumus $aja diena.

Lai parslégtu raidijumu (kanalu), atlasiet raidijumu un nospiediet
OK (Labi).

Raidijuma informacijas skatisana

Lai skatitu atlasita raidijuma informaciju, nospiediet @ INFO
(Informacija).
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Mainit dienu

TV celvedi redzama ari nakamo dienu (maksimali nakamo 8
dienu) programma.

Ja TV celveza informaciju nodrosina raidorganizacija, varat

nospiest 222 +, lai skatitu nakamo dienu programmu. Nospiediet
222 —, lai parietu atpakal uz ieprieksgjo dienu.

Varat ari nospiest == OPTIONS (Opcijas) un atlasit Mainit
dienu.

Lai atlasrtu to, kuras dienas programmu radrt, atlasiet lepriekseja

diena, Sodien vai Nakama diena un nospiediet OK (Labi).

Atgadinajuma iestatiSana

Varat iestatit atgadindjumus, kas bridina, kad sakas raidijums,
ekrana paradot zinojumu.

* Lai iestatitu atgadingjumu, programma atlasiet raidijumu un
nospiediet == |estatit atgadinaj. Raidijums tiek atzZiméts ar
pulkstena simbolu.

* Lai atceltu atgadinajumu, nospiediet == Notirit atgadinaj.
* Lai skatitu visu iestatito atgadinajumu sarakstu,

nospiediet == OPTIONS (Opcijas) un atlasiet Visi
atgadinajumi.

Meklesana péc zanra

Ja ir pieejama $ada informacija, varat programma meklét noteikta
Zanra raidijumus, pieméram, filmas, sports u. tml.

Lai mekl&tu raidijumu péc Zanra, nospiediet == OPTIONS
(Opcijas) un atlasiet Meklet pec zanra.

Atlasiet Zanru un nospiediet OK (Labi). Tiek paradits atrasto
raidijumu saraksts.

10.3
leraksti

TV celvedr varat nekavejoties ierakstit TV programmu vai
ieplanot ierakstisanu. Lai saglabatu ierakstus, televizoram
pievienojiet USB cieto disku.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet lerakstisana.
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Avoti

111
Avotu saraksts

Savienojumu saraksta (avotu izvélné) ir noraditas televizoram
pievienotas ierices. Atrodoties $aja avotu izvélné, varat parslégt
televizoru uz So ierici.

Avotu izvélne

Lai atvértu avotu izvélni, nospiediet & SOURCES (Avoti).

Lai parslégtos uz pievienoto ierici, atlasiet ierici ar bultinam < (pa
kreisi) vai B (pa labi) un nospiediet OK (Labi).

Dazam iericém (HDMI-CEC iericEm) var atlasit darbibu tiesi zem
ierices ikonas esosaja saraksta.

Atlasiet ierici un darbibu un nospiediet OK (Labi).

Lai aizvértu avotu izvélni, neparslédzoties uz ierici, vélreiz
nospiediet ¥ SOURCES (Avoti).

Automatiska noteiksana

Kad televizoram pievieno jaunu ierici, ta tiek noteikta automatiski
un ievietota avotu izvélné. lerice ir attélota ka ikona (ierices tips),
un tai ir nosaukums. Ja ierices tips neatbilst iericei, pieméram,
televizors to uzskata par atskanotaju, lai ari ierice nav atskanotajs,
ierices tipu varat nomaintt.

Lai nomainTtu ierices tipu, nospiediet == Mainit tipu, atlasiet
iericei atbilstoSo tipu un nospiediet OK (Labi).

Ja nosaukums neatbilst iericei vai ja vélaties pats pieskirt ierices
nosaukumu, nospiediet == Pardevet. Ar talvadibas pults tastatdru
ievadiet jauno nosaukumu.

Ja ir noradits pareizais ierices tips, tas atvieglo ierices lietosanu.
lerices tips nosaka attéla un skanas stilu, izSkirtspéju, noteiktus
iestatijumus vai atrasanas vietu avotu izvélné.

Pievienojot televizoram jaunu ierici, ierices ikona uznirst avotu
izvélnes priekspuse.

Ja televizors nenosaka ierici automatiski, atlasiet savienojumu, pie
kura ir pieslégta ierice, un noradiet ierices tipu un nosaukumu.

Sakotnejais nosaukums un ikona

Lai atjaunotu ierices ikonai tas sakotné&jo nosaukumu un tipa
ikonu, nospiediet == OPTIONS (Opcijas). Atlasiet Sakotn&jais
nosaukums un ikona un nospiediet OK (Labi).

Savienojumu skenesana

Lai atkartoti sken&tu visus televizora savienojumus un atjauninatu
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avotu izvélni, nospiediet == OPTIONS (Opcijas), atlasiet Skenét
savienojumus un nospiediet OK (Labi).

1.2

Gaidstaves rezima

Ja televizors ir gaidstaves rezZima, pievienoto ierici var ieslégt ar
televizora talvadibas pulti.

Atskanot

Lai ieslegtu gan disku atskanotaju, gan televizoru no gaidstaves
reZima un uzreiz sakt diska vai raidijuma atskanoSanu, televizora
talvadibas pulti nospiediet B (Atskanot).

lericei jablt pievienotai, izmantojot HDMI vadu, un gan ierice,
gan televizora jabuUt ieslégtai funkcijai HDMI CEC.

Majas kino sistema

Varat ieslégt majas kino sistému, lai klausttos audio disku vai
radiostaciju, un atstat televizoru gaidstaves rezima.

Lai ieslégtu tikai majas kinozales sistému un atstatu televizoru
gaidstaves rezZima, televizora talvadibas pulti nospiediet @
SOURCES (Avoti).

11.3
EasyLink

Izmantojot funkciju EasyLink, varat vadit pievienotu ierici ar
televizora talvadibas pulti. EasylLink izmanto HDMI CEC, lai
sazinatos ar pievienotajam iericém. lericém jaatbalsta HDMI CEC
un jabdt pievienotam, izmantojot HDMI savienojumu.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet EasyLink.
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Taimeri un pulkstenis

121
|zslegSanas taimeris

[zmantojot izsl€gSanas taimeri, varat iestatit televizora
automatisku parslégsanu gaidstaves rezZima péc noteikta laika.

Lai iestatitu izslégsanas taimeri . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > EasyLink.
Ar slidjoslu varat iestatit laiku lidz 180 mindtém ar 5 mindsu
soliem. Ja iestatitas O mindtes, izslégsanas taimeris ir izslégts.
Vienmer varat izslegt televizoru agrak vai atiestatit laiku atskaites
laika.

3 - Nospiediet 42, ja nepiecieSams, vairakkart, lai aizvértu izvélni.

12.2
Pulkstenis

Lai uzzinatu laiku, nospiediet == TV GUIDE (TV celvedis), lai
uzzinatu laiku TV celvedt.

Dazas valstis digitala apraide nenostta UTC — koordinéta
universala laika — informaciju. Var tikt ignoréts vasaras laiks, un
televizors, iesp&jams, var radit nepareizu laiku.

Lai korigétu televizora pulksteni . . .

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi >

Pulkstenis > Autom. plkst. rez. un atlasiet Atkariba no valsts.

3 - Atlasiet Vasaras laiks un atlasiet attiecigo iestatijumu.

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Lai manuali iestatitu TV pulksteni . ..

1 - Nospiediet A un atlasiet Uzstadi$ana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi >

Pulkstenis > Autom. plkst. rez. un atlasiet Manuals.

3 - Lai regulétuy, atlasiet Datums un Laiks.

4 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvértu izvélni.

123
|zslegSanas taimeris

Ja 4 stundu laika netiek nospiests neviens talvadibas pults tausting
vai ja televizors 10 mindsu laika nesanem nekadu ievades signalu
un talvadibas pults komandu, televizors tiek automatiski izslégts,
lai taupTtu energiju.
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Ja televizoru izmantojat ka monitoru vai lietojat digitalo uztveréju
(televizora pierici), lai skatitos televizoru, un nelietojat televizora
talvadibas pulti, ieteicams deaktivizét automatisko izsl€gsanu.

Lai deaktivizétu lzslegsanas taimeri . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Izslegsanas
taimeris un iestatiet slidjoslu uz Izslegts.

3 - Nospiediet 42, ja nepiecieSams, vairakkart, lai aizvertu izvelni.

Lai iegltu papildinformaciju par videi nekaitigiem TV
iestatjumiem, nospiediet == Atslegvardi un atrodiet Eko
iestatijumi.



3D
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NepiecieSamais aprikojums

Active 3D televizoriem

Sis ir Active 3D televizors. Pateicoties funkcijai Active 3D, %aja
televizora varat skatities 3D raidijumus un filmas augsta
iz8kirtspéja.

3D saturu var skatities adi:

* iesledzot TV kanaly, kura parraida 3D raidijumus,

* tieSsaistes video noma iznomajot 3D filmu, izmantojot funkciju
Smart TV,

* skatoties 3D filmu, izmantojot 3D Blu-ray disku atskanotaju,
USB ierici vai datoru.

Papildus, lai skatitos 3D saturu $aja televizora, bls nepiecieSamas
vienas no Sim Philips Active 3D brilléem. . .

* PTA507
* PTA508
* PTA509
* PTA517
* PTA518
* PTA519

13.2

3D brilles

Active 3D televizoriem

Parskats

1 - leslegsanas vai izsl€gSanas slédzis
2 - 1. vai 2. spélétaja izvéle
3 - Uztvéréja léca

4 - Bateriju nodaljums

Iznemot 3D brilles no iepakojuma, no bateriju nodalijuma
nonemiet nelielu plastmasas foliju, kas novers bateriju
iztukSoSanos.

leslegsana un izslegsana

leslegsana

Lai televizora skatitu 3D attélu, nospiediet 3D brillu pogu O un
uzlieciet brilles. NepiecieSamas dazas sekundes, kamér brilles
pielagojas 3D signalam, ko sanem no 3D raiditaja televizora.
Pirmaja lietosanas reizé var paiet lidz 15 sekundém.

Baterijas imena indikators
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Varat parbaudit baterijas imeni, ieslédzot 3D brilles.

* Ja gaismas diode mirgo zala krasa, varat izmantot brilles 4
stundas vai ilgak.

* Ja gaismas diode mirgo oranza krasa, varat izmantot brilles
vismaz 2 stundas, tacu mazak par 4 stundam.

* Ja gaismas diode mirgo sarkana krasa, baterija ir gandriz tuksa
un atlikusas mazak par 2 stundam 3D skatisanas laika.

Izslegsana
Lai izslegtu 3D brilles, nospiediet ®. Gaismas diode mirgo

sarkana krasa 4 reizes. Ja 3D brilles nesanem 3D signalu 2
minGtes, brilles automatiski izslédzas.

3D raiditajs

Parliecinieties, vai uztvéréjléca brillu centra var uztvert 3D
signalus. Nonemiet ari jebkadus priekSmetus, kas aizsedz 3D
raiditaju televizora.

1 - 3D raiditajs televizora
2 - 3D uztvérejs 3D brilles

Divu spéletaju rezims

Varat izmantot Sis brilles, lai spélétu diviem spélétajiem
paredzétas spéles. Divi spéletaji var skatities viena un taja pasa
televizora, bet redzét divus dazadus spéles ekranus.

Lai parslégtu brilles un skatitu 1. vai 2. spélétaja ekranu, ieslédziet
brilles un péc tam nospiediet taustinu Player 1/2 (1. vai 2.
spélétajs)

* Ja gaismas diode ir oranza krasa un nepartraukti deg 2
sekundes, brilles ir iestatitas 1. spélétajam.

* Ja gaismas diode ir oranza krasa un mirgo, brilles ir iestatitas 2.
spéléetajam.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Speles diviem dalibniekiem.

Bateriju maina

Lai nomainttu 3D brillu PTA508 bateriju, atskruvéjiet nelielo
bateriju vacinu un nomainiet bateriju: tips CR2032 (3 V).
Parliecinieties, vai ir redzama baterijas + puse. Uzlieciet vacinu un
pieskrivejiet ar skriivgriezi.

Lai nomainttu 3D brillu PTA509, PTA519 bateriju, nospiediet
mazo podzinu uz bateriju nodaljjuma vacina un pavirziet vacinu,
lai to atvertu. Nomainiet bateriju: tips CR2032 (3 V).
Parliecinieties, vai ir redzama baterijas + puse. Uzlieciet vacinu un
pavirziet, [idz tas nokliksk.

A Bridinajums

* Nenorijiet bateriju. Kimiska apdeguma risks.

+ Saja produkta ietilpst monétas/pogas veida $Tnas baterija. Ja
monétas/pogas veida Stnas baterija tiek norita, ta var radit
nopietnus iek3&jus apdegumus tikai 2 stundu laikd un izraistt navi.



* Glabgjiet jaunas un lietotas baterijas bérniem nepieejama vieta.
* Ja bateriju nodalijumu nevar drosi aizvért, partrauciet produkta
lietoSanu un noglabajiet bérniem nepieejama vieta.

* Ja uzskatat, ka baterijas ir noritas vai ievietotas kada kermena
dala, nekavejoties izsauciet medicinisko palidzibu.

* Spradziena risks, ja baterija ir nepareizi ievietota. Nomainiet

tikai pret tada pasa vai lidziga tipa bateriju.
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3D brillu kopsana

* Nelietojiet Kimiskos tiriSanas idzeklus, kas satur spirty,
gSkidinataju, virsmaktivas vielas, vasku, benzolu, atSkaidrtaju,
pretodu lidzek|us vai smérvielas. Lietojot Sadas Kimiskas vielas,
brilles var maintt krasu vai salGzt.

* Nepaklaujiet 3D brilles tieSas saules gaismas, karstuma, uguns
vai tdens iedarbibai. Tadéjadi tas var tikt bojatas vai aizdegties.

* Nemetiet un nelokiet 3D brillu I€cas, un nepielietojiet pret tam
speku.

* Lécu tirisanai izmantojiet tiru, mikstu draninu (mikroskiedras vai
kokvilnas flanela), lai tas nesaskrapétu. Nekada gadijuma
nesmidziniet tirisanas fidzekli tiesi uz 3D brillem. Tadgjadi var tikt
bojata to elektronika (Active 3D brillem).
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3D satura skatisanas

Lai iegltu vislabako 3D efektu 3D parraizu skatiSanas laika:

* Sédiet attaluma, kas vismaz tris reizes parsniedz televizora
ekrana platumu.
» Nesédiet talak par 6 m.

3D parslegsana

Kad pirmoreiz tiek noteikts 3D signals, varat iestatit turpmako
3D reZima saksanas proceddru.

* Lai automatiski parslégtu uz 3D, atlasiet Automatiski.

* Lai vispirms paradrtu pazinojumu, atlasiet Tikai pazinojums.

* Lai nekad neparslégtu uz 3D, atlasiet Nekad.

JUs joprojam varat mainit $o preferenci izvélné M > Uzstadisana
> TV iestatijumi > 3D > Parslegt uz 3D.

3D saksana

Uzvelciet 3D brilles, parsiédzot televizoru uz 3D, vai art kad tiek
paradits pazinojums, ka 3D funkcija ir pieejama.

Ja televizors nevar noteikt 3D signalu (trikst 3D signala taga), 3D
programma tiek paradrta ka dubults attéls ekrana. Lai parslégtu
uz 3D, noregulgjiet 3D iestatijumus un atlasiet Blakus vai
Augsa/apaksa atbilstodi dubulta attéla novietojumam.

1 - Nospiediet ##.
2 - Atlasiet 3D iestatijumi > 3D - blakus or 3D - augsa/apaksa,
péc tam nospiediet OK (Labi).

3D partrauksana
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Lai partrauktu 3D skatiSanos, nospiediet ##, atlasiet 3D
iestatijumi un atlasiet 2D.

3D tiek parslégts uz 2D, ja parslédzat citu kanalu vai pievienoto
ierici.

2D parversana 3D

Varat parveérst jebkuru 2D raidijumu, lai to skatitos 3D.

1 - Nospiediet ##.
2 - Atlasiet 3D iestatijumi > 2D parvérsana 3D.

3D dziluma noregulésana

1 - Nospiediet A un atlasiet Uzstadiana, péc tam nospiediet OK
(Labi).

2 - Atlasiet TV iestatijumi > 3D > 3D efekts.

3 - Atlasiet lzslegts vai leslegts.

4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvertu izvélni.

2D parversana 3D izslegsana
1 - Nospiediet ##.
2 - Atlasiet 3D iestatijumi > 2D, péc tam nospiediet OK (Labi).
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Optimala 3D satura skatiSana

Lai optimali skatitos 3D saturu, nemiet véra $adus ieteikumus:

* sédésanas attalumam ir jabut vienadam ar vismaz triskarsu
televizora ekrana augstumu, bet tam nevajadzétu parsniegt sesus
metrus.

* |zvairieties no fluorescé&josa apgaismojuma (pieméram, no TL
apgaismojuma vai noteiktam energotauposajam spuldzém, kuras
darbojas ar zemu frekvenci) un tiesas saules gaismas, jo tas var

traucét 3D kvalitati.

=23xh
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13.6
Bridinajums par kaitigumu veselibai

* 3D saturu nav ieteicams skatities bérmiem [idz seSu gadu
vecumam.

* Ja jums vai kadam jdsu gimenes loceklim ir bijusas epilepsijas vai
gaismjutibas lekmes, pirms mirgojosu gaismas avotu, atri mainigu



attélu vai 3D skatiSanas konsultgjieties ar medicinas specialistu.

* Ja rodas kadas no minétajam sajatam, partrauciet skatities 3D
saturu un neveiciet nekadas iesp&jami bistamas darbibas
(pieméram, nevadiet automasinu), lidz simptomi pariet. Ja
simptomi nepariet, pirms turpmakas 3D satura skatiSanas
konsultgjieties ar medicinas specialistu.

* Lai izvairitos no reiboniem, galvassapém vai dezorientacijas,
ieteicams neskatities 3D formatu ilgstosi.

* |zmantojiet 3D brilles tikai, lai skatitos 3D televizoru.

* Ja ikdiena valkajat brilles vai izmantojat kontaktlécas, valkajiet
3D brilles kopa ar Sim brillém vai IEcam.

* Uzmanieties, lai brillem nevar piek|ut mazi bemi, kuri var norit
nelielas detalas vai baterijas.

* Vecakiem jauzrauga bémi, kas televizoru skatas 3D formata, un
janoveéro, vai bérniem nerodas iepriek§ minétas nepatikamas
sajutas. 3D formatu nav ieteicams skatities bérniem, kas jaunaki
par 6 gadiem, jo vinu redzes sistéma vél nav pilnigi attistijusies.

* Neizmantojiet 3D brilles acu infekcijas vai citu kontakta formas
saslimsanu gadijuma (piem., konjunktivita, galvas utu utml.).
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Speles

14.1

Spelet speli

Ja televizoram ir pievienota spélu konsole, varat spélét spéles
televizora.

Lai iegltu papildinformaciju par spélu konsoles pievienosanu,
nospiediet == Atsleégvardi un atrodiet Spelu konsole,
pievienosana.

Speles saksana

1 - Nospiediet = SOURCES (Avoti), atlasiet spélu konsoli un
nospiediet OK (Labi).

2 - Spélu konsolé saciet spéli un atlasiet vairaku vai divu spélétaju
rezimu.

Ideali piemerots spelu iestatijums

Pirms sakat spélét spéles, kuras ir svarigs atrums un precizitate,
iestatiet televizora ideali pieméroto spéles iestatijumu.

Ja avotu izvélné (savienojumu saraksta) ka spélu konsoles ierices
tips ir noradita Spéle, televizora tiek automatiski iestatits ideali
piemérots spéles iestatijums.

Ja ka spélu konsoles tips ir iestatits Atskanotajs un lielako dalu
laika ta tiek izmantota ka disku atskanotajs, atstajiet iestatrto

ierices tipu Atskanotajs.
Manuala idedla iestatijuma atlasisana televizora. . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéels > Detalizeéti > Darbibas
veids un nospiediet OK (Labi).

3 - leziméjiet izvélnes elementu Spéle un nospiediet taustinu
OK.

4 - Nospiediet D, ja nepieciesams atkartoti, lai aizvértu

izvélni. Atcerieties iestatit iestatijumu Darbibas veids atpakal uz
TV, kad esat beidzis spélét.

14.2
Divu speletaju speles

Active 3D televizoriem

Par divu speléetaju spéeli

Ja spéléjat vairaku spélétaju spéli ar sadalitu ekranu, varat iestatit,
lai televizora katru ekranu radrtu pilnekrana rezima. Katrs
spéletajs redz tikai savu spéles dalu pa visu ekranu. Lai attélotu
abus ekranus, televizora tiek izmantota 3D tehnologija.
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Nepieciesamais aprikojums

Lai Saja televizora spélétu divu spélétaju spéli, vajadzigi 2 aktivo
3D brillu pari - Philips PTA507, PTA508, PTA509, PTA517,
PTA518 vai PTA519.

Spelu konsolei jabUt savienotai ar televizoru, izmantojot HDMI
savienojumu.

Divu speletaju speles saksana
Lai saktu divu spéletaju spéli . . .

1 - Nospiediet & SOURCES (Avoti), atlasiet sp&lu konsoli un
nospiediet OK (Labi).

2 - lzmantojot spélu konsoli, saciet spéli un atlasiet vairaku
spéléetaju vai divu spélétaju rezimu. Atlasiet reZimu sadalita
ekrana skatisanai.

3 - Televizora nospiediet &&, atlasiet 2 speletaju spele un
nospiediet OK (Labi).

4 - Atlasiet formatu, kada sadalita ekrana spéle tiek radita ekrana
- Blakus vai Augsa/apaksa un nospiediet OK (Labi). Televizors
rada 2 ekranus ka pilnus ekranus.

Lai skatitu 2 atskirigus ekranus, uzlieciet 3D brilles.

Lai ieslégtu brilles 1. vai 2. spélétaja reZima, nospiediet izvéles
taustinu Player 1/2.

Sadalita ekrana skatijuma paradisana un noraidisana

[zmantojot divu spélétaju sadalita ekrana skatijumu, varat veikt
parslégdanu starp sadalito ekranu un apvienoto skatjumu, lai
varétu lasit spéles izvélni vai spéles rezultatus.

Lai veiktu skatjumu parslégsanu, nospiediet OK (Labi) uz
televizora talvadibas pults.

Divu speletaju speles saksana

Lai apturétu divu spélétaju sadalitd ekrana skatu, nospiediet M un
atlasiet citu darbibu.
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Jusu fotoatteli, video un
muzika

151
No USB savienojuma vai tikla
datora

Nepieciesamais aprikojums

Televizora varat skatit fotoattélus vai atskanot maziku un video
no pievienota USB zibatminas diska vai USB cieta diska. Ja jdsu
majas tikla ir dators, varat televizora skatit un atskanot datora
failus.

No USB ierices

Kad televizors ir ieslegts, pievienojiet USB zibatminas disku vai
USB cieto disku vienam no USB portiem. Televizors nosaka ierici
un parada failu sarakstu.

Ja saraksts netiek paradits automatiski, nospiediet & SOURCES
(Avoti), atlasiet Parlukot USB un nospiediet OK (Labi).

Bridinajums!

Ja méginat pauzét vai ierakstit raidijumu, kad televizoram ir

pievienots USB cietais disks, televizora tiek paradits aicingjums
formatét USB cieto disku. Veicot formatésanu, USB cietaja diska
tiks izdzésti visi faili.

No datora

Ja televizors un dators atrodas viena tikla, televizora var parlukot
un atskanot failus, kas saglabati datora.

Lai koplietotu datora failus ar televizoru, datora jainstalé
multivides servera programmatdra, pieméram, Twonky ™.
Televizora tiek paraditi failu un mapes ta, ka tas ir sakartotas
datora.

Lai datora parlukotu failus, nospiediet T3 SOURCES (Avoti),
atlasiet Parltkot tiklu un nospiediet OK (Labi).
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Izvelnu josla un kartosana

Ja televizoram ir pievienota USB ierice, faili televizora tiek
sakartoti péec tipa. Parejiet uz izvé€|nu joslu un atlasiet meklejama
faila tipu.

Parltkojot datora saglabatus failus, tos var parlikot tikai 3, ka tie
datora ir sakartoti mapés.

Izvelnu josla

Parejiet uz izvélnu joslu un atlasiet ta faila tipu, ko vélaties skatit
vai atskanot.

Atlasiet &3 Foto, #4 Miizika vai @8 Video. Vai ari varat atvert
skatu wll Mapes un parlikot mapes, lai atrastu failu.

Kartosana

Lai parltkotu fotoattélus péc datuma, ménesa, gada vai
alfabétiska seciba péc nosaukuma, nospiediet == Kartot.

Lai parltikotu maziku péc albuma, izpilditaja, Zanra vai alfabétiska
seciba péc nosaukumu, nospiediet == Kartot.

Video ir sakaroti alfabétiska seciba.

Skatit fotoattélus

Lai skatitu fotoattélus, izvélnu josla atlasiet &3 Foto, péc tam
atlasiet fotoattéla siktélu un nospiediet OK (Labi).

Ja taja pasa mapé ir vairaki fotoattéli, atlasiet fotoattélu un
nospiediet == Slidrade, lai saktu visu mapé esoso fotoattélu
shidradi.

Lai parietu pie nakama vai iepriek3éja fotoattéla, nospiediet 222 +
vai E28 -,

Lai apturétu slidradi vai aizvértu fotoattélu, nospiediet = LIST
(Saraksts) vai @ (Apturét).

Slidrades demonstrésanas laika varat atskanot maziku.

Saciet slidradi péc muzikas atskanosanas saksanas.

1 - Atlasiet dziesmu vai mapi ar dziesmam un nospiediet OK
(Labi).

2 - Nospiediet = LIST (Saraksts) un atlasiet &3 Foto.

3 - Atlasiet fotoattélu vai mapi ar fotoattéliem un nospiediet
== Slidrade.

Informacija

Lai skatitu informaciju par fotoattélu (lielumu, izveidosanas
datumu, faila celu u. ¢.), atlasiet fotoattélu un nospiediet @
INFO (Informacija).

Nospiediet to vélreiz, lai pasléptu informaciju.

Opcijas
Nospiediet == OPTIONS (Opcijas).

* Atskanot jaukta seciba
Demonstreé fotoattélus jaukta seciba.
* Atkartot

Slhidrade tiek atskanota nepartraukti.
* Slidrades atrums

lestata slidrades atrumu.



* Slidrades pareja
lestata fotoattélu parejas stilu.

Lai aizvértu funkciju Parlukot USB vai Parlukot tiklu, nospiediet
A un atlasiet citu darbibu.

Muzikas atskanosana

Lai atskanotu mdziky, izvélnu josla atlasiet #& Muzika, atlasiet
dziesmu un nospiediet OK (Labi).

Ja taja pasa mapé ir vairakas dziesmas, nospiediet == Atskanot
visu, lai atskanotu visas mapé esosas dziesmas.

Lai parietu pie nakama vai iepriek$€ja fotoattéla, nospiediet 222 +
vai 855 -,

Lai pauzetu miziku, nospiediet OK (Labi). Lai turpinatu, vélreiz
nospiediet OK (Labi).

Lai dziesma parvietotos par 10 sekundém uz prieksu vai atpakal,
nospiediet B vai .

Lai attitu vai titu uz priek3u, nospiediet PP vai 44. Nospiediet
taustinus vairakas reizes, lai palielinatu atrumu: 2x, 4x, 8x, 16x,
32x.

Lai apturétu mazikas atskanosanu, nospiediet @ (Apturét).

Ja nospiedisiet = LIST (Saraksts) vai 2, muzikas atskanosana
turpinasies.

Informacija

Lai skatrtu informaciju par dziesmu (nosaukumu, izpildrtaju,
ilgumu u. ¢.), atlasiet dziesmu un nospiediet @ INFO
(Informacija).

Nospiediet to vélreiz, lai pasléptu informaciju.

Opcijas
Nospiediet == OPTIONS (Opcijas).

* Atskanot jaukta seciba

Muzika tiek atskanota nejausa seciba.

* Atkartot

Dziesma tiek atskanota vienreiz vai nepartraukti.

Lai aizvertu funkciju Parlukot USB vai Parlukot tiklu, nospiediet
A un atlasiet citu darbibu.

Atskanot video

Lai atskanotu video, izvélnu josla atlasiet @8 Video, atlasiet video
un nospiediet OK (Labi).

Ja taja pasa mapé ir vairaki video, nospiediet == Atskanot visu, lai
atskanotu visus mapé esosos video.

Lai parietu pie nakama vai iepriekséja fotoattéla, nospiediet 225 +
vai 225 -,

Lai pauzétu video, nospiediet OK (Labi). Lai turpinatu, vélreiz
nospiediet OK (Labi).

Lai video parvietotos par 10 sekundém uz prieksu vai atpakal,
nospiediet B vai .

Lai attitu vai titu uz prieksu, nospiediet PP vai 44. Nospiediet

51

taustinus vairakas reizes, lai palielinatu atrumu: 2x, 4x, 8x, 16x,
32x.
Lai apturétu video atskanosanu, nospiediet @ (Apturét).

Informacija

Lai skatrtos informaciju par video (atskanotaja galvinas poziciju,
ilgumu, nosaukumu, datumu u. c.), atlasiet video un nospiediet
 INFO (Informacija).

Nospiediet to vélreiz, lai pasléptu informaciju.

Opcijas
Nospiediet == OPTIONS (Opcijas).

* Subtitri

Ja ir pieejami subtitri, varat atlasit leslégts, lzslegts vai Subtitri
ieslegti bez skanas.

* Atskanot jaukta seciba

Atskano videoklipus jaukta seciba.

* Atkartot

Video tiek atskanots vienreiz vai nepartraukti.

Lai aizvértu funkciju Parlukot USB vai Parlukot tiklu, nospiediet
A un atlasiet citu darbibu.

15.2

Wi-Fi Miracast

Par Wi-Fi Miracast

Jasu televizors ir Wi-Fi Certified Miracast™ ierice. [zmantojot
Miracast™, varat bezvadu tikla skatities un koplietot sava
viedtalruna, plandetdatora vai datora ekranu sava televizora
ekrana. Varat straumét videoklipus (audio un video), koplietot
fotoattélus vai citus vienumus, kas redzami ierices ekrana. lerice
nav japievieno majas tiklam. Gan televizoram, gan iericei jabut Wi-
Fi Certified Miracast™ iericém un jabut ieslégtai
lietojumprogrammai Miracast.

CERTIFIED

~ N
‘I//

Lai iegltu papildinformaciju par Wi-Fi Certified Miracast™,
atveriet vietni www.wi-fi.org

Wi-Fi®, Wi-Fi CERTIFIED logotips, Wi-Fi logotips ir registrétas
Wi-Fi Alliance precu zimes. Wi-Fi CERTIFIED Miracast™,
Miracast™ ir Wi-Fi Alliance precu zZimes.


http://www.wi-fi.org

Miracast ieslégsana vai izslegsana

Miracast ieslegsana

Parliecinieties, ka Wi-Fi Miracast ir ieslégta.

1 - Nospiediet A un atlasiet Uzstadi$ana, un nospiediet OK
(Labi).

2 - Atlasiet Tikla iestatijumi > Wi-Fi Miracast > leslegts un
nospiediet OK (Labi).

3 - Nospiediet D, ja nepiecieSams vairakkart, lai aizvértu izvélni.

Miracast izslegsana

Ja neveélaties, lai televizors sanemtu pieprasijumus ekrana
koplietoSanai no citam iericém, varat televizora izslégt
lietojumprogrammu Miracast.

1 - Nospiediet A un atlasiet Uzstadi$ana, un nospiediet OK
(Labi).

2 - Atlasiet Tikla iestatijumi > Wi-Fi Miracast > Izslegts un
nospiediet OK (Labi).

3 - Nospiediet D, ja nepiecieSams vairakkart, lai aizvértu izvélni.

Ekrana koplietosana televizora

Lai koplietotu viedtalruna, plansetdatora vai datora ekranu
televizora . . .

1 - leslédziet televizoru.

2 - lericé atveriet lietojumprogrammu, pieméram, Wi-Fi Miracast,
Wi-Fi Direct™, Intel®Wireless Display* vai lidzigu
lietojumprogrammu un saciet citu Miracast iericu meklésanu.

3 - Atrasto iericu saraksta atlasiet televizoru un izveidojiet
savienojumu.

4 - Televizora piekritiet pieprasjumam izveidot savienojumu ar
televizoru. lespé&jams, tiksit aicinats televizora ievadit ierices PIN
kodu - ievadiet ciparus ar talvadibas pults ciparu taustiniem. Vai
ari televizora tiks paradits aicingjums ievadit PIN kodu iericé. Ja
esat izveidojis savienojumu, televizora tiek paradits ierices ekrans.
5 - lerice atlasiet videoklipus, fotoattélus vai failus, ko vélaties
skatities televizora.

* Miracast atbalsta WiFi 3.5 un jaunakas versijas.

Koplietosanas partrauksana

Varat partraukt ekrana koplietoSanu no televizora vai mobilas
ierices.

No ierices

No lietojumprogrammas, kas izmantota Miracast startésanai,
varat atvienot ierici un partraukt tas ekrana demonstréSanu
televizora. Televizors parslégsies atpakal uz pédejo atlasito
programmu.

No televizora

Lai partrauktu ierices ekrana demonstrésanu televizora, varat . . .
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* nospiest lai skattos televizijas apraidi;

* nospiest M lai skatitos televizora citu satury;

* nospiest ¥ SOURCES (Avoti), lai atvértu avotu izvélni un
atlasttu pievienotu ierici.

lerices blokesana

Pirmoreiz sanemot pieprasijumu izveidot savienojumu ar ierici,
varat blokét ierici. Sis pieprasjums un visi turpmakie pieprasijumi
no $is ierices tiks ignoreéti.

Lai blokétu ierici, atlasiet Blokeét . . . pieprasijuma loga un
nospiediet OK (Labi).

Visu ieri¢u atblokésana

Visas ieprieks pievienotas un blokétas ierices tiek saglabatas Wi-
Fi Miracast savienojumu saraksta. Ja notirisiet So sarakstu, visas
blokétas ierices tiks atblokétas.

Lai atblokétu visas blokétas ierices . . .

1 - Nospiediet A un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet Tikla iestatijumi > Atiestatiet Miracast grupu.

3 - Nospiediet OK (Labi), lai notiritu sarakstu.

4 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvértu izvélni.
leprieks pievienotas ierices blokesana

Ja vélaties blokét ieprieks pievienotu ierici, vispirms janotira Wi-Fi
Miracast savienojumu saraksts. Ja notirisiet o sarakstu, jums atkal
bUs jaapstiprina vai jabloké katras ierices savienojums.

Ekrana aizkave

Standarta aizkave, koplietojot ekranu ar Miracast, ir aptuveni 1
sekunde. Aizkave var but ilgaka, ja izmantojat vecakas
ierices/datorus ar mazaku apstrades jaudu.

Papildinformacija

» Uz Saja televizora esoso lietojumprogrammu Miracast attiecas
HDCP protokols, un nav iesp&jams paradit no ierices nosutitu, ar
autortiesibam aizsargatu Premium saturu.

* Maksimala atbalstita video izskirtspéja ir 720p.



Pause TV

Varat pauzét televizijas parraidi un atsakt skatities vélak. Var
pauzet tikai digitalos televizijas kanalus. Lai nodrosinatu parraides
ierakstisanu, japievieno USB cietais disks. Varat pauzet parraidi
maksimali 90 minutes.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet USB cietais disks.

Pauzet vai atsakt parraidi

Lai apturétu (pauzétu) televizijas parraidi, nospiediet 18 (Pauze).
Ekrana Tslaicigi tiek paradita progresa josla.

Lai atkal redz&tu progresa joslu, vélreiz nospiediet 08 (Pauze).
Lai atsaktu skatisanos, nospiediet B (Atskanot). Ekrana redzama
ikona norada, ka skataties pauzétu parraidi.

Atgriezties pasreizeja televizijas parraide

Lai parslégtu atpakal uz pasreizéjo televizijas parraidi, nospiediet
@ (Apturét).

Kad ieslédzat digitalo kanalu, USB cietais disks sak parraides
ierakstidanu. Kad parslédzat uz citu digitalo kanaly, tiek saglabata
jauna kanala parraidi, bet iepriek$eja kanala parraide tiek izdzésta.
Kad parslédzaties uz pievienotu ierici (Blu-ray disku atskanotaju
vai digitalas televizijas uztvéréju), USB cietais disks partrauc
ierakstisanu, un parraide tiek izdzésta. Saglabata parraide tiek
izdzésta ari tad, kad parslédzat televizoru gaidstaves rezima.

lerakstot programmu USB cietaja disk3, televizijas parraidi nevar
pauzet.

Tuliteja atkartosana

Skatoties televizijas parraidi digitala TV kanala, varat vienkarsi tafit
atkartoti atskanot 3o parraidi.

Lai atkartoti demonstrétu televizijas parraides pedéjas

10 sekundes, nospiediet 11 (Pauze) un < (Pa kreisi).

Varat atkartoti nospiest <, lidz sasniedzat saglabato parraizu
sakumu vai maksimalo laiku.

Progresa josla

Kad ekrana ir redzama progresa josla, nospiediet 44 (Attit)
vai PP (Ttt uz prieksu), lai atlasttu, no kurienes vélaties sakt
skatities pauzeto parraidi. Lai mainttu atrumu, nospiediet Sos
taustinus atkartoti.

Papildinformacija

* Audio apraksts (audio komentari) cilvékiem ar redzes
trauc&jumiem nav pieejams, atskanojot parraides TV pauzés$anas
vai ieraksta reZima.

* Varat ierakstit kanala digitalos (DVB) subtitrus. Nevarat
ierakstit subtitrus, ko nodrosina teleteksta pakalpojumi. Lai
parbaudity, vai pieejami digitalie (DVB) subtitri, noskanojiet uz
televizijas kanalu un nospiediet == OPTIONS (Opcijas), atlasiet
Subtitru valoda, lai atvértu subtitru sarakstu. Varat ierakstit tikai
tadu subtitru valodu, kurai priek3a redzama DVB ikona.
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17
lerakstisana
171

NepiecieSamais aprikojums
Lai ierakstitu TV parraidi, nepiecieSams. . .

* pievienots USB cietais disks, kas formatéts Saja televizora

« digitalas televizijas kanali, kas instaléti $aja televizora (kanali, ko
skataties ar Watch TV)

* lai sanemtu informaciju par iebtvéeto TV celvedi (no
raidorganizacijas vai interneta)

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet USB cietais disks, instalesana.

17.2
Programmas ierakstisana

Tulteja ierakstisana

Lai ierakstitu parraidi, ko paslaik skataties, nospiediet talvadibas
pults taustinu @ (lerakstt).

Ja TV celveza dati tiek sanemti no interneta, pirms ieraksta
apstiprinasanas uznirstosaja loga varat noradit ierakstisanas beigu
laiku.

Ja TV celveza dati tiek sapemti no raidorganizacijas, ierakstisana
tiek sakta uzreiz. lerakstiSanas beigu laiku varat noradrt ierakstu
saraksta.

Lai apturétu ierakstisanu, nospiediet @ (Apturét).

leraksta ieplanosana

Varat planot gaidamas parraides ierakstisanu $ai dienai vai
vairakas dienas uz priekSu (ne vairak ka 8 dienas).

1 - Lai ieplanotu ierakstisanu, nospiediet 3= TV Guide (TV
celvedis).

TV celveza lapa atlasiet kanalu un raidijumu, kas jaieraksta.

Lai saraksta pariet uz noteiktu kanalu, varat ievadit kanala
numMuru.

Nospiediet B (Pa labi) vai < (pa kreisi), lai ritindtu kanala
raidjumus.

Lai mainitu saraksta datumu, nospiediet == OPTIONS (Opcijas)
un atlasiet Atlasit dienu. Saraksta atlasiet vajadzigo dienu un

nospiediet OK (Labi). Ja TV celveZa dati tiek sanemti no
interneta, lapas augsa varat atlasit datumu; péc tam nospiediet
OK (Labi).

2 - Kad parraide ir ieZiméta, nospiediet == lerakstit. Televizors
pievieno noteiktu laika buferi parraides beigas. Ja nepieciesams,
varat pievienot papildu buferi.

3 - Atlasiet Grafiks un nospiediet OK (Labi). Parraides
ierakstisana ir ieplanota. Ja planotie ieraksti parklajas, automatiski
paradisies bridinajums.

Ja planojat ierakstit parraidi savas prombutnes laika, neaizmirstiet
atstat televizoru gaidstaves rezima ar ieslegtu USB cieto disku.

lerakstu saraksts

Lai skatitu ierakstu sarakstu un ieplanotos ierakstus, nospiediet A,
atlasiet W leraksti un nospiediet OK (Labi).

§ajé saraksta varat atlastt ierakstu, lai to skatttos, nonemt
ierakstitos raidijumus, pielagot paslaik veiktas ierakstisanas beigu
laiku vai parbaudrt brivo vietu diska. Ja TV celveza dati tiek
sanemti no interneta, $aja saraksta varat ieplanot ierakstisanu,
pats iestatot sakuma un beigu laiku, ka ierakstiSanu ar noteiktu
laika intervalu, kas nav saistita ar konkrétu raidijumu. Lai iestatttu
ierakstisanu ar noteiktu laika intervalu, lapas augsa atlasiet
leplanot ierakstisanu un nospiediet OK (Labi). lestatiet kanalu,
datumu un laika intervalu. Lai apstiprinatu ierakstisanu, atlasiet
leplanot un nospiediet OK (Labi).

leplanota ieraksta nonemsana

Lai nonemtu ieplanotu ierakstu, atlasiet gaidamo ierakstu saraksta
un nospiediet OK (Labi). Varat art atlasit ieplanoto ierakstu,
nospiest == OPTIONS (Opcijas) un atlasit Atcelt ierakstis.

Papildinformacija

* lerakstot parraidi, varat skatities ieprieks ierakstitu parraidi.

* lerakstiSanas laika nevarat parslégt televizijas kanalus.

* lerakstisanas laika nevarat apturét televizijas parraidi.

* Lai ierakstitu, raidorganizacijam nepiecie$ams uzticams
pulkstena iestatijums. Ja atiestatat televizora pulksteni manuali,
ierakstiSana var neizdoties.

* Nevar ierakstit vajredzigajiem paredzéto audio aprakstu (audio
komentarus).

* Varat ierakstit kanala digitalos (DVB) subtitrus. Nevarat
ierakstit subtitrus, ko nodrosina teleteksta pakalpojumi. Lai
parbaudrty, vai pieejami digitalie (DVB) subtitri, noskanojiet uz
televizijas kanalu un nospiediet == OPTIONS (Opcijas), atlasiet
Subtitru valoda, lai atvértu subtitru sarakstu. Varat ierakstit tikai
tadu subtitru valodu, kurai prieksa redzama DVB ikona.



17.3
leraksta skatisanas

Lai skatrtos ierakstu . . .

1 - Nospiediet A, atlasiet EB leraksti un nospiediet OK (Labi).
2 - Saraksta atlasiet ierakstu un nospiediet B (Atskanot), lai saktu
atskanosanu. Varat izmantot talvadibas pults taustinus p» (Patit),
<4« (Attit), 1 (Pauze) vai @ (Apturét).

leraksts ir beidzies

Raidorganizacijas var ierobezot ieraksta skatiSanas dienu skaitu.
Saraksta redzamajam ierakstam var bt noradits dienu skaits [idz
skatiSanas laika beigam.

lerakstisana neizdevas

Ja ieplanotu ierakstu neatlava raidorganizacija vai ari parraide tika
partraukta, ieraksts ir apzZiméts ka Neizdevies.

leraksta dzesana

Lai izdzeéstu saglabatu ierakstu, atlasiet to saraksta, nospiediet
== OPTIONS (Opcijas) un atlasiet lzdzést ierakstu.

Lai iegltu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Parraides ierakstisana.
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Skype

18.1

Par Skype

Izmantojot programmu Skype™, varat veikt bezmaksas video
zvanus televizora. Varat piezvanit draugiem un redzet vinus, lai
kura pasaules vieta vini atrastos. Sarungjieties ar draugiem, skatot
vinus televizora lielaja ekrana.

18.2
NepiecieSamais aprikojums

Lai veiktu video zvanu, izmantojot programmu Skype,
nepiecieSama atseviski nopérkama televizora kamera Philips
PTA317 ar ieblvétu mikrofonu un labs interneta pieslégums.

Pirms palaist Skype, televizoram jabit kvalitativam interneta
pieslegumam. Televizoram var bt gan bezvadu, gan vadu
savienojums.

Lai iegltu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Tikls, bezvadu.

Skype konts

Lai izmantotu programmu Skype, jums jaizveido savs vai gimenes
Skype konts. Jaunu Skype kontu varat izveidot televizora vai
datora.

Skype kredits vai Skype abonementi

Programma Skype par nelielu samaksu var zvanit uz fiksétajiem
vai mobilajiem talruniem. lzmantojot datoru, vietné
www.skype.com varat iegadaties Skype kredrtu vai ieglt Skype
abonementu.

Nekadu zvanu avarijas dienestiem
Skype nav standarta talruna aizvietotajs, un to nevar izmantot, lai
veiktu zvanus avarijas dienestiem.

18.3

Saciet darbu ar Skype

Kameras uzstadisana

Pievienojiet TV kameras vadu vienam no televizora USB
savienojumiem.

Salieciet nelielo skavu, ka redzams talak esosaja Zimejuma, un
novietojiet kameru televizora augsdala

Paversiet kameru pret vietu, kur parasti sézat. Kad veicat Skype
zvanu, varat panorameét, sagazt, tuvinat vai talinat kameras attélu.

Kameru var novietot jebkura vieta, tacu ieteicams to nenovietot
televizora skalrunu tuvuma.
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Ja TV kamera nav pievienota, programma Skype netiks startéta.

Pierakstities

Pierakstieties Skype ar savu Skype vardu un paroli. Ja jums vél
nav Skype varda, izveidojiet jaunu Skype kontu.

Lai pierakstitos Skype...

1 - Nospiediet @ lai atvértu sakuma izvélni.

2 - Atlasiet Skype un nospiediet OK (Labi), lai palaistu Skype un
atvértu pierakstisanas lapu.

3 - Atlasiet Skype varda teksta lauku un ievadiet savu Skype
vardu. Lai atvértu ekrana tastatlru, atlasiet teksta lauku un
nospiediet OK (Labi). Ja esat pierakstijies ieprieks, nospiediet
== LIST (Saraksts) un atlasiet savu Skype vardu. Televizora
atmina saglabajas pédéjie 5 Skype vardi, ar kuriem veikta
pierakstisanas.

4 - Atlasiet paroles teksta lauku un ievadiet paroli.

5 - Kad esat pabeidzis, atlasiet Pierakstisanas un nospiediet OK
(Labi).

Esat pierakstijies, ja ekrana tiek atvérta Skype izvélne.

Vai jums nepieciesama palidziba?

Ja esat aizmirsis savu Skype vardu vai paroli, vai ari radusas

problémas ar pierakstiSanos, [dzu, apmekigjiet vietni
www.skype.com/support

Jauns Skype konts

Ja jums vél nav Skype varda un paroles, varat izveidot jaunu
Skype kontu sava datora. Kad esat veiksmigi izveidojis jauno
kontu, varat izmantot savu Skype vardu un paroli, lai pierakstitos
televizora. Lai izveidotu Skype kontu sava datora, atveriet vietni

www.skype.com

Ja jums ir talvadibas pults ar iebUvétu tastatlru vai ar televizoru
savienota USB tastatlira, varat izveidot jaunu Skype kontu sava
televizora.

Lai izveidotu jaunu kontu sava televizora. ..

1 - Skype pierakstisanas lapa atlasiet Izveidot jaunu kontu un
nospiediet OK (Labi).

2 - Nakamaja izvéIné atlasiet Atvert parluku un nospiediet OK
(Labi).

3 - Televizora tiek atvérta timekla lapa www.skype.com. Varat
izveidot savu jauno kontu $aja timekla lapa.

4 - Kad Skype apstiprina, ka jusu jaunais konts ir veiksmigi
izveidots, aizveriet parlukprogrammu un parejiet atpakal uz Skype
pierakstiSanas lapu.

5 - levadiet savu Skype vardu un paroli, lai pierakstitos.

Skype vards

Skype vardam jasakas ar lielo vai mazo burtu. Taja jabdt no 6 lidz
32 rakstzZimém, var izmantot ciparus. Skype varda nedrikst bt
atstarpes.

Parole


http://www.skype.com
http://www.skype.com/support
http://www.skype.com
http://www.skype.com

Parolé jabut no 6 [idz 20 rakstzimem, turklat taja jabut vismaz
vienam burtam vai vienam ciparam. Taja nedrikst but specialo
rakstzimju, pieméram, precu Zimes simbola, aizzimes vai eiro
simbola. Skype parolé nedrikst bit atstarpes.

Ja jums Vel nav Skype varda un paroles, televizora pierakstisanas
lapa varat izveidot jaunu kontu.

1 - Pierakstisanas lapa atlasiet Jauns konts un nospiediet OK
(Labi).

2 - lzveidojiet jaunu kontu.

* Pilns vards

levadiet savu pilno vardu.

* Skype vards

levadiet vardu, ko izmantosiet ka Skype vardu. Jasu Skype vards
bls redzams citu Skype lietotaju kontaktpersonu saraksta. Skype
vardam jasakas ar lielo vai mazo burtu. Taja jabdt no 6 lidz 32
rakstzZimém, var izmantot ciparus. Skype varda nedrikst bt
atstarpes.

* Parole

levadiet paroli. Parolé jabut no 6 lidz 20 rakstzimém, turklat taja
jablt vismaz vienam burtam vai vienam ciparam. Taja nedrikst
bt specialo rakstzimju, pieméram, precu Zimes simbola, aizzimes
vai eiro simbola. Skype parolé nedrikst bt atstarpes.

* E-pasts

levadiet savu e-pasta adresi.

3 - Izlasiet Skype lietosanas nosacijumus un piekritiet tiem.

4 - Ja jsu jaunais konts tika pienemts, jUs esat pierakstijies.

Redigét vai aizpildit savu Skype profilu varat datora. Datora
palaidiet programmu Skype, pierakstieties ar savu Skype vardu un
paroli un atveriet savu Skype profilu. Varat maintt profila attélu,
pievienot garastavokla zinojumu vai iestatit privatuma
iestatijumus.

Microsoft konts

Ja jums ir Microsoft konts, varat izmantot So kontu, lai
pierakstitos Skype no televizora.

Lai pierakstitos ar Microsoft kontu. ..

1 - Skype pierakstisanas lapa atlasiet Pierakstities ar Microsoft
kontu un nospiediet OK (Labi).

2 - Atlasiet Talak un nospiediet OK (Labi). Televizora tiks
atvérta Microsoft konta pierakstisanas timekla lapa.

3 - levadiet savu Microsoft e-pastu un paroli.

4 - Atlasiet pogu lesniegt un nospiediet OK (Labi).

Nekadu zvanu avarijas dienestiem

Nekadu zvanu avarijas dienestiem

Skype nav standarta talruna aizvietotajs, un to nevar izmantot, lai
veiktu zvanus avarijas dienestiem.
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184
Skype izvelne

Kad esat veiksmigi pierakstijies, Skype tiek atvérta Skype izvelne.
Skype izvé€lnes elementi ir...

* Mans profils - jusu Skype vards
Lai skatitu vai modificétu savu Skype profily, atlasiet savu Skype
vardu un nospiediet OK (Labi).

* Personas
Sadala Personas varat veikt Skype zvanu un parvaldit savus
kontaktus.

e Zvanit uz numuru

Sadala Zvanit uz talrunu numuriem varat izsaukt virszemes vai
mobila talruna numuru, sastadot numuru sastadisanas tastatdra.
Jums jabut Skype kreditam vai Skype abonementam, lai zvanitu
uz talruna numuru. Nevarat atlasit Zvanit uz talrunu numuriem,
ja nav pievienota kamera un mikrofons.

* Vesture
Sadala Veésture varat aplikot neatbildétos un veiktos zvanus, ka
ari kontaktu pieprasijumus.

* lestatijumi
Sadala lestatijumi varat mainit savu paroli, iestatit

konfidencialitates un balss pasta iestatijumus vai skatit blokétos
kontaktus un daudz ko citu.

* lzrakstisanas
Lai izrakstitos no Skype televizora.

18.5
Mans profils

Sadala Mans profils varat redigét savu personisko Skype profilu.

* Publisks
Skatiet vai mainiet sava profila informaciju, ko var redzét jdsu
kontakti.

* Talrunis
Seit varat ievadit vai mainit majas, biroja vai mobila talruna



numuru.

* Privats

Skatiet vai mainiet savu e-pasta adresi, parbaudiet kredita apjomu
vai skatiet informaciju par abonementu. vai ari uzrakstiet
zinojumu, kas pauz jusu garastavokli.

* Profila attels
Ja vél neesat augsupieladgjis profila attélu no datora, Seit varat
atlastt vienu no pieejamajiem iemiesojumiem ka profila attélu.

* Pieslegsanas statuss
Varat maintt tieSsaistes statusu. Atlasiet statusu, ko vélaties
demonstrét kontaktiem, kad esat tieSsaisté.

18.6
Personas

Jusu kontakti

Sadala Personas ir pieejams jlsu Skype kontaktu saraksts.

Jasu kontaktpersonas tiek attélotas ar vinu Skype
vardu. Kontaktpersonas ir tieSsaisté un pieejamas Skype zvanam,
ja blakus vardam redzams zal$ punkts.

Varat izmantot kontaktu lapa auga kreisaja stari eso$o
tekstlodzinu, lai meklétu kontaktpersonu sava kontaktu saraksta.
Vai vienkarsi ritiniet lejup sarakstu, lai atrastu nepieciesamo
kontaktpersonu.

Kontaktpersonas pievienosana

Skype kontaktpersonas pievienosana

Sadala Personas sava kontaktpersonu saraksta varat pievienot
jaunu Skype kontaktu.

Skype kontaktpersonas pievienoSana

Ja zinat drauga Skype vardu vai e-pasta adresi, varat vinu viegli
atrast. Ja nezinat drauga Skype vardu vai e-pasta adresi, varat
méginat vinu atrast péc varda.

Lai pievienotu Skype kontaktpersonu...

1 - Lapa Kontakti nospiediet == OPTIONS (Opcijas).

2 - Atlasiet Pievienot Skype kontaktu un nospiediet OK (Labi).
3 - levadiet jaunas kontaktpersonas Skype vardu vai e-pasta
adresi. Varat ari méginat ievadit vardu. Lai atvértu ekrana
tastatdiru, nospiediet OK (Labi). Kad esat pabeidzis, nospiediet
OK (Labi).

4 - Skype meklés nepieciesamo kontaktpersonu un paradis
mekléSanas rezultatus.

5 - Atlasiet vélamo kontaktpersonu un nospiediet OK (Labi), lai
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nosutitu kontaktpersonas pieprasijumu.

6 - Uzrakstiet pieprasijumu un nospiediet OK (Labi). Skype
nosdtis pieprasijuma zinojumu jdsu jaunajai kontaktpersonai. Ja
kontaktpersona pienem pieprasjumu, jaunas kontaktpersonas
Skype vards paradisies jUsu saraksta un jUs varésiet zvanit savai
kontaktpersonai, izmantojot Skype.

Talruna numura pievienosana

Sadala Personas sava kontaktpersonu saraksta varat pievienot
talruna numuru ka kontaktu. Varat zvanit uz talruna numuru,
izmantojot Skype balss zvanu. Lai veiktu talruna zvanu, bis
nepiecieSams Skype kredits.

Lai pievienotu talruna numuru. ..

1 - Lapa Kontakti nospiediet == OPTIONS (Opcijas).

2 - Atlasiet Pievienot talruna numuru un nospiediet OK (Labi).
3 - levadiet savas kontaktpersonas vardu. Lai atvertu ekrana
tastatdiru, nospiediet OK (Labi). Kad esat pabeidzis, nospiediet
OK (Labi).

4 - levadiet savas kontaktpersonas talruna numuru. Vienmér
saciet ar valsts kodu (piem., +31 Niderlandé). Neizmantojiet
divas nulles. Kad esat pabeidzis, nospiediet OK (Labi). Jdsu
talruna numura kontaktpersonas vards paradisies jusu saraksta.

Kontaktpersonas pieprasijuma pienemsana

Ja sanemat kontaktpersonas pieprasijumu, sadala Vesture Skype
izvélné bls redzama maza ikona.

Lai pienemtu kontaktpersonas pieprasijumu...

1 - Skype izvelne atlasiet Vesture un nospiediet OK (Labi).

2 - Atlasiet Kontaktpersonu pieprasijumi un nospiediet OK
(Labi). Atlasiet pieprasijumu un nospiediet OK (Labi). Skype lags
jums pienemt So kontaktpersonu. Ja to pienemsiet, i
kontaktpersona paradisies jusu kontaktu saraksta.

Kontaktpersonas blokesana

Varat blokét Skype kontaktpersonu. Blokéta kontaktpersona
nevarés ar jums sazinaties programma Skype. Blokéta
kontaktpersona netiks informéta, blokétas kontaktpersonas
kontaktu saraksta jUs bisiet redzams bezsaisté. JUs vienmér varat
atblokét blokétas kontaktpersonas.

Lai blokétu kontaktpersonu...

1 - Lapa Kontakti atlasiet kontaktpersonu, ko vélaties blokét.
2 - Nospiediet == OPTIONS (Opcijas) un atlasiet Blokét, un
nospiediet OK (Labi). Kontaktpersona ir blokéta.

Lai atblokétu kontaktpersonu...

1 - Atlasiet blokétu kontaktpersonu.
2 - Nospiediet == OPTIONS (Opcijas) un atlasiet Atbloket, un
nospiediet OK (Labi). Kontaktpersona ir atblokéta.



Lai skatitu blokéto kontaktpersonu sarakstu. ..

1 - Skype izvelné atlasiet lestatijumi un nospiediet OK (Labi).
2 - Atlasiet Bloketie kontakti un nospiediet OK (Labi). Saraksta
bls redzamas visas blokétas kontaktpersonas.

Nonemsana vai pardevesana

Varat nonemt vai pardevet kontaktpersonas.

Lai nonemtu kontaktpersonu. ..

1 - Lapa Kontakti atlasiet kontaktpersonu, kuru vélaties nonemt.

2 - Nospiediet == OPTIONS (Opcijas) un atlasiet Nonemt, un
nospiediet OK (Labi). Kontaktpersona ir nonemta no saraksta.

Lai pardévéetu kontaktpersonu...

1 - Lapa Kontakti atlasiet kontaktpersonu, kuru vélaties
pardévét.

2 - Nospiediet == OPTIONS (Opcijas) un atlasiet Pardevet, un
nospiediet OK (Labi).

3 - levadiet Sis kontaktpersonas jauno vardu teksta lauka. Lai
atvértu ekrana tastatUru, nospiediet OK (Labi). Kad esat
pabeidzis, nospiediet OK (Labi).

18.7
Zvanisana programma Skype

Video vai balss zvans

Video zvana veiksana

Veiciet video zvanu, lai piezvanitu saviem draugiem un redzétu
vinus televizora ekrana.

Lai veiktu video zvanu...

1 - Lapa Kontakti atlasiet kontaktpersonu, kurai vélaties zvanit.
2 - Atlasiet Video zvans un nospiediet OK (Labi). Ja jlsu
kontaktpersona ir Skype, tai ir pievienota Skype kamera un ta
atbild uz zvanu, varat redzét so personu televizora.

3 - Lai beigtu zvanu, atlasiet #» Beigt zvanu un nospiediet OK
(Labi).

Kad jasu Skype kamera ir ieslégta, iedegas zils indikators. Maza
ekrana televizora apaksa pa labi varat parbaudtt, ko redz jdsu
kontaktpersona.

Lai izslegtu Skype kameru, atlasiet @4 Video izsl. un nospiediet
OK (Labi). Lai to ieslégtu, atlasiet Video iesl. un nospiediet OK
(Labi).

Lai izslegtu mikrofonu, atlasiet £ Mikr. izsl. un nospiediet OK
(Labi). Lai to ieslegtu, atlasiet & Mikr. iesl. un nospiediet OK
(Labi).

Video zvana laika varat mainit kameras skatpunktu.
Lai iegtitu papildinformaciju par skatpunkta mainu, nospiediet
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== Atslegvardi un atrodiet Skype, kameras talumm., panoram.
un nolieksana.

Balss zvana veikSana

Veiciet balss zvanu, lai piezvanitu bez video ar izslégtu kameru.
Lai veiktu balss zvanu...

1 - Lapa Kontakti atlasiet kontaktpersonu, kurai vélaties zvanit.
2 - Atlasiet Zvanit un nospiediet OK (Labi). Ja jlsu
kontaktpersona ir pieejama Skype un atbild uz zvanu, varat
sarunaties ar savu kontaktpersonu.

3 - Lai beigtu zvanu, atlasiet #» Beigt zvanu un nospiediet OK
(Labi).

Kontaktpersona var pievienot jus balss zvanam, kura piedalas
vairak neka viena persona. JUs pats nevarat pievienot papildu
dalibniekus.

Zvanisana uz talruna numuru

[zmantojot Skype, varat ari zvanit virszemes un mobilajiem
talruniem. Lai zvanitu uz talrunu numuriem, jaiegadajas Skype
kredits vai Skype abonements.

Lai piezvanttu uz talruni...

1 - Lapa Kontakti atlasiet talruna numura kontaktu.

2 - Atlasiet Zvanit un nospiediet OK (Labi). Jums jabdt
pieejamam Skype kreditam vai Skype abonementam, lai veiktu
zvanu uz talruna numuru. Ja jsu kontaktpersona atbild uz zvanu,
varat ar vinu sarunaties.

3 - Lai beigtu zvanu, atlasiet #» Beigt zvanu un nospiediet OK
(Labi).

[zmantojot Skype, varat ari tiesi zvanit uz talruna numuru. Varat
ievadrt talruna numuru, izmantojot numura sastadisanas tastatru.

Lai atvértu numura sastadisanas tastatdru...

1 - Skype izvélné atlasiet Zvanit uz numuru un nospiediet OK
(Labi).

2 - Ja numura sastadisanas tastatlra nav redzama, atlasiet

# Radit num. sast. taust. un nospiediet OK (Labi).

3 - Sastadiet talruna numuru. Varat navigét uz numuriem un
nospiest OK (Labi) vai izmantot ciparu taustinus uz talvadibas
pults.

Nekadu zvanu avarijas dienestiem

Skype nav standarta talruna aizvietotajs, un to nevar izmantot, lai
veiktu zvanus avarijas dienestiem.



Zvana sanemsana

Ja esat pierakstijies Skype un skataties televizoru, zvana signals un
zinojums ekrana jus bridinas par ienakosu zvanu. Zinojuma bus
redzams, kur$ jums zvana, un varat atbildét vai noraidrt zvanu.

Lai atbildétu uz zvanu, atlasiet Atbildét ar video un nospiediet
OK (Labi).

Lai atbildétu uz zvanu ar izslégtu kameru, atlasiet Atbildet ar
audio un nospiediet OK (Labi).

Lai noraiditu zvanu, atlasiet Noraidit zvanu un nospiediet OK
(Labi).

Vesture

Skype izvélnes lapa Vesture bis pieejams veikto zvanu saraksts,
tostarp neatbildétie zvani. Varat ari redzet jaunu kontaktpersonu
pieprasijumus un noklausities balss pasta zinojumus.

Lai skatttu sarakstu, atlasiet Visi zvani, Neatb. zvani, lenakosie
zvani vai Izejosie zvani un nospiediet OK (Labi).

Lai skatitu jaunu kontaktpersonu pieprasjumus, atlasiet Kontaktu
pieprasijumi un nospiediet OK (Labi).
Lai skatitu un noklausrtos balss pasta zinojumus, atlasiet Balss

pasts un nospiediet OK (Labi).

Tas, cik ilgi Skype notikumi tiek raditi $aja véstures saraksta,
atkarigs no kontaktpersonu daudzuma un Skype lietoSanas
bieZuma.

Balss pasts

Par balss pastu

Ja kads jums zvana Skype un jds neatbildat uz zvanu, i persona
var atstat ierunatu zinojumu jusu Skype balss pasta. Ja zvanat
kontaktpersonai un ta nevar atbildét uz zvanu, varat nosatit
Skype balss pasta zinojumu.

Lai nosttrtu balss pastu vai sanemtu balss pastu, jums vai jsu
kontaktpersonai vispirms jaiestata Skype balss pasts. Balss pastu
varat iestatit no sava datora. Atveriet vietni www.skype.com

Kad esat aktivizgjis balss pastu no datora, iestatiet balss pasta
preferences, atverot Skype izvélne > lestatijumi > Bass pasts.

Balss pasta ierakstisana

Ja zvanat kontaktpersonai un ta nevar atbildét uz zvanu, varat
atstat balss pastu.

Lai ierakstitu balss pastu...

1 - Piezvaniet kontaktpersonai. Ja uz jisu zvanu nebija atbildes,
Skype piedavas nosutit balss pastu.
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2 - Atlasiet Ja un ierungjiet savu zinojumu.
3 - Lai apturétu ierakstu, atlasiet Beigt zvanu un nospiediet OK
(Labi).

Balss pasta atskanosana

Kontaktpersona var jums nosutit balss pasta zinojumu. Ja jums
tika nosutits balss pasts, Skype izvélné tiks paradita maza ikona.
Varat atskanot balss pastu no lapas Vésture.

Lai atskanotu balss pastu...

1 - Skype izvélne atlasiet Vésture un nospiediet OK (Labi).

2 - Atlasiet Balss pasts un nospiediet OK (Labi).

3 - Atlasiet balss pasta zinojumu, ko vélaties atskanot, un
nospiediet OK (Labi). Balss pastu varat klaustties neierobezotu
reizu skaitu. Lai parvaldritu balss pasta zinojumus, nospiediet
== OPTIONS (Opdijas).

18.8

Skype kredits

Programma Skype varat iegadaties Skype kredrtu vai ieglit Skype
abonementu. Ja jums ir Skype kredits vai Skype abonements,
varat televizora zvanit uz fiksétajiem un mobilajiem talruniem.

Skype kredita iegade

Lai iegadatos Skype kredrtu vai iegltu Skype abonementu, datora
pierakstieties programma Skype.

legadatais Skype kredits biis pieejams, kad pierakstisieties
programma Skype televizora.

Kredrta apjoms vai informacija par abonementu ir redzama katra
lapa, kur var veikt talruna zvanu.

Mazs Skype kredits

JUs sanemsiet pazinojumu, ja jums bls parak mazs kredits, lai
veiktu talruna zvanu.

189
Skype iestatijumi

Pierakstisanas

Varat iestatit, lai automatiski tiktu pierakstits programma Skype,
atlasot Skype sakuma izvéIné. Sada gadijuma nav jaievada Skype
vards vai parole.

Lai pierakstitos, kad tiek startéta Skype...

1 - Pierakstieties Skype ar savu kontu.

2 - Skype izvélne atlasiet lestatijumi un nospiediet OK (Labi).

3 - Atlasiet Pierakstisanas un nospiediet OK (Labi).

4 - Nospiediet B (Pa labi), lai atzimétu izvéles ritinu, un
nospiediet OK (Labi), lai atZimé&tu Pierakstities, startgjot Skype.


http://www.skype.com

Paroles maina

Varat mainit pasreizéjo Skype paroli un ievadit jaunu paroli
savam Skype kontam.

Lai mainttu savu paroli...

1 - Pierakstieties Skype ar savu kontu.

2 - Skype izvelne atlasiet lestatijumi un nospiediet OK (Labi).
3 - Atlasiet Mainit paroli.

4 - Nospiediet B (Pa labi), lai atlasitu Pasreizéja parole, un
ievadiet savu pasreiz&jo paroli. Vispirms nospiediet OK (Labi), ja
vélaties izmantot ekrana tastatdru.

5 - Nospiediet ¥ (Uz leju), lai atlasttu Jauna parole, un ievadiet
savu jauno paroli.

6 - Vélreiz nospiediet w (Uz leju), lai atlasitu Atkartot jauno
paroli, un atkartoti ievadiet jauno paroli.

7 - Vélreiz nospiediet w (Uz leju), lai atlasitu Lietot un nosGtitu
jauno paroli apstiprinasanai.

Video

Varat iestatit Skype, lai ierobezotu video izmantosanu Skype
Zvanos.

[zmantojot opciju Automatiski sanemt video no, varat iestatit
Skype, lai automatiski sanemtu un raditu video no ikviena, tikai
personam kontaktu saraksta vai neviena.

lzmantojot opciju Radit, ka man ir video, varat iestatit Skype
nosutit jUsu video tikai personam kontaktu saraksta vai
nevienam.

Lai iestatitu video iestatijumus. ..

1 - Pierakstieties Skype ar savu kontu.

2 - Skype izvelné atlasiet lestatijumi un nospiediet OK (Labi).

3 - Atlasiet Video.

4 - Nospiediet B (Pa labi), lai atlasitu radio pogas, un nospiediet
OK (Labi), lai atZimétu vai nonemtu atzimi.

Privatums

Varat iestatit Skype ierobezot ienakosos Skype zvanus.

Varat atlaut zvanus no ikviena vai tikai personam kontaktu
saraksta.

Lai iestatitu konfidencialitates iestatjumus. ..

1 - Pierakstieties Skype ar savu kontu.

2 - Skype izvélne atlasiet lestatijumi un nospiediet OK (Labi).

3 - Atlasiet Privatums.

4 - Nospiediet B (Pa labi), lai atlasttu radio pogas, un nospiediet
OK (Labi), lai atzimétu vai nonemtu atzimi.
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Bloketie kontakti

Varat skatit visu blokéto kontaktpersonu sarakstu.
Lai skatitu sarakstu...

1 - Pierakstieties Skype ar savu kontu.

2 - Skype izvélne atlasiet lestatijumi un nospiediet OK (Labi).
3 - Atlasiet Bloketie kontakti un nospiediet OK (Labi). Lai
parvalditu blokétas kontaktpersonas, nospiediet == OPTIONS
(Opdijas).

Balss pasts

Varat iestatit dazas preferences balss pasta sGtisanai.

Ja atlaujat kontaktpersonai nosutit jums balss pastu, kad nevarat
atbildét uz zvanu, atziméjiet ritinu Nosutit neatbildétos zvanus
uz balss pastu. Atstajiet ritinu tuksu, ja nevélaties sanemt balss

pastu.

Ja atlaujat kontaktpersonai nosutit jums balss pastu, kad nevarat
atbildét uz zvanu 15 sekunzu laika un atbildat uz citu zvanu,
atziméjiet rutinu Es atbildu uz zvanu.

Ja atlaujat balss pastu péc zvana noraidisanas, atziméjiet ritinu Es
noraidu ienakosu zvanu.

Lai iestatitu balss pasta preferences...

1 - Pierakstieties Skype ar savu kontu.

2 - Skype izvélnge atlasiet lestatijumi un nospiediet OK (Labi).
3 - Atlasiet Balss pasts un nospiediet OK (Labi).

4 - Nospiediet w (Uz leju) vai A (Uz augdu), lai atlasitu izvéles
ratinu. Nospiediet OK (Labi), lai atzimétu vai nonemtu atzimi.

Zvanu paradresésana

Nekad nepalaidiet garam Skype zvanu, izmantojot zvanu
paradresesanu.

Ja neesat tieSsaisté vai nevarat atbildét uz zvanu, varat paradresét
Skype zvanu uz jebkuru talruni vai mobilo talruni. Varat iestatit
lidz trim talruna numuriem vai Skype vardiem vélamaja kartiba,
kada paradresét zvanus. Lai paradresétu zvanus uz talruniem,
nepiecieSams Skype kredits vai Skype abonements. Skype zvanu
paradresesana uz citiem Skype kontiem ir bez maksas. Lai iegltu
papildinformaciju par zvanu paradresésanu, atveriet vietni
www.skype.com/support

Lai iestatitu zvanu paradresésanu. ..

1 - Pierakstieties Skype ar savu kontu.

2 - Skype izvelne atlasiet lestatijumi un nospiediet OK (Labi).
3 - Nospiediet OK (Labi), lai atzmétu izvéles rtinu Paradresét
zvanus, kad neesmu Skype.

4 - Talak esosajos ierakstu laukos ievadiet talruna numurus vai
Skype vardus no sava kontaktu saraksta vélamaja seciba, kada


http://www.skype.com/support

paradreséet zvanus. Vienmér pievienojiet valsts kodu talruna
numuriem.

5 - Ja nepiecieSams, mainiet sekunzu skaitu, pirms Skype
paradrese jusu zvanu.

6 - Atlasiet Saglabat, lai saglabatu savu zvanu paradresesanas
uzstadijumu.

Kameras talummaina, panoramesana un
noliekSana

Varat iestatit kameras skatpunktu. Varat tuvinat vai talinat,
panoramét vai noliekt kameras kadréjumu. Video zvana laika
varat iestatit kameras skatpunktu.

Lai iestatitu kameras skatpunktu. ..

1 - Saciet video zvanu un uzgaidiet, lidz adresats ir atbildéjis.

2 - Nospiediet B (pa labi), lai atlasttu ikonu virs maza ekrana un
nospiediet OK (Labi). Paradas josla ar krasu taustinu funkcijam.
3 - Lai mainttu (panorameéru) kameras kadréjumu, nospiediet €
(Pa kreisi) vai B (Pa labi). Lai noliektu kameras kadrgjumu,
nospiediet A (Uz augsu) vai W (Uz leju). Lai tuvinatu, nospiediet
== Tuvinat. Lai talinatu, nospiediet -~ Talinat.

4 - Nospiediet == Pabeigts, lai saglabatu kameras skatpunktu un
parietu atpakal uz Skype zvanu.

18.10
|zrakstisanas

|zrakstoties no Skype, jus izrakstaties no sava Skype konta. Jsu
tieSsaistes statuss tiks mainits uz Atsledzies. JUsu kontaktpersonas
nevarés jums piezvanit.

Lai izrakstitos. ..

1 - Nospiediet o Atpakal jebkura vieta Skype, lai atgrieztos
Skype izvelne.
2 - Skype izvélné atlasiet Izrakstities un nospiediet OK (Labi).

Televizors aicinas iziet no Skype vai izmantot Skype ar citu Skype
kontu.

1811
|zieSana no Skype

Péc izrakstisanas no Skype $ lietojumprogramma televizora
joprojam ir aktiva. Varat pierakstities no Skype konta vai
izveidotu jaunu kontu. Lai izslégtu Skype lietojumprogrammu
televizora, jums jaiziet no Skype.
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18.12
Lietosanas noteikumi un
konfidencialitates politika

Skype lietosanas nosacijumus izlasiet vietné
www.skype.com/go/tou

Izlasiet arT konfidencialitates politiku vietné
www.skype.com/privacy



http://www.skype.com/go/tou
http://www.skype.com/privacy

Smart TV

1941

Par Smart TV

Savienojiet So Philips Smart LED TV ar internetu un atklgjiet
jaunu televizijas pasauli. Varat izveidot vadu savienojumu ar
marsrutétaju vai arT bezvadu savienojumu, izmantojot Wi-Fi.

Ja televizors ir savienots ar majas tiklu, varat taja radit attélus,
izmantojot viedtalruni, atskanot televizora videoklipus, kas
saglabati datorg, vai izmantot plansetdatoru ka televizora
talvadibas pulti.

Ja televizors ir savienots ar intemetu, varat skatities tiessaistes
video noma iznomatas videofilmas, izlastt tieSsaistes TV celvedi
vai ierakstit savu iecientto raidijumu USB cietaja diska. Smart TV
lietojumprogrammas sniedz papildu jautribu, piedavajot dazadas
izklaides un értus pakalpojumus.

19.2
Nepieciesamais aprikojums

Lai lietotu Smart TV lietojumprogrammas, televizors ir jasavieno
ar marsrutétaju, izmantojot atrdarbigu (platjoslas) interneta
savienojumu. Varat izmantot internetam pievienotu majas tiklu.
Dators nav nepieciesams.

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Tikls.

Padoms

Lai vieglak ievadrtu tekstu vai parvietotos interneta lapa, varat
televizoram pievienot USB tastatdru un USB peli.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet USB tastatira vai USB pele.

19.3
Smart TV uzstadisana

Pirmo reizi atverot Smart TV, javeic savienojuma konfigurésana.
Lai turpinatu, izlasiet un piekritiet noteikumiem un nosacijumiem.
Ja nevélaties iestatit Smart TV, nospiediet 4.

Registret
Lai registrétos Philips kluba . . .

1 - Atlasiet Registréties un nospiediet OK (Labi).

2 - levadiet savu e-pasta adresi, atlasiet Turpinat un nospiediet
OK (Labi).

3 - Apstipriniet e-pasta adresi.

Vecaku kontrole

Lai blokét parraides ar 18+ novértéumu . . .
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1 - lesledziet Smart TV vecaku kontroli, atlasot lespgjot un péc
tam nospiezot OK (Labi).

2 - levadiet atblokésanas PIN kodu péc izvéles.

3 - Apstipriniet savu PIN kodu.

Pieauguso 18+ lietojumprogrammas tagad ir blokétas. Lai atvértu
blokétu lietojumprogrammu, atlasiet to un nospiediet OK (Labi).
Televizora paradisies aicinajums ievadit 4 ciparu kodu.

19.4
Smart TV lietojumprogrammas

Sadalas Smart TV atversana

Smart TV sakuma lapa ir jsu saite ar internetu. Varat tieSsaisté
iznomat filmas, lasit avizes, skatities videoklipus un klausities
muziku, ka ari iepirkties tiessaisté, atvert sociala tikla lapu
(Facebook, Twitter, ...) vai skatities TV parraides sev izdeviga
laika, izmantojot tiessaistes televiziju. Lai to izdaritu, atveriet
lietojumprogrammas — interneta vietnes, kas pielagotas
televizoram. Ja televizors ir savienots ar internetu, varat atvért
sadalu Smart TV.

Sadalas Smart TV atversana

Lai atvértu Smart TV sakuma lapu, nospiediet %2 Smart TV.
Vai ari varat nospiest M, atlasit Smart TV un nospiest OK (Labi).

Televizora tiek izveidots savienojums ar internetu un atvérta
Smart TV sakuma lapa. Tas var ilgt dazas sekundes.

Sadalas Smart TV aizvérsana

Lai aizvértu Smart TV sakuma lapu, nospiediet M un atlasiet citu
darbibu.

TP Vision Europe B.V. neuznemas atbildibu par satura
pakalpojumu sniedz&ju piedavato saturu un ta kvalitati.

Smart TV sakuma lapa

1 - Padlaik televizija

2 - Jusu aplikacijas

3 - App Gallery

4 - Internets

5 - leteicamas lietojumprogrammas
6 - Meklésana

7 - Vadibas krasu taustini

Jusu lietojumprogrammas
Lietojumprogrammas tiek palaistas Smart TV sakuma lapa. Ja
sakuma lapa vél nav nevienas lietojumprogrammas, varat tas

pievienot, izmantojot sadalu App Gallery (Lietojumprogrammu
galerija).

App Gallery

Sadala App Gallery (Lietojumprogrammu galerija) ir visas
pieejamas lietojumprogrammas.



Internets

[zmantojot interneta lietojumprogrammu, varat televizora
parltkot globalo timekli.

Televizora varat skatit jebkuru intermeta vietni, tomér lielaka dala
nav pielagota skatisanai televizora ekrana.

- Dazi spraudni (pieméram, lai skatitos lapas vai video) televizora
nav pieejami.

- Interneta lapas tiek attélotas pa vienai lapai pilnekrana rezima.

leteicamas lietojumprogrammas

Saja loga Philips piedava ieteicamas lietojumprogrammas jisu
valst], tieSsaistes televizijas lietojumprogrammas vai video nomas
iznomajamas filmas. Tas var atlastt un atvért loga leteicamas
lietojumprogrammas.

Meklésana

[zmantojot meklésanu, sadala App Gallery (Lietojumprogrammu
galerija) varat meklét vajadzigas lietojumprogrammas.

levadiet atslégvardu teksta lauka, atlasiet O un nospiediet OK
(Labi), lai saktu meklésanu. MekléSanas nollkos varat ievadit
nosaukumus, Zanrus un apraksta atslégvardus.

Varat ari atstat teksta lauku tukSu un meklét biezak meklétas
frazes vai atslegvardus dazadas kategorijas. Atrasto atslégvardu
saraksta atlasiet atslégvardu un nospiediet OK (Labi), lai meklétu
$im atslégvardam atbilstosus vienumus.

Lietojumprogrammas atversana

Lai atvértu lietojumprogrammu, ta vispirms japievieno
lietojumprogrammu sarakstam Smart TV sakuma lapa.
Lietojumprogrammas var pievienot sarakstam izmantojot
lietojumprogrammu galeriju.

Lietojumprogrammu saraksts Smart TV sakuma lapa var aiznemt
vairakas lapas. Lai parietu uz nakamo vai iepriekséjo lapu,
izmantojiet bultinu taustinus. Vai ari nospiediet 228 + (Nakama

lapa) vai 228 - (lepriekséja lapa).
Lietojumprogrammas atversana

Lai atvértu lietojumprogrammu . . .

1 - Nospiediet M un atlasiet Smart TV.

2 - Sakuma lapa atlasiet lietojumprogrammas ikonu un nospiediet
OK (Labi).

Lietojumprogramma nospiediet 2 lai parietu atpakal 1 soli vai
lapu.

Lietojumprogrammas aizversana

Lai aizvértu lietojumprogrammu un atgrieztos Smart TV sakuma
lapa, nospiediet %% Smart TV.

Lietojumprogrammas lapas atkartota ielade

Ja lietojumprogrammas lapa netika pareizi ieladéta, nospiediet
== OPTIONS (Opcijas) un atlasiet leladet velreiz, lai vélreiz
ieladétu lapu.

Talummaina

Lai izmantotu talummainu lietojumprogrammas lapa . . .

1 - Nospiediet == OPTIONS (Opcijas) un atlasiet Talummainit
lapu.

2 - Izmantojiet slidjoslu, lai iestatitu talummainas limeni.

3 - Lai atjaunotu parasto skatu, atiestatiet slidjoslu.

Drosibas informacijas skatisana

Varat parbaudtt lietojumprogrammas drosibas imeni.
Programmas lapa nospiediet == OPTIONS (Opcijas) un atlasiet
Informacija par drosibu. Ja lapas ieladéSanas laika blakus
ieladé3anas animacijai ekrana apaksa ir redzama slédzene @,
parsutisana ir drosa.

Atsauksmes par lietojumprogrammu

Atlasiet programmu un nospiediet == Atsauksmes, lai atlasrtu
pogu "patik” (like) vai "nepatik” (don't like) un nosatitu mums
ieteikumu vai piezimi. Varat ari zinot par nepareizu programmas
darbibu.

Programmu parvaldiba

Smart TV sakuma lapa esosaja lietojumprogrammu saraksta varat
veikt talak noradrtas darbibas. . .

* Lietojumprogrammas nonemsana

Lai nonemtu programmu no saraksta, atlasiet programmas ikonu
un nospiediet = Nonemt. Programma joprojam ir pieejama
programmu galerija.

* Lietojumprogrammas parvietosana

Lai mainttu programmas novietojumu saraksta, atlasiet
programmas ikonu, nospiediet == Parvietot un izmantojiet
bultinu pogas, lai parvietotu programmu. Nospiediet OK (Labi),
lai apstiprinatu poziciju.

* Lietojumprogrammas blok&sana

Lai blokétu programmu, atlasiet tas ikonu un nospiediet

Bloket.

Kad blokéjat programmu, jaievada 4 ciparu PIN kods, kas tika
iestatits vecaku kontroles funkcijai, konfiguréjot Smart TV.
Saraksta programma ir atZiméta ar slédzeni @.

Lai atblokétu programmu, atlasiet tas ikonu un nospiediet
Atblokét. Lai atblokétu, jaievada 4 ciparu PIN kods.

App Gallery

Smart TV televizora atveriet sadalu Progr. galer., lai parilkotu
lietojumprogrammas — televizoram pielagotu timek|a vietnu
kolekciju.

Atrodiet YouTube videoklipu, nacionala laikraksta, tieSsaistes
fotoattélu albuma, Facebook, Twitter un citu vietnu
lietojumprogrammu. Pieejamas lietojumprogrammas videofiimu
nomasanai no tiessaistes video nomas un lietojumprogrammas
nokavéto raidijumu skatiSanai. Ja lietojumprogrammu galerija
neatrodat mekléto, izméginiet laimi globalaja timekit un
parltkojiet internetu televizora.



Video nomas lietojumprogrammas

[zmantojot video nomas lietojumprogrammas sadala Smart TV,
varat iznomat savu milako filmu tiessaistes video noma. Jus varat
drodi maksat, izmantojot savu kredrtkarti.

Iznomajiet filmu

1 - Aplikaciju saraksta atveriet video nomas aplikaciju vai atlasiet
ieteicamo video Smart TV sakuma lapa.

2 - Atlasiet filmu.

3 - Veiciet tieSsaistes maksajumu.

4 - Saciet skatities. Varat izmantot taustinus B (Atskanot) un 18
(Pauze).

Lielakaja dala video nomu jaizveido pieteik$anas konts.

Video straumesana

Saja televizora varat skatfties iznomatas filmas video
straumésanas formata. Filmu varat skatities uzreiz. lesp&jams, bas
nepiecieSams USB cietais disks, lai saglabatu video buferi. Ja
televizoram ir pievienots USB cietais disks, varat lejupieladét
iznomatas filmas no video nomam, kas piedava tikai filmu
lejupieladi. Lejupieladéto nomas filmu varat pauzét vai sakt
skatities no jauna. Par filmu nomas terminu jautajiet video noma.

Interneta trafiks

Strauméjot vai lejupieladégjot daudzus video, varat parsniegt
interneta trafika ménesa limitu.

Tiessaistes televizija

Izmantojot tiessaistes televizijas lietojumprogrammu Smart TV
sakuma lapa*, varat skatities TV raidijumus, ko nepaspéjat
noskatities, vai skatities parraides sev izdeviga laika.

TieSsaistes televizijas atvérsana
Lai atvertu tieSsaistes TV lietojumprogrammu . . .

1 - Nospiediet % Smart TV.

2 - Sakuma lapa atlasiet I8 TieSsaistes TV ikonu un nospiediet
OK (Labi).

3 - Lapa atlasiet parraidi un nospiediet OK (Labi), lai saktu
skattties. Varat izmantot taustinus B (Atskanot) un 8 (Pauze).

Saraksts pec raidorganizacijam

Lai skatrtu tiessaistes televizijas raidijumus, kas sakartoti péc
raidorganizacijas, nospiediet == Visas raidorganizacijas.
Atlasiet raidorganizaciju un nospiediet OK (Labi).

* Ja pieejams jUsu regiona.
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19.5
Multi view

Kamér izmantojat Smart TV lietojumprogrammu vai parlikojat
internetu, varat skatities pasreiz&jo televizijas kanalu. Multi view
atver mazu ekranu televizijas kanala vérosanai blakus Smart TV
ekranam.

Lai atvértu Multi view...

1 - Nospiediet %% SMART TV, lai atvértu Smart TV.

2 - Nospiediet @J MULTI VIEW, lai atvéertu mazo ekranu.
3 - Nospiediet 222 + vai 222 —, lai mainitu televizijas kanalu
mazaja ekrana.

Kad Multi view ir atvérts, Smart TV ekrana nevarat izmantot
talvadibas radrtaju vai pievienotu USB peli.

19.6
Smart TV atiestatisana

Lai atiestatitu Smart TV savienojumu, notiriet interneta atminu
televizora.

Tiek notirita Philips Smart TV registracija un vecuma
ierobezojuma iestatijumi, video nomas lietojumprogrammas
pieteiksanas dati, visas iecienttas Smart TV lietojumprogrammas,
interneta gramatzimes un vésture.

Lai notirttu intermeta atminu . . .

1 - Nospiediet A un atlasiet Uzstadi$ana, un nospiediet OK
(Labi).

2 - Atlasiet Tikla iestatijumi > Iztirit interneta atminu un
nospiediet OK (Labi).



20

Multi room

201
Par Multi room

[zmantojot Multi Room, varat skatities TV parraidi, kas tiek
parsutita no cita televizora. Parraide tiek strauméta starp
televizoriem. Varat straumét parraidi uz televizoru, kuram nav
antenas savienojuma vai viedkartes abonementa. Varat ari
straumét ierakstitu parraidi no televizora, izmantojot pievienotu
cieto disku.

Televizoram, kas straumé parraidi uz otru televizoru, jabut
ieslégtam un noskanotam uz kanalu vai jaatskano ieraksts.

TV parraides straumésana, izmantojot Multi Room, samazinas
attéla izskirtsp&ju lidz maksimali 720p. Nevarat straumét radio
kanalus. Dazas raidorganizacijas aizsarga parraides pret Sadu
straumésanu.

20.2
Nepieciesamais aprikojums

Lai straumétu TV parraidi starp televizoriem, parraidei jabut no
digitalas televizijas kanala.

Abiem televizoriem jabut savienotiem jlsu bezvadu majas
tikla. Lai iegltu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Bezvadu tikls.

Turklat abiem televizoriem jabut Philips modela numuram, kas
beidzas ar 8 vai lielaku skaitli - piem., xxXXXxxx8. lespg&jams,
vecakais televizors bus jaatjaunina ar jaunako programmataru.
Vecakaja televizora izlasiet palidzibas nodalu, lai uzzinatu par
programmatiras atjauninasanu.

Parliecinieties, ka abiem televizoriem uzstadisana ir ieslégts
iestatijums leslégsana ar Wi-Fi (WoWLAN).

Lai parbaudrtu 3o iestatijumu 3aja televizora. ..

1 - Nospiediet A atlasiet Uzstadi§ana un nospiediet OK (Labi).
2 - Atlasiet Tikla iestatijumi > leslégSana ar Wi-Fi,

atlasiet leslégts un nospiediet OK (Labi).

3 - Nospiediet 2 BACK (Atpakal), ja nepieciesams, vairakkart,
lai aizvertu izvelni.

20.3
Multi room izmantosana
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Pirma lietosanas reize

Pirmoreiz lietojot Multi room, ieslédziet abus televizorus.

Kad sis televizors ir izveidojis savienojumu ar otru televizoru, otrs
televizors automatiski paradisies tikla parlukosanas izvéIng, pat ja
tas ir gaidstaves rezima.

TV kanala straumesana

Ar Multi room varat skatities pasreizé€jo TV kanalu vai atvért otra
televizora kanalu sarakstu. Ja atlasat kanalu saraksta, otrs
televizors ari parslégsies uz jusu atlastto kanalu. Ja otram
televizoram ir iebUvéts satelita uztvergjs ar instalétiem kanaliem
vai pievienots cietais disks (HDD) ar ierakstiem*, varat art
skatities Sos kanalus $aja televizora. JUs nevarat parslégt kanalus,
kamér otrs televizors veic ierakstu, atrodas Pause TV rezima vai
taja tiek lietota programma Skype.

Lai skatitos televizora kanalu no cita televizora . . .

1 - Parliecinieties, vai otrs televizors ir gaidstaves reZima* vai
ieslégts.

2 - Saja televizora nospiediet T AVOTS, atlasiet Parlikot tiklu
un nospiediet OK (Labi).

3 - Ja televizors vél nav savienots ar majas tiklu, tikla instaléSana
tiks sakta automatiski. Ja televizors jau ir savienots, parejiet uz 4.
darbibu.

4 - IzvéIné Parlukot tiklu atlasiet otra televizora nosaukumu un
nospiediet OK (Labi). Ja jdsu majas ir vairaki televizori, iesp&jams,
vélésities maintt otra televizora nosaukumu. Varat to izdarit pasa
televizora.

5 - Izvélieties, ko vélaties skatities no otra televizora . ..

* Lai skatitos otra televizora pasreiz€jo kanalu, atlasiet
Pasreizgjais kanals un nospiediet OK (Labi).

* Lai atvértu otra televizora kanalu sarakstu, atlasiet Skatities TV
un nospiediet » (Pa labi).

* Lai atvértu otra televizora satelitkanalu sarakstu, atlasiet
Skatities satelittel. un nospiediet B (Pa labi).

* Lai atvértu otra televizora ierakstu sarakstu®, atlasiet Skatities
ierakstus un nospiediet B (Pa labi).

* Varat parslégt kanalus, izmantojot taustinus 288 + un 225 -.
Kanalus nevar parslégt, ja otra televizora tiek veikta ierakstisana,
tas ir TV pauzes rezima vai tiek izmantota lietojumprogramma
Skype.

* Lai ieslegtu otru televizoru no gaidstaves reZima vai skatitos ta
ierakstus no pievienota HDD, abu televizoru tipu numuriem
jabeidzas ar 8 vai lielaku skaitli, piem., xx>XXXxxx8 vai

SOKXX XXX,



Televizora nosaukums

Lai mainttu televizora nosaukumu . . .

Nospiediet M > Uzstadisana > Tikla iestatijumi > TV tikla
nosaukums.
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21
lestatijumi
211

Uzstadisanas izvelne

Atra attéla un skanas iestatiSana

Izmantojot sadalu Atrie attéla un skanas iestatijumi, varat iestatit
attéla pamata preferences, veicot dazas vienkarsas darbibas.
Veiktie iestatjumi tiek saglabati sadala Attela stils - Personisks.
Varat atgriezties pie attéla preferences, ja tiek mainiti iestatjumi.
Varat iestatit vélamo attéla iestatijumu atseviski katrai televizora
darbibai vai pievienotajai iericei.

Lai atgrieztos pie vélama attéla iestatijuma, skatoties televizijas
kanalu, nospiediet &, atlasiet Attéla stils un atlasiet Personisks.

Lai iestatitu atro attéla iestatjumu . . .

1 - Nospiediet A atlasiet Uzstadisana un nospiediet OK (Labi).
2 - Atlasiet Atrie attéla un skanas iestatijumi un nospiediet OK
(Labi). Veiciet nepiecieSsamas darbibas un aizveriet izvéelni.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Attela stils.

Televizora iestatijumi

[zvélné TV iestatijumi varat iestatit visusiestatijumus. lzvélnes
elementa Visparigie iestatijumi pieejams iestatijumu apkopojums,
pieméram, izvelnes valoda, iemidzinasanas taimeris, izslegsanas
taimeris, universala piekluve un citi iestatijumi.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet nepiecieSamo tematu

Meklet kanalus

[zmantojot funkciju Meklet kanalus, varat atjauninat pasreizéjo
kanalu sarakstu, un iesp&jamie atrastie kanali tiek pievienoti
kanalu sarakstam. Varat ari parinstalét visus kanalus. Kanala
atjauninasana vai kanala parinstalésana var aiznemt noteiktu laiku.

Nospiediet == Atslegvardi un atrodiet Kanals, atjauninasana vai
Kanali, parinstalesana.

Kanalu iestatijumi

[zvéIné Kanalu iestatijumi varat iestatit savas valodas preferences
vai ieslégt opciju Vajdzirdigiem un Audio apraksts personam ar
dzirdes un redzes trauc&umiem. Varat iestatit vecuma
ierobezojumu, lai novérstu, ka bémi skatas programmu ar
vecuma ierobezojumu, un iestatit vai mainit béru sleédzenes
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kodu. Varat iesleégt automatisko kanalu atjauninasanu, veikt
digitalas uztversanas parbaudi vai manuali noskanot analogos
kanalus.

Valodas
Nospiediet == Atslegvardi un atrodiet Audio valoda vai Subtitri.
Universala piekluve

Nospiediet == Atslegvardi un atrodiet Universala piekluve, lai
piek|Utu iestatijumiem, kas paredzéti lietotajiem ar redzes un
dzirdes traucgjumiem.

Kanala noskanosana

Nospiediet == Atslegvardi un atrodiet Automatiska kanalu
atjauninasana vai Kanala atjaunin. zinoj. Atrodiet ari Manuala
uzstadisana, lai instalétu analogos kanalos, vai DVB, lai parslégtu
uz antenas savienojumu.

Bernu piekluves blokesana

Nospiediet == Atslegvardi un atrodiet Blokét bérniem.

Meklet satelitu

Nospiediet == Atslegvardi un atrodiet Satelits, instalesana.

Satelita iestatijumi

Valodas

Nospiediet == Atslegvardi un atrodiet Audio valoda vai Subtitri.

Kanala noskanosana

Nospiediet == Atslegvardi un atrodiet Satelits, automatiska
kanalu atjauninasana vai Satelits, kanala atjaunin. zinoj., vai
Satelits, automatiskas atjauninasanas opcijas.

Bernu piekluves blokesana

Nospiediet == Atslegvardi un atrodiet Satelits, kanala
blokesana.

Savienojuma izveide ar tiklu

Nospiediet == Atslegvardi un atrodiet Tikls, bezvadu vai Tikls,
vadu.

Tikla iestatijumi

Nospiediet == Atslegvardi un atrodiet Tikls, iestatijumi.



Programmaturas atjauninasana

Nospiediet = Atslégvardi un atrodiet Programmatura,

interneta atjauninajums vai Programmatiira, USB atjauninajums.

Programmaturas atjauninasana

Nospiediet == Atslegvardi un atrodiet Programmatiira, USB
atjauninajums.

Programmaturas iestatijumi

Nospiediet == Atslegvardi un atrodiet Programmatira,
pasreiz€ja versija.

Demonstracijas skatiSanas

Izmantojot funkciju Demonstr. izvélné M, varat skatities sava
televizora attéla kvalitates funkciju demonstracijas videoklipus.

21.2
Attels

Attela stils

Lai erti pielagotu attélu, varat atlastt ieprieks iestatitus
iestatjumus, izmantojot opciju Attéla stils.

1 - TV kanala skati$anas laika nospiediet &%, péc tam atlasiet
Attela stils.
2 - Atlasiet stilu un nospiediet OK (Labi).

Pieejami $adi attéla stili. . .

* Personisks - jUsu preferences, kas veiktas atrajos attéla
iestatijumos

* Dzivigs - idedli piemeéroti izmantoSanai dienas apgaismojuma
apstaklos

* Dabigs - dabiga attéla iestatijumi

* Standarta - rOpnicas standarta iestatjumi

* Filma - ideali iestatijumi, lai skatitos filmas

* Foto - idedli iestatjumi, lai skatitos fotoattélus

Stila atjaunosana

Kad atlasits iestatjums Attela stils, varat pielagot jebkuru attéla
iestatjumu sadala Uzstadisana > TV iestatijumi > Attels. ..

Izvélétais stils saglabas jusu veiktas izmainas. leteicams pielagot
attéla iestatijumus tikai stila Personisks.

Lai atjaunotu stila sakotné&jos iestatijumus. ..

1 - Nospiediet M un atlasiet UzstadiSana, péc tam
nospiediet OK (Labi).
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2 - Atlasiet TV iestatijumi > Attéls > Atteéla stils un atlasiet stilu,
ko vélaties atiestatit.

3 - Nospiediet == Atjaunot stilu.

4 - Atlasiet Ja un nospiediet OK (Labi). Stils ir atjaunots.

5 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu izvelni.

Lai iegttu papildinformaciju par atsevisku attéla iestatijumu
pielagosanu, nospiediet == Atslegvardi un atrodiet Attels.

Majas vai Veikals

Ja attéla stils tiek parslégts uz Dzivigs ikreiz, kad ieslédzat
televizoru, ka televizora atra%anas vieta ir noradits Veikals. Sis
iestatijums ir paredzeéts televizora demonstrésanai veikala.
Televizora atrasanas vietas iestatisana ka Majas. . .

1 - Nospiediet A un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Atrasanas
vieta un nospiediet OK (Labi).

3 - Atlasiet Sakums un nospiediet OK (Labi).

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Attela iestatijumi

Krasa

Ar iestatjumu Krasa varat noregulét attéla krasu piesatinajumu.
Lai noregulétu krasu . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attels > Krasa.

3 - Nospiediet B (Pa labi) un pielagojiet vértibu ar

taustiniem A (Uz augdu) vai w (Uz leju).

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Kontrasts

[zmantojot opciju Kontrasts, varat noregulét attéla kontrastu. Ja
skataties 3D attélus, Sis iestatijums tiek parsiégts uz 3D
kontrasts.

Lai noregulétu kontrastu . . .

1 - Nospiediet M un atlasiet Uzstadi$ana, péc tam
nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Kontrasts.

3 - Nospiediet B (Pa labi) un pielagojiet vértibu ar
taustiniem A (Uz augdu) vai v (Uz leju).

4 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu
izvelni.

Asums

[zmantojot iestatjumu Asums, varat noregulét attéla asuma
limeni preciza detalizacija.



Lai noregulétu asumu . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam
nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Asums.

3 - Nospiediet B (Pa labi) un pielagojiet vertibu ar
taustiniem A (Uz augdu) vai w (Uz leju).

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvertu
izvelni.

Uzlaboti attela iestatijumi

Krasu iestatijumi

Krasas pastiprinasana

[zmantojot opciju Krasu pastiprinasana, varat uzlabot krasu
intensitati un detalas spilgtas krasas.

Lai noregulétu [limeni . . .

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizéti > Krasa

> Krasu pastiprinasana.

3 - Nospiediet B (Pa labi) un atlasiet Maksimums, Vidgji,
Minimums vai lzslegts.

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Krasas temperatura

[zmantojot iestatjumu Krasas temperatura, varat iestatit attélu
uz ieprieks iestatitu krasas temperatdru vai atlastt Pielagots, lai
pats iestatitu temperatlras iestatijumu ar iestatijumu Pielagota
krasas temperatira. lestatjumi Krasas temperatura un Pielagota
krasas temperatlra ir paredzéti pieredzéjusiem lietotajiem.

Lai atlasitu iepriek$€ju iestatijumu . . .

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizéti > Krasa

> Krasas temperatiira.

3 - Nospiediet B (Pa labi) un atlasiet Normala, Silta vai Vésa.
Atlasiet Pielagots, ja vélaties pats iestatit krasas temperattru.

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Pielagota krasas temperatira

[zmantojot iestatjumu Pielagota krasas temperatura, varat pats
iestatit krasas temperatdru. Lai iestatitu pielagotu krasas
temperatiru, vispirms atlasiet Pielagots iestatijuma Krasas
temperatura, lai padaritu pieejamu pielagotas krasas
temperaturas izvélni. Pielagota krasas temperatura ir
pieredzéjusiem lietotajiem paredzéts iestatijums.

Lai iestatitu pielagotu krasas temperatdru . . .

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

70

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizéti > Krasa
> Pielagota krasas temperatiira.

3 - Nospiediet B (Pa labi).

4 - Atlasiet iestatijumu ar bultinu taustiniem.

5 - Nospiediet OK (Labi), lai apstiprinatu iestatijumu.

6 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu
izvelni.

Kontrasta iestatijumi

Kontrasta rezimi

[zmantojot opciju Kontrasta rezimi, varat iestatit limeni, kuru
sasniedzot, var samazinat elektroenergijas patérinu, mazinot
ekrana spilgtumu. Izvélieties optimalu elektroenergijas patérinu
vai optimalu attéla piesatinajumu.

Lai noregulétu fimeni . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizéti > Kontrasts >
Kontrasta rezimi.

3 - Nospiediet B (pa labi) un atlasiet Labakais attels,
Labak.strav.avots, Standarts vai lzslegts.

4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvertu
izvelni.

Dinamiskais kontrasts

[zmantojot opciju Dinamiskais kontrasts, varat iestatit limeni,
kuru sasniedzot, televizors automatiski uzlabo detalas attéla
tumsajas, vidéji apgaismotajas un gaisajas dalas.

Lai noregulétu fimeni . . .

1 - Nospiediet A un atlasiet Uzstadi$ana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizéti > Kontrasts >
Dinamiskais kontrasts.

3 - Nospiediet B (Pa labi) un atlasiet Maksimums, Videji,
Minimums vai Izslegts.

4 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu
izvelni.

Spilgtums

[zmantojot iestatijumu Spilgtums, varat iestatit attéla signala
spilgtuma limeni. Spilgtums ir pieredzéjusiem lietotajiem
paredzéts iestatijums. Mazak pieredzéjusiem lietotajiem iesakam

noregulét spilgtumu, izmantojot iestatjumu Kontrasts.
Lai noregulétu fimeni . . .

1 - Nospiediet A un atlasiet Uzstadi$ana, pec tam
nospiediet OK (Labi).
2 - Atlasiet TV iestatijumi > Attéls > Detalizéti > Kontrasts



> Spilgtums.
3 - Nospiediet » (Pa labi) un pielagojiet vértibu ar
taustiniem A (Uz augsu) vai w (Uz leju).

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Video kontrasts

[zmantojot iestatjumu Video kontrasts, varat samazinat video
kontrasta diapazonu. Ja skataties 3D attélus, Sis iestatijums tiek
parslégts uz 3D video kontrastu. Video kontrasts un 3D video

kontrasts ir pieredzéjusiem lietotajiem paredzéti iestatijumi.
Lai noregulétu limeni . . .

1 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attels > Detalizeti > Kontrasts >
Video kontrasts.

3 - Nospiediet B (Pa labi) un pielagojiet vertibu ar

taustiniem A (Uz augdu) vai w (Uz leju).

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvertu
izvelni.

Apgaismojuma sensors

Opcija Apgaismojuma sensors automatiski noregulé attéla un
Ambilight iestatijumus atbilstosi telpas apgaismojumam. Varat
ieslégt vai izslegt apgaismojuma sensoru.

Lai ieslegtu vai izslegtu . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attels > Detalizeti > Kontrasts >
Gaismas sensors.

3 - Nospiediet B (Pa labi) un atlasiet leslegts vai lzslégts.

4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvertu izvelni.

Gamma

[zmantojot opciju Gamma, varat iestatit nelinearu iestatijumu
attéla spilgtumam un kontrastam. Gamma ir iestatijums, kas
paredzets pieredzgjusiem lietotajiem.

Lai noregulétu flimeni . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizéti > Kontrasts
> Gamma.

3 - Nospiediet B (Pa labi) un pielagojiet vértibu ar
taustiniem A (Uz augsu) vai w (Uz leju).

4 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvértu
izvelni.
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Asuma iestatijumi

Super Resolution

[zmantojot opciju Super Resolution, varat ieslégt augstu asuma
limeni liniju malam un kontdram.

Lai ieslégtu vai izslégtu . . .

1 - Nospiediet M un atlasiet Uzstadi$ana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizéti > Asums

> Super resolution.

3 - Nospiediet B (Pa labi) un atlasiet leslégts vai lzslégts.

4 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvértu izvélni.

Trok$nu mazinasana

[zmantojot opciju TrokSnu mazinasana, varat atfiltrét un
samazinat attéla troksnu fmeni.

Lai noregulétu troksna mazinasanu . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam
nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attels > Detalizeti > Asums
> Troksnu mazinasana.

3 - Nospiediet B (Pa labi) un atlasiet Maksimums, VidEgji,
Minimums vai lzslegts.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvertu
izvelni.

MPEG defektu samazinasana

[zmantojot opciju MPEG defektu samazinasana, varat izlidzinat
attéla esosas digitalas parejas. MPEG defekti parasti redzami
attélos ka nelieli kvadratini vai deformé&tas malas.

Lai samazinatu MPEG defektus . ..

1 - Nospiediet M un atlasiet Uzstadi$ana, péc tam
nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attels > Detalizeti > Asums
> MPEG defektu samazinasana.

3 - Nospiediet B (Pa labi) un atlasiet Maksimums, Videgji,
Minimums vai lzslegts.

4 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvertu
izvelni.

Kustibas iestatijumi

HD Natural Motion

Izmantojot opciju HD Natural Motion, varat samazinat kustibu
vibraciju, kas redzama filmas.

Lai noregulétu kustibu vibraciju . . .

1 - Nospiediet A un atlasiet UzstadiSana, péc tam



nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizeti > Kustiba >
HD Natural Motion.

3 - Nospiediet B (Pa labi) un atlasiet Maksimums, Vidgji,
Minimums vai lzslegts.

4 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvértu izvélni.

Clear LCD

Izmantojot funkciju Clear LCD, varat iegtt izcilu kustibas asumu,
labaku melnas krasas limeni, lielaku kontrastu bez nirbésanas, tiru
attélu un lielaku skatisanas lenki.

Lai ieslégtu vai izslégtu . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam
nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attéls > Detalizeti > Kustiba >
Clear LCD.

3 - Nospiediet B (Pa labi) un atlasiet leslegts vai lIzslegts.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvertu
izvelni.

Spele vai dators

Varat parslégt televizoru uz idealu spélésanai piemérotu attéla
iestatijumu vai izmantot televizoru ka datora monitoru. Pieejami
atskirigi iestatijumi Spéle vai Dators. Ja iericei izvélné Avots ir
iestatts pareizais tips - spélu konsole vai dators -, televizors
automatiski parslédzas uz idealo iestatijumu, kad ieslédzat ierici. Ja
ieslédzat iestatijumu manuali, neaizmirstiet to izslégt, kad
parslédzat uz televizijas vai citas pievienotas ierices skatiSanos.

Lai manuali parslegtu iestatjumu . . .

1 - Nospiediet A un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Attels > Detalizeti > Darbibas
veids.

3 - Atlasiet Spéle, Dators vai TV. lestatijums TV atjauno attéla
iestatjumus televizijai.

4 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvértu izvélni.

Atrasanas vieta

Ja televizors atrodas veikala, varat to iestatit, lai tas raditu veikala
reklamjoslu. Attela stils automatiski tiek iestatits ka Dzivigs.
Automatiskais izslegsanas taimeris tiek izslegts.

Lai iestatitu televizora atrasanas vietu ka Veikals . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Atrasanas
vieta un nospiediet OK (Labi).

3 - Atlasiet Veikals un nospiediet OK (Labi).

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.
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21.3

Skana

Skanas stils

Lai érti pielagotu skanu, varat atlasit ieprieks iestatrtus
iestatijumus, izmantojot opciju Skanas stils.

1 - TV kanala skati$anas laika nospiediet £
Skanas stils
2 - Atlasiet stilu un nospiediet OK (Labi).

Pieejami $adi skanas stili. . .

* Personisks - iestatijumi, kurus veicat pats sadala Personalizét
skanu

* Originals - ripnicas standarts

* Filma - ideali iestatijumi, lai skatitos filmas

* Muzika - lieliski piemérots muzikas klausisanai

* Spéle - ideali iestatijumi, lai spélétu spéles

* Zinas - ideali cilvéka balsij pieméroti iestatijumi

Skanas stila atjaunosana

Kad atlasits iestatjums Skanas stils, varat pielagot jebkuru attéla
iestatjumu sadala Uzstadisana > TV iestatijumi > Skana...
[zveletais stils saglabas jUsu veiktas izmainas. leteicams pielagot
attéla iestatijumus tikai stila Personisks.

Lai atjaunotu stila sakotnéjos iestatijumus. ..

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Skanas stils un atlasiet
stilu, ko vélaties atiestatit.

3 - Nospiediet == Atjaunot stilu.

4 - Atlasiet Ja un nospiediet OK (Labi). Stils ir atjaunots.

5 - Nospiediet 2 BACK (Atpakal), ja nepieciesams, vairakkart,
lai aizvertu izvelni.

Nospiediet == Atslegvardi un atrodiet Skana, lai pielagotu
atseviskus skanas iestatjumus.

Skanas iestatijumi

Zemfrekvences skana

[zmantojot iestatijumu Bass, varat noregulét skanas zemo tonu
imeni.

Lai noregulétu fimeni . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Bass.

3 - Nospiediet B (Pa labi) un pielagojiet vértibu ar

taustiniem A (Uz augdu) vai w (Uz leju).

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.



Augstakas frekvences

Izmantojot iestatijumu Spalgums, varat noregulét skanas augsto
tonu limeni.

Lai noregulétu limeni . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Spalgums.

3 - Nospiediet B (Pa labi) un pielagojiet vertibu ar

taustiniem A (Uz augsu) vai w (Uz leju).

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Telpiska skanejuma rezims

[zmantojot iestatjumu Telpiska skan. rez., varat iestatit
televizora skalrunu skanas efektu. Ja 2D skatisanai atlasat
Incredible Surround, televizors automatiski parslégsies uz
Incredible Surround 3D, kad saksiet skatities 3D. Ja nevélaties, lai
televizors parslégtos automatiski, atlasiet Izslegts sadala Auto
Surround 3D.

Lai iestatitu telpiska skangjuma rezimu . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Telpiska skan. rez.

3 - Nospiediet B (Pa labi) un atlasiet Stereo, Incredible
Surround vai Incredible Surround 3D.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Auto Surround 3D

Izmantojot funkciju Auto Surround 3D, varat blokét televizoru,
lai tas automatiski neparslégtos uz Incredible Surround 3D,
parsledzot televizoru uz 3D skatianu.

Lai ieslégtu vai izslegtu . . .

1 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Auto Surround 3D.

3 - Nospiediet B (Pa labi) un atlasiet leslegts vai lzslegts.

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Austinu skalums

[zmantojot iestatjumu Austinu skalums, varat atseviski iestatit
pievienotu austinu skalumu.

Lai noregulétu skalumu . . .

1 - Nospiediet & un izvélnu josla atlasiet Austinu skajums.

2 - Nospiediet A (uz augsu) vai W (uz leju), lai noregulétu
skalumui.

3 - Nospiediet 42, ja nepiecieSams, vairakkart, lai aizvértu izvélni.
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Uzlaboti skanas iestatijumi

Automatiska skaluma limena izlidzinasana

[zmantojot opciju Autom. skaJuma regulesana, varat iestatit
televizoru automatiski izlidzinat skaluma atskiribas. Parasti tas
notiek, kad sakas reklamas vai tiek parslégti kanali.

Lai ieslégtu vai izslégtu . . .

1 - Nospiediet A un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Detalizéti > Autom.
skaluma regulesana.

3 - Nospiediet B (Pa labi) un atlasiet leslegts vai lzslegts.

4 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu izvélni.

Televizora skalruni

Varat nosutit televizora skanu uz pievienotu audio ierici - majas
kinozales sistému vai audiosistému. Izmantojot opciju TV
skalruni, varat atlastt, kur vélaties atskanot televizora skanu un ka
to kontrolét.

* Atlasot lzslegts, televizora skalruni tiek pilniba izslégti.
* Atlasot TV skalruni, televizora skalruni vienmér ir ieslégti.

Ja HDMI CEC ir pievienota audio ierice, varat izmantot kadu no
EasyLink iestatijumiem.

* Atlasot EasyLink, televizors nosita televizora skanu uz audio
ierici. Kad ierice atskanos skanu, televizora skalruni tiks izslégti.
* Atlasot EasyLink autom. start., televizors ieslégs audio ierici,
nosutis televizora skanu uz ierici un izslégs televizora skalrunus.
Ja atlasita opcija EasyLink vai EasyLink autom. start., jUs
joprojam varat parslégt uz televizora skalruniem vai ierices
skalruniem skanas izvélné.

Lai iestatitu televizora skalrunus . . .

1 - Nospiediet A un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Skanas izvade.

3 - Nospiediet B (pa labi) un atlasiet Izslegts, TV skalruni,
EasyLink vai EasyLink autom. start.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Lai tiesi parslegtu skalrunus . . .

1 - Televizora skatiSanas reZima nospiediet == OPCIJAS
(Opcijas) un atlasiet Attels un skana.

2 - Atlasiet Skalruni un atlasiet TV vai Pastiprinatajs (audio
ierice).

3 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu izvelni.

Tira skana

[zmantojot opciju Clear Sound, varat uzlabot runas skanu. Ideali
piemérota zinu programmam. Varat ieslégt vai izslégt runas
uzlaboganu.



Lai ieslégtu vai izslégtu . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Detalizéti > Clear Sound.
3 - Nospiediet B (Pa labi) un atlasiet leslégts vai lzslégts.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

HDMI ARC

Ja jums nav vajadzigs audio atgriezes kanals (ARC — Audio
Return Channel) neviena HDMI savienojuma, varat izslegt ARC
signalu.

Lai iegltu papildinformaciju, nospiediet == Atslegvardi un
atrodiet HDMI ARC.

Audio izvades formats

[zmantojot audio izvades formata opciju, varat iestattt, lai
televizora audio izvades signals atbilstu majas kino sistémas
skanas apstrades iesp&jam.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Audio izvades formats.

Audio izvades izlidzinasana

Audio izvades izlidzinasana lauj izlidzinat majas kinozales
sistémas un televizora skanas skalumu, kad parslédzat no vienas
ierices uz otru.

Lai iegtitu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Audio izvades izlidzinasana.

Audiosignala izvades aizkave

Ja sava majas kinozales sistéma iestatat audio sinhronizacijas
aizkavi, lai sinhronizétu skanu ar attélu, televizora jaizslédz audio
izvades aizkave.

Lai iegltu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Audio izvades aizkave.

Audiosignala izvades nobide

Ja nevarat iestatit aizkavi majas kino sistéma, varat to iestatit
televizora, izmantojot audio izvades nobidi.

Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Audio izvades nobide.
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Skalruni

Bezvadu skana

Nepieciesamais aprikojums

Varat pievienot bezvadu zemfr. skalruni $im televizoram. Ja
pievienojat zemfr. skalruni, skana tiek atskanota no televizora un
zemfr. skalruna.

Atlasiet bezvadu ska|runi

Kad bezvadu skalrunis tiek savienots pari ar televizoru, varat
atlastt skalruni, lai atskanotu televizora skanu, izvélné lestatijumi.
Ja esat pieslédzis vairakas bezvadu skalrunu sistémas, varat
parslégt dazadas bezvadu skalrunus izvélné Skanas izvade.

Lai atlasitu bezvadu skalruni televizora skanas atskanosanai. ..

1 - Nospiediet A un atlasiet Uzstadi$ana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Skanas izvade.

3 - Nospiediet B (pa labi) un atlasiet Bezvadu skana.

4 - Atlasiet bezvadu skalruna nosaukumu un nospiediet OK
(Labi). Televizora skalruni izslégsies. Ja atlasat bezvadu zemfr.
skalruni, televizora skalruni paliek ieslégti.

5 - Nospiediet 42, ja nepiecieSams, vairakkart, lai aizvértu izvelni.

Lai parslégtu bezvadu skalrunus izvélné Skalruni...

1 - Televizora skatiSanas laika nospiediet ##.

2 - Atlasiet Skalruni un bezvadu skalruna nosaukumu un
nospiediet OK (Labi).

3 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvértu izvelni.

Lai iegltu papildinformaciju par bezvadu skalruna savienosanu
pari, nospiediet == Atslegvardi un atrodiet Bezvadu skana,
savienosana.

Bezvadu skalrupa nonemsana

Varat atvienot un nonemt bezvadu skalruni no savienoto
skalrunu saraksta.

Lai atvienotu un nonemtu bezvadu skalruni. ..

1 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Bezvadu skana.

3 - Atlasiet bezvadu skalruna nosaukumu un nospiediet » (Pa
abi).

4 - Atlasiet Nonemt skalruni un nospiediet OK (Labi). Bezvadu
skalrunis tiek nonemts no saraksta.

5 - Nospiediet 42, ja nepieciesams, vairakkart, lai aizvertu izvelni.



Zemfr. skalruna iestatijumi

Ja pievienojat bezvadu zemfr. skalruni, varat veikt dazus papildu
skanas iestatijumus.

Zemfr. skalr. imenis

Salidzinajuma ar TV skalumu varat mazliet palielinat vai samazinat
zemfr. skalruna skalumu.

1 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Bezvadu skana.

3 - Atlasiet bezvadu skalruna nosaukumu un nospiediet » (Pa
abi).

4 - Atlasiet zemfr. skalruna limeni un nospiediet OK (Labi).
Pielagosanai izmantojiet taustinus A (uz augsu) un ¥ (uz leju).
5 - Nospiediet 42, ja nepieciesams, vairakkart, lai aizvértu
izvelni.

Problemas

Zudis savienojums

* Novietojiet bezvadu skalruni 5 metru diapazona no televizora.
* Vietas ar lielu bezvadu tiklu aktivitati - dzivoklos ar lielu
bezvadu marsrutétaju skaitu - var paléninat bezvadu
savienojumu. Novietojiet marsrutétaju un bezvadu skalruni péc
iespgjas tuvak televizoram.

Audio un video neatbilstiba

* Parslédzot Darbibas veids uz Spéle vai Dators, rodas audio un
video neatbalstiba ar bezvadu skalruni. Ja jusu spé€lu konsolei vai
datoram sadala Avoti ir iestatits pareizais ierices veids,
parslégsana tiek veikts automatiski.

* Ja izslédzat attéla iestatijumus, pieméram, Perfect Natural
Motion vai HD Natural Motion, rodas audio un video
neatbilstiba.

Majas kino sistema

Varat nosutit televizora skanu uz pievienotu audio ierici — majas
kinozales sistému vai audiosistemu.

Varat atlasit, kur vélaties atskanot televizora skanu un ka to
kontrolét.

* Atlasot lzslegts, televizora skalruni tiek pilniba izslégti.
* Atlasot TV skalruni, televizora skalruni vienmér ir ieslégti.

Ja HDMI CEC ir pievienota audio ierice, varat izmantot kadu no
EasyLink iestatjumiem.

* Atlasot EasyLink, televizors nosuta televizora skanu uz audio
ierici. Kad ierice atskanos skanu, televizora skalruni tiks izslégti.

* Atlasot EasyLink autom. start., televizors ieslégs audio ierici,
nosutis televizora skanu uz ierici un izslégs televizora skalrunus.
Ja atlastta opcija EasyLink vai Easylink autom. start,, jls joprojam
varat parslégt uz televizora skalruniem, ja nepiecieSams.
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Lai iestatitu televizora skalrunus . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Skana > Skanas izvade.

3 - Nospiediet B (pa labi) un atlasiet Izslegts, TV skalruni,
EasyLink vai EasyLink autom. start.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Lai tieSi parslegtu uz skalruniem . ..

1 - Televizora skatisanas laika nospiediet ## .

2 - Atlasiet Skalruni un atlasiet TV vai Pastiprinatajs
(audiosistema).

3 - Nospiediet 4D, ja nepiecieSams, vairakkart, lai aizvertu izvelni.

Televizora novietojums

Veicot sakotngjo uzstadisanu, Sis iestatijums tika iestatits ka Uz
TV stativa vai Pie sienas. Ja kops ta laika televizora novietojums

ir maintts, attiecigi pielagojiet So iestatjumu, lai nodrosinatu
optimalu skanu.

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > TV
novietojums un nospiediet OK (Labi).

3 - Atlasiet Uz TV stativa vai Pie sienas un nospiediet OK
(Labi).

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvertu izvélni.

21.4

Ambilight

Ambilight stils

Ambilight var bt ieprieks. iestatits vai statisks reZims.
[zmantojot ieprieks. iest. reZimu, televizors seko ekrana redzama
attéla krasam.

Rezima Statisks Ambilight ir konstanta statiska krasa. Varat pats
izveidot Ambilight statisko krasu.

Vispirms atlasiet vélamo Ambilight stilu.

Lai atlasitu Ambilight reZimu . . .

1 - Nospiediet M un atlasiet Uzstadi$ana, p&c tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Ambilight > Ambilight stils.

3 - Atlasiet vienu no ieprieks iest. stiliem vai lzslegts.

4 - Nospiediet 42, ja nepieciesams, vairakkart, lai aizvertu izvélni.

Lai atlasrtu statisku krasu . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam
nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Ambilight > Ambilight
stils > Statisks un nospiediet OK (Labi).



3 - Atlasiet krasu no krasu paletes. Nospiediet OK (Labi), lai
apstiprinatu.

4 - Nospiediet 4, ja nepiecie$ams, vairakkart, lai aizvértu izvélni.

Ambilight iestatijumi

Ambilight spilgtums

Izmantojot iestatjumu Ambilight spilgtums, varat iestatit
Ambilight spilgtuma limeni.

Lai noregulétu limeni . . .

1 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Ambilight > Spilgtums.

3 - Nospiediet OK (Labi) un pielagojiet vertibu ar taustiniem A
(Uz augsu) vai w (Uz leju).

4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvertu izvélni.

Ambilight piesatinajums

[zmantojot iestatjumu Ambilight piesatinajums, varat iestatit
Ambilight piesatinajuma limeni.

Lai noregulétu flimeni . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Ambilight > Piesatinajums.

3 - Nospiediet OK (Labi) un pielagojiet vértibu ar taustiniem A
(Uz augdu) vai w (Uz leju).

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Ambilight+hue

Nepieciesamais aprikojums

Izmantojot Ambilight+hue, varat iestatit savas Philips hue
spuldzes, lai tas sekotu televizora Ambilight krasam. Philips hue
spuldzes izkliedés Ambilight efektu visa telpa. Ja jums vél nav
nevienas Philips hue spuldzes, iegadajieties Philips hue sakuma
komplektu (ieklauts hue Bridge un 3 hue spuldzes) un uzstadiet
spuldzes un tiltu. Varat atseviski iegadaties papildu Philips hue
spuldzes.

Lai televizoram uzstaditu Ambilight+hue, nepieciesams. ..

* Philips hue Bridge
* dazas Philips hue spuldzes
* televizora savienojums ar majas tiklu

Varat veikt pilnu Ambilight+hue uzstadisanu bez Ambilight+hue
lietojumprogrammas.

Ja vélak lejupieladéjat bezmaksas Ambilight+hue
lietojumprogrammu sava viedtalruni vai plandetdatora, varat
izmantot 3o lietojumprogrammu, lai pielagotu dazus
Ambilight+hue iestatijumus.
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Konfiguresana

Konfigurésanas darbibas

Lai konfigurétu Philips hue spuldzes ka Ambilight+hue spuldzes,
izpildiet nakamajas lappusés noradrtas darbibas. ..

1 - Tikls

2 - Hue tilts

3 - Hue spuldzes

4 - Spuldzes konfigurésana

Tikls

Saja pirmaja darbiba televizors tiks sagatavots Philips hue Bridge
atrasanai.

Televizoram un Philips hue Bridge jaatrodas viena un taja pasa
tikla.

Savienojiet Philips hue Bridge ar marSrutétaju - tikla marsrutétaju,
ko izmanto televizors.

lesleédziet hue spuldzes.

Lai saktu konfigurésanu. ..

1 - Nospiediet @ (Ambilight) un atlasiet jebkuru Ambilight stilu.
2 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

3 - Atlasiet TV iestatijumi > Ambilight > Ambilight+hue un
nospiediet OK (Labi).

4 - Péc vienas darbibas atlasiet Ambilight+hue, atlasiet leslegts
un nospiediet OK (Labi).

5 - Atlasiet Konfigurét Ambilight+hue un nospiediet OK (Labi).
Ja televizors ir pievienots majas tiklam, tas nekavéjoties saks
meklét Philips hue Bridge.

Ja televizors vél nav pievienots jusu tiklam, tas vispirms saks tikla
uzstadisanu. Jums japievieno televizors savam majas tiklam.

Kad televizors ir pievienots tiklam, parejiet uz lapu Hue Bridge.

Lai iegttu papildinformaciju par televizora pievienosanu majas
tiklam, nospiediet == Atslegvardi un atrodiet Tikls, bezvadu.

Hue Bridge

Veicot nakamo darbibu, televizors tiks savienots ar Philips hue
Bridge.
Televizoru var savienot tikai ar vienu hue Bridge.

Lai savienotu hue Bridge. ..

1 - Kad televizors ir savienots ar tiklu, bds redzami pieejamie hue
Bridge tilti. Ja televizors vél nav atradis hue Bridge, varat atlastt
Skenet velreiz un nospiest OK (Labi).

Ja televizors ir atradis vienigo hue Bridge, atlasiet Talak un
nospiediet OK (Labi).

Ja jums ir vairaki hue Bridge tilti, nospiediet A (Uz augsu) vai w
(Uz leju), lai atlasttu hue Bridge, ko vélaties izmantot, un péc tam
atlasiet Talak un nospiediet OK (Labi).

2 - Kad esat nospiedis OK (Labi), parejiet pie Philips hue Bridge



un nospiediet savienojuma pogu ierices vidl. Tadéjadi hue Bridge
tiks savienots ar televizoru. zdariet to 30 sekunzu

laika. Televizora paradisies apstiprinajums, ka hue Bridge ir
savienots ar televizoru.

3 - Saja apstiprinajuma atlasiet OK (Labi) un nospiediet OK
(Labi).

Kad Philips hue tilts ir savienots ar televizoru, parejiet uz lapu
Hue spuldzes.

Hue spuldzes

Nakamaja darbiba atlasiet Philips hue spuldzes, kas sekos
Ambilight.

Varat atlasit maksimali 9 Philips hue spuldzes savienojumam
Ambilight+hue.

Lai atlasitu spuldzes savienojumam Ambilight+hue. ..

1 - IzvéIné Konfiguret Ambilight+hue atlasiet Hue spuldzes un
nospiediet OK (Labi).

2 - Atziméjiet spuldzes, kuram jaseko Ambilight. Lai atzmétu
spuldzi, atlasiet spuldzes nosaukumu un nospiediet OK (Labi).
3 - Kad esat pabeidzis, atlasiet pogu Labi un nospiediet OK
(Labi).

Kad spuldzes ir atZimétas savienojumam Ambilight+hue, atveriet
lapu Konfiguret spuldzi.

Spuldzes konfigurésana

Nakamaja darbiba tiks konfiguréta katra Philips hue spuldze.
Lai konfigurétu katru hue spuldzi. ..

1 - Izvélné Konfiguret Ambilight+hue atlasiet spuldzes
nosaukumu un nospiediet OK (Labi). Atlasita spuldze mirgo.

2 - Vispirms noradiet spuldzes novietojumu attieciba pret
televizoru. Pareizs lenka iestatijums parraidis atbilstoso Ambilight
krasu uz spuldzi. Lai pielagotu, nospiediet A (Uz augdu) vai w (Uz
leju).

3 - Nospiediet B (Pa labi), lai iestatitu attalumu.

4 - Péc tam noradiet attalumu starp spuldzi un televizoru. Jo
talak no televizora, jo vajaka ir Ambilight krasa. Nospiediet A (Uz
augsu) vai W (Uz leju), lai pielagotu.

5 - Nospiediet B (Pa labi), lai iestatttu spilgtumu.

6 - Beigas iestatiet spuldzes spilgtumu. Nospiediet A (Uz augsu)
vai ¥ (Uz leju), lai pielagotu.

7 - Lai partrauktu Sis spuldzes konfiguréSanu, atlasiet Labi un
nospiediet OK (Labi).

8 - IzvéIné Konfigurét Ambilight+hue varat atlasit katru spuldzi
un veikt tas pasas darbibas.

9 - Kad visas Ambilight+hue spuldzes ir konfigurétas, atlasiet
Pabeigt un nospiediet OK (Labi).

Ambilight+hue ir gatava lietosanai.

Vienmeér varat vélak mainit Ambilight+hue konfiguraciju.
Lai mainttu konfiguraciju, nospiediet M un atlasiet Uzstadisana >
TV iestatijumi > Ambilight > Ambilight+hue > Konfigurét
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Ambilight+hue.

Immersion

[zmantojot opciju Immersion, varat pielagot Ambilight efekta
limeni Ambilight+hue spuldzém.

Lai pielagotu Ambilight+hue Immersion...

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Ambilight > Ambilight+hue >
Immersion un nospiediet OK (Labi).

3 - Nospiediet A (Uz augsu) vai ¥ (Uz leju), lai noregulétu.

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Informacija

Sadala Skatit konfiguraciju varat aplikot pasreizé€jo
Ambilight+hue konfiguraciju. lzmantoto tiklu, savienoto spuldzu
skaitu u. tml.

Lai skatrtu pasreiz€jo Ambilight+hue uzstadijumu. ..

1 - Nospiediet M un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Ambilight > Ambilight+hue >
Skatit konfiguraciju un nospiediet OK (Labi).

3 - Atlasiet elementu, ko vélaties skatit, un nospiediet OK (Labi).
4 - Nospiediet 2 ja nepieciesams, vairakkart, lai aizvértu
izvelni.

Uzlaboti Ambilight iestatijumi

Sienas krasa

[zmantojot iestatijumu Sienas krasa, varat neitralizét krasotas
sienas efektu uz Ambilight krasam. Atlasiet aiz televizora esosas
sienas krasu, un televizors pielagos Ambilight krasas atbilstosi
apstakliem.

Lai atlasrtu sienas krasu . . .

1 - Nospiediet A un atlasiet Uzstadi$ana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Ambilight > Detalizéti > Sienas
krasa.

3 - Atlasiet krasas paraugu, kas atbilst aiz televizora esosas sienas
krasai, un nospiediet OK (Labi).

4 - Nospiediet 4, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Televizora izslegsana

[zmantojot iestatjumu Televizora izslegsana, varat iestatit, lai
Ambilight tiktu izslégta uzreiz vai nodzistu pakapeniski péc
televizora izslégSanas. Pakapeniska nodzisana dod jums laiku
ieslégt telpas apgaismojumu.



Lai izvélétos, ka Ambilight tiek izslégts. ..

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Ambilight > Detalizeti >
Televizora izslegsana.

3 - Atlasiet Pilniga izgaiSana vai Nekavejoties izslégt.

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Lounge light

Kad televizors ir gaidstaves rezZima, varat ieslégt Ambilight un
radit telpa Lounge light efektu.

Lai ieslegtu Ambilight, kamér televizors ir gaidstaves reZima,
nospiediet taustinu @ (Ambilight).

Lai mainttu funkcijas Lounge light krasu shému, vélreiz nospiediet
taustinu @ (Ambilight).

Lai izslégtu funkciju Lounge light, nospiediet taustinu @
(Ambilight) un turiet to nospiestu dazas sekundes.

Krasu shému varat iestatit ari izvélné TV iestatjumi.

1 - lesledziet televizoru (bez Lounge light rezima).

2 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

3 - Atlasiet TV iestatijumi > Ambilight > Detalizéti > Lounge
light un nospiediet OK (Labi).

4 - Atlasiet vélamo krasu diapazonu.

5 - Nospiediet 42, ja nepiecieSams, vairakkart, lai aizvértu izvelni.

Lounge light+hue

Ja esat uzstadijis Ambilight+hue, varat iestatt, lai hue spuldzes
sekotu Lounge light, ko rada Ambilight. Philips hue lampas
izvérsis Loung light efektu visa telpa. Hue spuldzes tiek ieslégtas
un automatiski konfigurétas sekot Lounge light péc
Ambilight+hue konfigurésanas.

Lai ieslégtu vai izslegtu hue spuldzes. ..

1 - Nospiediet M un atlasiet UzstadiSana, pec tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Ambilight > Detalizéti > Lounge
light+hue.

3 - Atlasiet leslégts vai Izslegts.

4 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvértu izvélni.

21.5
Universala piekluve
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leslegsana

Ja universala piekluve ir ieslégta, televizors ir iestatits ta, lai to var
lietot vajdzirdigas vai vajredzigas personas.

leslegsana

Ja uzstadidanas laika neieslédzat funkciju Universala piekluve, to
varat izdarit sadala Uzstadisana.
Lai ieslégtu universalo piekluvi . . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Universala
piekluve un nospiediet OK (Labi).

3 - lezZiméjiet izvélnes elementu lesl. un nospiediet taustinu OK.
4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvértu izvélni.

Ja universala piekjuve ir ieslégta sadala lestatisana, tad
universalas piekluves opcija tiek pievienota opciju izvélnei.

Vajdzirdigiem

lesleégsana

Digitalie TV kanali var parraidrt Tpasus audio komentarus,
aprakstot ekrana notiekosas darbibas.

Lai varétu iestatit vajredzigiem paredzéto skanu un efektus,
vispirms jaieslédz opcija Audio apraksts.

Turklat pirms audio apraksta opcijas jaieslédz Universala
piekluve.

Audio apraksts

[zmantojot opciju Audio apraksts, parastajam audiosignalam tiek
pievienoti diktora komentari.
Komentaru ieslégsana (ja pieejama). . .

1 - Kad Universala piek|uve ir ieslégta, nospiediet ==
OPTIONS (Opcijas) un atlasiet Universala piekluve.
2 - Atlasiet Audio apraksts un nospiediet OK (Labi).
3 - leziméjiet izvélnes elementu lesl. un nospiediet taustinu OK.

Varat parbaudtt, vai ir pieejams audio komentars.
Izvélné Opcijas atlasiet Audio valoda un meklgjiet audio valodu,
kas atziméta ar ot

Skalruni/austinas

[zmantojot opciju Skalruni/austinas, varat atlasit, kur vélaties
klaustties audio komentarus.
Tikai televizora skalrunos, tikai austinas vai abas iericés.

Opcijas Skalruni/austinas iestatisana. . .

1 - Nospiediet @M un atlasiet Uzstadi$ana, p&c tam

nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi > Valodas > Audio apraksts >
Skalruni/austinas un nospiediet OK (Labi).



3 - Atlasiet Skalruni, Austinas vai Skalruni + austinas un
nospiediet OK (Labi).

4 - Nospiediet 4, ja nepiecie$ams, vairakkart, lai aizvértu izvélni.

Vajredzigiem

Jaukts skalums

Varat sajaukt parasta audiosignala un audio komentaru skalumu.
Skaluma jauksana. . .

1 - Nospiediet == OPTIONS (Opcijas) un izvélnu josla atlasiet
Universala piekluve.

2 - Atlasiet Jaukts skalums un nospiediet OK (Labi).

3 - Izmantojiet A vai ¥ lai iestatitu slhidjoslu.

4 - Nospiediet OK (Labi), lai apstiprinatu.

Skanas efekts

Daziem audio komentariem var bt pieejami papildu skanas
efekti, pieméram, stereo vai pamazam rimstosa skana.

Skanu efektu ieslégsana (ja pieejami). . .

1 - Nospiediet A un atlasiet Uzstadi$ana, pec tam

nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi > Valodas > Audio apraksts >

Skanu efekti un nospiediet OK (Labi).
3 - Atlasiet leslegts vai lzslegts un nospiediet OK (Labi).

4 - Nospiediet 4, ja nepiecieSams, vairakkart, lai aizvértu izvélni.

Runa

Audio komentarus var papildinat art subtitri, kuros atveidots
runatais teksts.

Subtitru ieslegsana (ja pieejami). . .

1 - Nospiediet M un atlasiet UzstadiSana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Kanalu iestatijumi > Valodas > Audio apraksts >
Runa un nospiediet OK (Labi).

3 - Atlasiet Aprakstoss (audio) vai Subtitri un nospiediet OK
(Labi).

4 - Nospiediet D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Taustina skanas signals

Taustina signals atskan katru reizi, kad nospiezat kadu talvadibas
pults taustinu. Signala skaluma limenis ir fikséts.

Lai ieslégtu taustinu skanas signalu . . .

1 - Nospiediet == OPTIONS (Opcijas), atlasiet Universala
piekluve un nospiediet OK (Labi).

2 - Atlasiet Taust.skana un atlasiet leslegts.
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Ja izvélné Opcijas nav redzams vienums Universala piekluve,
ieslédziet opciju Universala piekluve izvélné Uzstadisana.
Lai iegltu papildinformaciju, nospiediet == Atslégvardi un
atrodiet Universala piekluve.
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Vide

Energijas taupisana

Eko iestatijumos apvienoti videi labveligi iestatijumi.

TV kanalu skati$anas laika nospiediet ikonu &, péc tam
atlasiet Eco iestatijumi un nospiediet OK (Labi).

Aktivie iestatjumi ir atZiméti ar 4. Varat atzimét vai nonemt
atzZimi katram iestatijumam, izmantojot taustinu OK (Labi).
Velreiz nospiediet 4O lai aizvértu eko iestatijumus.

Energijas taupisana

Sis attéla stils iestata attélam vislabako energoefektivo
iestatijumu.

Lai iegttu papildinformaciju, nospiediet == Atslegvardi un
atrodiet Attela stils.

Ekrans izslegts

Ja Vélaties tikai klausities muziku, varat izslégt televizora ekranu, lai
taupitu energiju.

Atlasiet Izsl. ekranu un nospiediet OK (Labi). Lai atkal ieslégtu
ekranu, nospiediet jebkuru talvadibas pults taustinu. (Iznemot
taustinu (@)

Gaismas sensors*

Lai taupttu elektroenergiju, kad televizora atrasanas vieta k|Gst
tumsaks, ieblveétais apkartéja apgaismojuma sensors samazina
televizora ekrana spilgtumu. leblvétais apgaismojuma sensors
automatiski pielago attélu apgaismojumam telpa.

* Tikai televizoriem ar gaismas sensoru

Izslegsanas taimeris

Ja 4 stundu laika netiek nospiests neviens talvadibas pults tausting
vai ja televizors 10 minGsu laika nesanem nekadu signaly,
televizors tiek automatiski izslégts, lai taupitu energiju.

Ja televizoru izmantojat ka monitoru vai lietojat digitalo uztvéréju
(televizora pierici), lai skatitos televizoru, un nelietojat televizora
talvadibas pulti, deaktivizéjiet automatisko izslégsanu.

Televizora ir ne tikai eko iestatijumi, bet arT energijas taupisanas
tehnologija, kas saudzé vidi.

Neaktivas ierices izslegtas

Izslédziet pievienotas EasyLink HDMI-CEC saderigas ierices, kas
netiek izmantotas.
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Eiropas energijas markejums

Eiropas energijas mark&jums norada $is ierices
energoefektivitates klasi. Jo zalaka ir ierices energoefektivitates
klase, jo mazak energijas ta patére.

Uz markéjuma jUs varat redzét Sis ierices energoefektivitates
klasi, vidgjo stravas patérinu ieslégta stavokll un vidéjo energijas
patérinu 1 gada laika. Ss ierices stravas patérina vértibas varat
skatit ari savas valsts Philips vietné www.philips.com/TV

LietoSanas beigas

Veco produktu un bateriju utilizacija

Siierice ir konstruéta un izgatavota no augstas kvalitates
materialiem un sastavdalam, ko var parstradat un izmantot
atkartoti.

Ja uz produkta redzams parsvitrotas atkritumu urnas simbols, tas
nozimé, ka uz o produktu attiecas Eiropas direktiva 2002/96/EK.

Lddzu, uzziniet par elektrisko un elektronisko produktu vietéjo
atsevisko savaksanas sistemu.

Lddzy, rikojieties saskana ar vietgjiem noteikumiem un neizmetiet
nolietotos produktus kopa ar parastiem sadzives atkritumiem.
Pareiza nolietoto produktu likvidé$ana palidz novérst iesp&jamo
negativo ietekmi uz vidi un cilvéku veselibu.

JUsu produkta ievietotas baterijas, uz kuram attiecas Eiropas
direktiva 2006/66/EK un kuras nedrikst utilizét kopa ar parastiem
sadzives atkritumiem.

Lddzu, noskaidrojiet vietéjo noteikumu prasibas attieciba uz
bateriju atsevisku savak3anu, jo pareiza to likvidéSana palidz
noverst iesp&jami negativo ietekmi uz vidi un cilvéku veselibu.
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Uztversana televizoros bez
satelittelevizijas

* Antenas ieeja: 75 omi, koaksialais kabelis (IEC75)

» Uztversanas diapazoni: hiperjosla, S-Channel, UHF, VHF
* DVB:

- Modelu nosaukumiem ar PxH: DVB-T (virszemes, antena)



COFDM 2K/8K; DVB-C (kabelis) QAM

- Modelu nosaukumiem ar PxT: DVB-T2; DVB-C (kabelis) QAM
* Analoga video atskanosana: NTSC, SECAM, PAL

* Digitala video atskanosana: MPEG2 SD/HD (ISO/IEC
13818-2), MPEG4 SD/HD (ISO/IEC 14496-10)

* Digitala audio atskanosana (ISO/IEC 13818-3)

PiezZime: attiecigo valstu sarakstu sk. televizora datu plaksnite
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Uztversana televizoros ar
satelitteleviziju

* Antenas ieeja: 75 omi, koaksialais kabelis (IEC75)

» Uztversanas diapazoni: hiperfrekvences, S-Channel, UHF, VHF
* DVB:

- Modelu nosaukumiem ar PxK:

DVB-T (virszemes, antena) COFDM 2K/8K; DVB-C (kabelis)
QAM; DVB-S/S2 QPSK; parraides atrums 2 lidz 45 milj. simbolu,
SCPC un MCPC

- Modelu nosaukumiem ar PxS:

DVB-T2; DVB-C (kabelis) QAM; DVB-S/S2 QPSK; parraides
atrums 2 lidz 45 milj. simbolu, SCPC un MCPC

* Analoga video atskanos$ana: NTSC, SECAM, PAL

* Digitala video atskanosana: MPEG2 SD/HD (ISO/IEC
13818-2), MPEG4 SD/HD (ISO/IEC 14496-10)

* Digitala audio atskanosana (ISO/IEC 13818-3)

* Satelita antenas ieeja: 75 omi, F tips

* |levades frekvences diapazons: no 950 Iidz 2150 MHz

* levades Imena diapazons: 25 lidz 65 dBm

* Atbalstitie sateliti: Astra 19.2°E, Astra 23.5°E, Astra 28.2°F,
Hotbird 13.0°E, TurkSat 42.0°E, Eutelsat 7°W, Thor 1°W

* Astra HD+ atbalsts

* LNB: DiSEqC 1.0, 1 lidz 4 LNB atbalsts, polaritates izvéle:
14/18 V, frekvences izvéle: 22 kHz, Tone burst rezims, LNB
maksimala strava: 300 mA

PiezZime: attiecigo valstu sarakstu sk. televizora datu plaksnite.
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Displejs

Tips

* Ekrana diagonales izmérs:
- 61 cm / 24 collas

- 81 cm / 32 collas

-102 cm / 40 collas

- 107 cm / 42 collas

- 119 cm / 47 collas

-122 cm / 48 collas

-127 cm / 50 collas

- 140 cm / 55 collas

- 164 cm / 65 collas
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* Displeja izskirtspeja:
- PRxxxx9 : 1920x1080p
- PHxxxx9 : 1366x768p

levades izskirtspeja HD/FHD televizoriem

Video formati

[z3kirtsp&ja — atsvaidzes intensitate

* 480i — 60 Hz
* 480p — 60 Hz
« 576i — 5000 Hz
* 576p — 50 Hz

* 720p — 50 Hz, 60 Hz
* 1080i — 50 Hz, 60 Hz
* 1080p - 24 Hz, 25 Hz, 30 Hz, 50 Hz, 60 Hz

Datora formati
Iz3kirtspéja (cita starpa)

* 640 x 480p - 60 Hz

* 800 x 600p - 60 Hz

* 1024 x 768p - 60 Hz
*+ 1280 x 768p - 60 Hz
* 1360 x 765p - 60 Hz
* 1360 x 768p - 60 Hz
* 1280 x 1024p - 60 Hz
* 1920 x 1080p - 60 Hz
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Stravas padeve

Produkta specifikacijas var tikt mainttas bez iepriekséja
bridinajuma. Detalizétu informaciju par 3t produkta specifikacijam
skatiet vietné www.philips.com/support.

Stravas padeve

* Elektrotikla strava: mainstrava, 220-240 V +/-10%

» Apkartéeja temperatra: 5-35 °C

* Stravas patérin$ gaidstaves reZzima: < 0,3 W

* Energijas taupisanas funkcijas: energijas taupisana, ekrana
izslégdana, gaismas sensors, izsl€gsanas taimeris, neaktivo iericu
izslégsana.

Energijas klase, kas noradita produkta datu plaksnité, ir &
produkta energijas patéring parastas majsaimniecibas lietosanas
laika (IEC 62087 Izd. 2). Maksimala energijas klase, kas noradita
iekavas, tiek izmantota elektrodrosibai (IEC 60065 Izd. 7.2).


http://www.philips.com/support
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|zmeri un svars (6719. serija)

40Pxx6719

* bez televizora stativa:

Platums 911,3 mm - Augstums 528 mm - Dzilums 61,8 mm -
Svars £8,1 kg

* ar televizora stativu:

Platums 911,3 mm - Augstums 587,3 mm - Dzilums 213,17 mm -
Svars £9,3 kg

48Pxx6719

* bez televizora stativa:

Platums 1082 mm - Augstums 625 mm - Dzilums 57 mm - Svars
+10,8 kg

* ar televizora stativu:

Platums 1082 mm - Augstums 683 mm - Dzilums 223 mm -
Svars £12,2 kg

22.7
Savienojamiba

Televizora aizmugure

* Audio ieeja (DVI-HDMI): stereo 3,5 mm mini ligzda

» CVBS: audio kreisas/labas puses ieejas savienojums, CVBS ieeja,
RGB

* SCART: audio kreisas/labas puses ieejas savienojums, CVBS
ieeja, RGB

* YPbPr: Y Pb Pr, audio kreisas/labas puses ieeja: stereo 3,5 mm
mini ligzda

* Digitala audio izeja: optiska, Toslink

* Tikls LAN: RJ45

* HDMI ieeja ar ARC

*+ USB 20

Televizora sanos

* HDMI ieeja ar ARC

* USB 20

* Kopéja interfeisa slots: CI+/CAM

* Austinas: 3,5 mm stereo mini ligzda

22.8
Multivide

Savienojumi

* USB 2.0

* Ethernet LAN RJ-45%

* Wi-Fi 802.11b/g/n (ieblvéts)*
Atbalstitas USB failu sistemas

* FAT 16, FAT 32, NTFS

Atskanosanas formati
* Konteineri: 3GP, AVCHD, AVI, MPEG-PS, MPEG-TS, MPEG-4,
Matroska (MKV), Quicktime (MQOV, M4V, M4A), Windows
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Media (ASF/WMV/WMA)

* Video kodeki: MPEG-1, MPEG-2, MPEG-4 Part 2, MPEG-4 Part
10 AVC (H264), VC-1, WMV9

* Audio kodeki: AAC, HE-AAC (vI~N2), AMR-NB, Dolby Digital,
Dolby Digital Plus, DTS 2.0 + Digital Out™, MPEG-1/2/2.5
Layer I/I/Il (ietver MP3), WMA (V2 lidz v9.2), WMA Pro
(VONV10)

* Subtitri:

— Formati: SAMI, SubRip (SRT), SubViewer (SUB), MicroDVD
(TXT), mplayer2 (TXT), TMPlayer (TXT)

— RakstzZimju kodésana: UTF-8, Centraleiropa un Austrumeiropa
(Windows-1250), Kirilica (Windows-1251), Grieku
(Windows-1253), Turku (Windows-1254), Rietumeiropa
(Windows-1252)

* Attéla kodeki: JPEG

* lerobeZojumi:

— Maksimalais multivides failam atbalstitais kopé&jais bitu parraides
atrums ir 30 Mbps.

— Maksimalais multivides failam atbalstrtais video bitu parraides
atrums ir 20 Mbps.

— MPEG-4 AVC (H.264) ir atbalstits [idz pat High Profile @ L4.1.
— VC-1 ir atbalstits idz pat Advanced Profile @ L3.

Wi-Fi Certified Miracast™*

Sis televizors atbalsta WiDi 4.x ierices.

Atbalstita multivides servera programmatira (DMS)*

* PC - Microsoft Windows XP, Vista vai Windows 7

— Varat izmantot jebkuru DLNA sertificétu® multivides servera
programmatdru.

— Microsoft - Windows Media Player

* Mac OS X

— Varat izmantot jebkuru DLNA sertificetu® multivides servera
programmataru.

* Mobilas ierices

— Philips MyRemote - iOS, Android

* Var atskirties sadarbspéja un veiktspéja atkariba no mobilas
ierices iesp€jam un izmantotas programmaturas.

Elektrostatiskas izlades noteikumi
Siiekarta atbilst elektrostatiskajai izladei piemérojamajiem A
kategorijas veiktsp€jas kritérijiem. Ja iekarta elektrostatiskas

izlades dé| netiek atkopta failu koplietoSanas rezima,
nepiecieSama lietotaja iejauksanas.

* Tikai Smart televizoriem.
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Programmatura

231
Programmaturas atjauninasana

Atjauninasana no USB

lespéjams, bUs jaatjaunina televizora programmatira. Jums bds
vajadzigs dators ar atrdarbigu intemeta pieslégumu un USB
atminas ierice, lai programmatiru augdupieladétu televizora.
Izmantojiet USB atminas ierici, kura ir 256 MB briva atminas
vieta. Parliecinieties, vai ierakstiSanas aizsardziba ir izslégta.

1 - Atjauninasanas saksana televizora

Nospiediet A atlasiet Uzstadisana un nospiediet OK (Labi).
Atlasiet Atjaunin.programmat. > USB un nospiediet OK (Labi).
2 - Televizora identificesana

Pievienojiet USB atminas ierici vienam no televizora USB
savienojumiem.

Atlasiet Sakt un nospiediet OK (Labi). USB atminas iericé tiks
ierakstits identifikacijas fails.

3 - Televizora programmatiiras lejupielade

Pievienojiet USB atminu datoram.

USB iericé atrodiet failu update.htm un veiciet uz ta dubultklikski.

Noklikskiniet uz Nosutit 1D.

Ja ir pieejama jauna programmatura, lejupieladéjiet .zip failu.

Péc lejupieladésanas atpakojiet failu un nokopéjiet failu
autorun.upg USB atminas iericé.

Neievietojiet 3o failu mapé.

4 - Televizora programmatiiras atjauninasana

Vélreiz ievietojiet televizora USB atminu. Atjauninasana sakas
automatiski.

Televizors izslédzas (uz 10 sekundém) un atkal iesleédzas. Ludzu,
uzgaidiet.

leverojiet:

* Nelietojiet talvadibas puilti.
* neiznemiet USB atminas ierici no televizora

Ja atjauninasanas laika tiek partraukta stravas padeve, nekada
gadijuma neatvienojiet USB atminas ierici no televizora. Péc
stravas padeves atjauno3anas atjauninasana tiks turpinata.

Atjauninasanas beigas ekrana tiek paradits zinojums Darbiba
sekmiga pabeigta. Iznemiet USB atminas ierici un nospiediet

talvadibas pults taustinu ©.
leverojiet:

* divreiz nospiediet O

* nospiediet televizora ieslégsanas sledzi

Televizors izsledzas (uz 10 sekundém) un atkal ieslédzas. Ludzu,
uzgaidiet.

Televizora programmatira ir atjauninata. Jus atkal varat izmantot
televizoru.

Lai nejausi neveiktu televizora programmatiras atjauninasanu,
izdzesiet no USB atminas ierices failu autorun.upg.
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Atjauninasana no interneta

Ja televizors ir pieslégts internetam, jUs, iespgjams, sanemsiet TP
Vision zinojumu par televizora programmatiras atjauninasanu.
Jums nepieciesams atrs (platjoslas) intemeta pieslégums.

Ja sanemat o zinojumu, ieteicams veikt atjauninasanu.
Atlasiet Atjauninat. Izpildiet ekrana redzamos noradijumus.

Jaunos atjauninajumus varat meklét ari pats.
Lai meklétu atjauninajumu . ..

1 - Nospiediet M un atlasiet Uzstadi$ana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Atjaunin.programmat. > TV ar internetu, péc tam
nospiediet OK (Labi). Izpildiet ekrana redzamos noradijumus.

Kad atjauninasana ir pabeigta, televizors automatiski izslédzas un
atkal ieslédzas.
Pagaidiet, kamér televizors tiek atkal ieslégts.

232
Programmaturas versija

Lai skatrtu pasreiz&jas televizora programmatlras versiju . . .

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet Programmatiiras iestatijumi un nospiediet OK
(Labi).

3 - Atlasiet Programmat. inform. un skatiet Izlaides versija.

4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

23.3
Atklata pirmkoda programmatura

Sim televizoram ir atklata pirmkoda programmatara. Ar %o TP
Vision Europe B.V. piedava péc pieprasijuma nosutit pilniga
atbilstosa atklata pirmkoda kopiju ar autortiesibam aizsargata
atklata pirmkoda programmattras pakotném, kas izmantotas Sim
razojumam, ja $ads piedavajums tiek pieprasrts saskana ar
atbilstosam licencém.

Sis piedavajums ir speka ne ilgak ka tris gadus péc produkta
iegades jebkurai personai, kura ir sanémusi o informaciju.
Lai sanemtu pirmkodu, l0dzu, rakstiet anglu valoda uz . . .

Intellectual Property Dept.
TP Vision Europe B.V.
Prins Bemhardplein 200
1097 |B Amsterdam

The Netherlands
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Open source license

Acknowledgements and License Texts for any open source
software used in this Philips TV.

This is a document describing the distribution of the source
code used on the Philips TV, which fall either under the GNU
General Public License (the GPL), or the GNU Lesser General
Public License (the LGPL), or any other open source license.
Instructions to obtain source code for this software can be
found in the user manual.

PHILIPS MAKES NO WARRANTIES WHATSOEVER, EITHER
EXPRESS OR IMPLIED, INCLUDING ANY WARRANTIES OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR
PURPOSE, REGARDING THIS SOFTWARE. Philips offers no
support for this software. The preceding does not affect your
warranties and statutory rights regarding any Philips product(s)
you purchased. It only applies to this source code made available
to you.

Freetype (2.4.3)

FreeType is a software font engine that is designed to be small,
efficient, highly customizable, and portable while capable of
producing high-quality output (glyph images).

This piece of software is made available under the terms and
conditions of the FreeType Project license, which can be found
below.

Source: http://freetype.sourceforge.net

zlib (1.2.3)

The 'zlib" compression library provides in-memory compression
and decompression functions, including integrity checks of the
uncompressed data.

This piece of software is made available under the terms and
conditions of the zlib license, which can be found below.
Source: http//www.zlib.net/

Fraunhofer AAC Ecnoder (3.3.3)
AAC Ecnoder.
Source: Android |B source code

unicode (3.2)

This library is used to perform UNICODE string manipulation.
This piece of software is made available under the terms and
conditions of the ICU license, which can be found below.
Source: http//www.icu-project.org/

libpng (1.2.43)

PNG decoder.

This piece of software is made available under the terms and
conditions of the libpng license, which can be found below.
Source: http://www.libpng.org/pub/png/libpng.html

libjpg (6b)
This library is used to perform JPEG decoding tasks.
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This piece of software is made available under the terms and
conditions of the libjpg license, which can be found below.
Source: http://www.ijg.org/

libmng (1.0.10)

libmng -THE reference library for reading, displaying, writing and
examining Multiple-Image Network Graphics.MNG is the
animation extension to the popular PNG image-format.

This piece of software is made available under the terms and
conditions of the libmng license, which can be found below.
Source: http://sourceforge.net/projects/libmng/files/

u-Boot loader (1.34)

Used by boot loader and only linked with boot loader, GPL
license.

This piece of software is made available under the terms and
conditions of the u-Boot loader license, which can be found
below.

Source: http://sourceforge.net/projects/u-boot/files/u-boot/U-
Boot-1.1.4/u-boot-1.1.4.tar.bz2/download

Libcurl (7.21.7)

HTTP clientlibcurl is a free and easy-to-use client-side URL
transfer library, supporting FTP, FTPS, HTTP, HTTPS, SCP, SFTP,
TFTP, TELNET, DICT, LDAP, LDAPS, FILE, IMAP, SMTP, POP3
and RTSP. libcurl supports SSL certificates, HTTP POST, HTTP
PUT, FTP uploading, HTTP form based upload, proxies, cookies,
user+password authentication (Basic, Digest, NTLM, Negotiate,
Kerberos4), file transfer resume, http proxy tunneling and more!
This piece of software is made available under the terms and
conditions of the Libcurl license, which can be found below.
Source: http://curl.haxx.se/

c-ares (1.7.4)

c-ares is a C library that performs DNS requests and name
resolves asynchronously.

This piece of software is made available under the terms and
conditions of the c-ares license, which can be found below.
Source: http://c-ares.haxx.se/c-ares-1.7.1 tar.gz

openss!| (1.0.0d)

OpenSSL is an open source implementation of the SSL and TLS
protocols. The core library (written in the C programming
language) implements the basic cryptographic functions and
provides various utility functions. Wrappers allowing the use of
the OpenSSL library in a variety of computer languages are
available.

This piece of software is made available under the terms and
conditions of the 1.7.4 license, which can be found below.
Source: http://www.openssl.org/source/openssl-1.0.0.tar.gz

Expat (2.01)

xml paser; Expat is an XML parser library written in C. It is a
stream-oriented parser in which an application registers handlers
for things the parser might find in the XML document (like start
tags). An introductory article on using.

This piece of software is made available under the terms and
conditions of the Expat license, which can be found below.



Source: http://expat.sourceforge.net/

DirectFB include SAWMAN (1.4.0)

It is a software library for GNU/Linux/UNIX based operating
system with a small memory footprint that provides graphics
acceleration, input device handling and abstraction layer, and
integrated windowing system with support for translucent
windows and multiple display layers on top of the Linux
framebuffer without requiring any kernel modifications.

This piece of software is made available under the terms and
conditions of the DirectFB license, which can be found below.
Source: http://sourceforge.net/projects/jointspace/files/remote_a
pplications_SDK/remote_spplications_SDK_v1.3.1/DirectFB141_
source_1.3.1.7z/download

SAWMAN

SquashFS is a compressed read-only file system for Linux.
SquashFS compresses files, inodes and directories, and supports
block sizes up to 1 MB for greater compression. SquashFS is also
the name of free/open software, licensed under the GPL, for
accessing SquashFsS filesystems.

Source: http://squashfs.sourceforge.net/

Linux Kemel (3.0)

The Linux kernel is an operating system kernel used by the Linux
family of Unix-like operating systems.

This piece of software is made available under the terms and
conditions of the Linux Kernel license, which can be found
below.

Source: http//www.kernel.org

SQlLite (3.7.2)

SQLite is a in-process library that implements a self-contained,
serverless, zero-configuration, transactional SQL database
engine.

This piece of software is made available under the terms and
conditions of the SQLite license, which can be found below.
Source: http://www.sqlite.org/download.html

SquashFS (3.4)

SquashFS is a compressed read-only file system for Linux.
SquashFS compresses files, inodes and directories, and supports
block sizes up to 1 MB for greater compression. SquashFS is also
the name of free/open software, licensed under the GPL, for
accessing SquashFsS filesystems.

This piece of software is made available under the terms and
conditions of the SquashFsS license, which can be found below.
Source: http://squashfs.sourceforge.net/

glibc (2.6.1)

Any Unix-like operating system needs a C library: the library
which defines the ““system calls" and other basic facilities such as
open, mallog, printf, exit..The GNU C library is used as the C
library in the GNU system and most systems with the Linux
kernel

This piece of software is made available under the terms and
conditions of the glibc license, which can be found below.
Source: http//www.gnu.org/software/libc/
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mtd-utils (1)

The aim of the system is to make it simple to provide a driver
for new hardware, by providing a generic interface between the
hardware drivers and the upper layers of the system. Hardware
drivers need to know nothing about the storage formats used,
such as FTL, FFS2, etc,, but will only need to provide simple
routines for read, write and erase. Presentation of the device's
contents to the user in an appropriate form will be handled by
the upper layers of the system.

This piece of software is made available under the terms and
conditions of the mtd-utils license, which can be found below.
Source: http//www.linux-mtd.infradead.org/index.html

libusb (1.0.6)

This is the home of libusb, a library that gives user level
applications uniform access to USB devices across many different
operating systems. libusb is an open source project licensed
under the GNU Lesser General Public License version 2.1.Many
participants in the libusb community have helped and continue
to help with ideas, implementation, support and improvements
for libusb.

This piece of software is made available under the terms and
conditions of the libusb license, which can be found below.
Source:

http://libusb.wiki.sourceforge.net

http://www.libusb.org/

libusb-compat (0.1.3)

Library to enable user space application programs to
communicate with USB devices.

This piece of software is made available under the terms and
conditions of the libusb-compat license, which can be found
below.

Source: http://libusb.wiki.sourceforge.net/LibusbCompat0.1

NTFS-3G Read/Write Driver (2010.5.22)

NTFS-3G is an open source cross-platform implementation of
the Microsoft Windows NTFS file system with read-write
support. NTFS-3G often uses the FUSE file system interface, so
it can run unmodified on many different operating systems. It is
runnable on Linux, FreeBSD, NetBSD, OpenSolaris, BeOS,
QNX,; WiInCE, Nucleus, VxWorks, Haiku,MorphQOS, and Mac
OS X It is licensed under either the GNU General Public
License or a proprietary license. It is a partial fork of ntfsprogs
and is under active maintenance and development.

This piece of software is made available under the terms and
conditions of the NTFS-3G Read/Write Driver license, which
can be found below.

Source: http://www.tuxera.com

WPA Supplicant (0.510 & 0.6.7)

These packages are used to provide WiFi access.The supplier for
these tools is Atheros. These pieces of software are made
available under the terms and conditions of the GPL v2 license,
which can be found below.

This piece of software is made available under the terms and
conditions of the WPA Supplicant license, which can be found
below.



Source: http://hostap.epitest.fi/wpa_supplicant/

ntfsprogs (2.0.0)

Some useful tool for ntfs file sytem.

This piece of software is made available under the terms and
conditions of the ntfsprogs license, which can be found below.
Source: http://sourceforge.net/projects/linux-ntfs

fuse (2.8.4)

Fuse is a simple interface for userspace programs to export a
virtual filesystem to the linux kernel.

This piece of software is made available under the terms and
conditions of the fuse license, which can be found below.
Source: http://fuse.sourceforge.net/

libiconv (1.11.1)

This library provides an iconv() implementation, for use on
systems which don't have one, or whose implementation cannot
convert from/to Unicode. .

This piece of software is made available under the terms and
conditions of the libiconv license, which can be found below.
Source: http://ftp.gnu.org/pub/gnu/libiconv

electric-fence (2.1.13)

Used for memory corruption detection.

This piece of software is made available under the terms and
conditions of the electric-fence license, which can be found
below.

Source: http://perens.com/FreeSoftware/ElectricFence/electric-
fence_2.1.13-0.1tar.gz

liveMedia

When Wifi Display or streaming RtspPlayer are enabled.
This piece of software is made available under the terms and
conditions of the electric-fence license, which can be found
below.

Source: www.live555.com

QT (4.7.0)

Netflix skpe besttv pandora picasa?! will use QT.

This piece of software is made available under the terms and
conditions of the QT license, which can be found below.
Source: http://qt.nokia.com/

e2fsprogs (1.41.14)

e2fsprogs provides the filesystem utilities for use with the ext2
filesystem, it also supports the ext3 and ext4 filesystems.

This piece of software is made available under the terms and
conditions of the e2fsprogs license, which can be found below.
Source: http://e2fsprogs.sourceforge.net/

alsa (1.0.24.1)

Advanced Linux Sound Architecture (ALSA).

This piece of software is made available under the terms and
conditions of the alsa license, which can be found below.
Source: http//www.alsa-project.org

lvm?2 (2.02.89)
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DM_VERITY.

This piece of software is made available under the terms and
conditions of the lvm?2 license, which can be found below.
Source: ftp//sources.redhat.com/pub/lvm?2/releases/

encfs (1.3.2)
A library provides an encrypted filesystem in user-space.
Source: http//www.arg0.net/encfs

boost (1.15.0)

A library provides free peer-reviewed portable C++ source
libraries is used for encfs.

Source: http://www.boost.org

rlog (1.4)

A library that provides a flexible message logging facility for C
programs and libraries is used for encfs.

Source: http//www.argO.net/rlog

iptables (1.4.15)
For Cross connection.
Source: http//www.netfiltter.org/projects/iptables/

bash (3.2.48)

Bash is the shell, or command language interpreter, that will
appear in the GNU operating system.

Bash is an sh-compatible shell that incorporates useful features
from the Komn shell (ksh) and C shell (csh).

It is intended to conform to the IEEE POSIX P1003.2/1SO
9945.2 Shell and Tools standard.

It offers functional improvements over sh for both programming
and interactive use.

In addition, most sh scripts can be run by Bash without
modification.

Source: http//www.gnu.org/software/bash/

coreutils (6.9)

The GNU Core Utilities are the basic file, shell and text
manipulation utilities of the GNU operating system.

These are the core utilities which are expected to exist on every
operating system.

Source: http://www.gnu.org/software/coreutils/

findutils (4.2.31)

The GNU Find Utilities are the basic directory searching utilities
of the GNU operating system.

These programs are typically used in conjunction with other
programs to provide modular and powerful directory search and
file locating capabilities to other commands.

Source: http://www.gnu.org/software/findutils/

gawk (3.1.5)

If you are like many computer users, you would frequently like
to make changes in various text files wherever certain patterns
appear, or extract data from parts of certain lines while
discarding the rest.

To write a program to do this in a language such as C or Pascal
is a time-consuming inconvenience that may take many lines of



code.

The job is easy with awk, especially the GNU implementation:
gawk.

Source: http://www.gnu.org/software/gawk/

grep (2.5.1a)

The grep command searches one or more input files for lines
containing a match to a specified pattern. By default, grep prints
the matching lines.

Source: http//www.gnu.org/software/grep/

gzip (1.3.12)

GNU Gzip is a popular data compression program originally
written by Jean-loup Gailly for the GNU project. Mark Adler
wrote the decompression part.

Source: http://www.gnu.org/software/gzip/

inetutils (1.4.2)
Inetutils is a collection of common network programs.
Source: http//www.gnu.org/software/inetutils/

iputils (s20101006)

The iputils package is set of small useful utilities for Linux
networking. It was originally maintained by Alexey Kuznetsov.
Source: http://www.skbuff.net/iputils/

module-init-tools (3.12)

Provides developer documentation for the utilities used by Linux
systems to load and manage kernel modules (commonly
referred to as "drivers").

Source: https://modules.wikikernel.org/index.php/Main_Page

ncurses (5.7)

The Ncurses (new curses) library is a free software emulation of
curses in System V Release 4.0, and more.

It uses Terminfo format, supports pads and color and multiple
highlights and forms characters and function-key mapping, and
has all the other SYSV-curses enhancements over BSD Curses.
Source: http://www.gnu.org/software/ncurses/

net-tools (1.6)

The Net-tools?package is a collection of programs for controlling
the network subsystem of the Linux kernel.

Source: http//www linuxfromscratch.org/blfs/view/6.3/basicnet/n
et-tools.html

procps (ps, top) (3.2.8)

procps is the package that has a bunch of small useful utilities
that give information about processes using the /proc filesystem.
The package includes the programs ps, top, vmstat, w, kill, free,
slabtop, and skill.

Source: http://procps.sourceforge.net/index.html

psmisc (22.13)

This PSmisc package is a set of some small useful utilities that use
the proc filesystem. We're not about changing the world, but
providing the system administrator with some help in common
tasks.
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Source: http://psmisc.sourceforge.net/

sed (4.1.5)

sed (stream editor) isn't an interactive text editor. Instead, it is
used to filter text, i.e, it takes text input, performs some
operation (or set of operations) on it, and outputs the modified
text.

sed is typically used for extracting part of a file using pattern
matching or substituting multiple occurrences of a string within a
file.

Source: http//www.gnu.org/software/sed/

tar (1.17)

GNU Tar provides the ability to create tar archives, as well as
various other kinds of manipulation.

For example, you can use Tar on previously created archives to
extract files, to store additional files, or to update or list files
which were already stored.

Source: http//www.gnu.org/software/tar/

util-linux-ng (2.18)
Various system utilities.
Source: http://userweb.kernel.org/~kzak/util-linux-ng/

udhcpc (0.9.8cvs20050303-3)

Udhcpc is a very smalllDHCPclient geared towards’embedded
systems.

Source:
http://udhcp.sourcearchive.com/downloads/0.9.8cvs20050303-3/

Libxml2 (2.7.8)

The "libxmI2" library is used in AstroTV as a support for the
execution of NCL application. This library was developed for the
GNOME software suite and is available under a "MIT" license.
Source: http//www.xmlsoft.org

uriparser (0.7.7)
For MPEG-DASH
Source: http://uriparser.sourceforge.net/

xerces-ct++ (3.1.1)
For MPEG-DASH
Source: http://xerces.apache.org/

webp (0.2.1)
For Netflix
Source: https://code.google.com/p/webp/

wget (1.10.2)

GNU Woget is a free software package for retrieving files using
HTTP, HTTPS and FTP, the most widely-used Internet
protocols.

[t is a non-interactive commandline tool, so it may easily be
called from scripts,’cron?jobs, terminals without X-Windows
support, etc.

Source: http://ftp.gnu.org/gnu/wget/wget-1.10.2.tar.gz

wireless_tools (0.29)



The Wireless Tools (WT)lis a set of tools allowing to
manipulate the Wireless Extensions.

They use a textual interface and are rather crude, but aim to
support the full Wireless Extension.

Source: http://www.hpl.hp.com/personal/Jean_Tourrilhes/Linux/T
ools.html

ezxml (0.8.6)

ezXML is a C library for parsing XML documents. Used inside
Philips libraries.

Source: http://sourceforge.net/projects/ezxml/

SQLite (3.7.7.1)

SQLite is a in-process library that implements a self-contained,
serverless, zero-configuration, transactional SQL database
engine.

Source: http://www.sqlite.org/download.html

AES (aes-src-29-04-09.zip)

Advanced Encryption Standard (AES) is a specification for the
encryption of electronic data. Used inside Philips libraries.
Source: http://gladman.plushost.co.uk/oldsite/ AES/

microhttpd (libmicrohttpd-0.9.9 tar.gz)

GNU libmicrohttpd is a small C library that is supposed to make
it easy to run an HTTP server as part of another application.
The original download site for this software is :
http://www.gnu.org/software/libmicrohttpd/This piece of
software is made available under the terms and conditions of the
LGPL v2.1 license

Source:
http://ftp.gnu.org/gnu/libmicrohttpd/libmicrohttpd-0.9.9 tar.gz

yajl (lloyd-yajl-2.0.1-0-gf4b2b1atar.gz)

YAJL is a small event-driven (SAX-style) ]SON parser written in
ANSI C, and a small validating JSON generator. YAJL is released
under the ISC license.

The original download site for this software is :
http://lloyd.github.com/yajl/This piece of software is made
available under the terms and conditions of the ISC license
Source: http://pkgs.fedoraproject.org/repo/pkgs/yajl/lloyd-yajl-2.0.
1-0-gf4b2blatar.gz/df6a751e7797b9c2182efd91b5d64017/lloyd-
yajl-2.0.1-0-gf4b2b1a.tar.gz

HMAC-SHA1 (0.1)

keyed-hash message authentication code (HMAC) is a specific
construction for calculating a message authentication code
(MAC) involving a cryptographic hash function in combination
with a secret cryptographic key.

As with any MAC, it may be used to simultaneously verify both
the data integrity and the authentication of a message.

Any cryptographic hash function, such as MD5 or SHA-1, may
be used in the calculation of an HMAG,; the resulting MAC
algorithm is termed HMAC-MD5 or HMAC-SHAT accordingly.
Source: http//www.deadhat.com/wlancrypto/hmac_shal.c

gSoap (2.7.15)
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The gSOAP toolkit is an open source C and C++ software
development toolkit for SOAP/ XML Web services and generic
(non-SOAP) C/C++ XML data bindings.

Part of the software embedded in this product is gSOAP
software. Portions created by gSOAP are Copyright 2000-2011
Robert A. van Engelen, Genivia inc. All Rights Reserved.
Source: http://sourceforge.net/projects/gsoap2/

jquery (1.10.2)

jQuery is a fast and concise JavaScript Library that simplifies
HTML document traversing, event handling, animating, and Ajax
interactions for rapid web development.

Source: http://jquery.com/

Libupnp (1.2.1)

The Linux* SDK for UPnP* Devices (libupnp) provides
developers with an APl and open source code for building
control points, devices, and bridges that are compliant with
Version 1.0 of the UPnP Device Architecture Specification.
Source: http://upnp.sourceforge.net/

mDNSResponder (mDNSResponder-320.10.80)

The mDNSResponder project is a component of Bonjour,
Apple's ease-of-use IP networking
initiativer<http://developer.apple.com/bonjour/>

In our project, Bonjour is used for the automatic discovery of
devices and services

Source: http://developer.apple.com/bonjour/
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Traucejummeklesana

Kanali
InstaléSanas laika nav atrasts neviens digitalais kanals.

Skatiet tehniskas specifikacijas, lai parliecinatos, ka jlsu televizors
atbalsta DVB-T vai DVB-C jusu valstl.

Parliecinieties, ka visi vadi ir pareizi savienoti un ka izvéléts
pareizais tikls.

Kanalu saraksta nav ieprieks instaleto kanalu

Parliecinieties, ka izvélets pareizais kanalu saraksts.

Visparigi

Nevar ieslegt televizoru:

* Atvienojiet stravas vadu no elektribas kontaktligzdas. Uzgaidiet
vienu mindti, péc tam pievienojiet atpakal.

* Parliecinieties, ka stravas vads ir drosi pievienots.

Cikstosa skana ieslégsanas vai izslegSanas bridi

leslédzot, izsledzot vai iestatot televizoru gaidstaves reZima, no ta
pamatnes atskan cikstosa skana. Ciksto$a skana rodas, kad
televizora korpuss izplesas un saraujas, televizoram atdziestot un
uzsilstot. Tas neietekmé darbibu.

Televizors neatbild uz talvadibas pults komandam

Televizoram nepiecie$ams laiks, lai ieslégtos. Saja laika televizors
neatbild uz talvadibas pults vai televizora pogu izmantoSanu. Ta ir
normala paradiba.

Ja televizors joprojam neatbild uz talvadibas pults komandam,
varat parbaudrt, vai talvadibas pults darbojas, izmantojot mobila
talruna kameru. lestatiet talruni kameras reZima un notéméjiet
talvadibas pulti uz kameras objektivu. Ja, nospiezot jebkuru
talvadibas pults taustinu, ievérojat infrasarkanas LED mirgonu
kamera, talvadibas pults darbojas. Javeic televizora parbaude.

Ja neievérojat mirgonu, talvadibas pults, iesp&jams, ir bojata, vai
tai ir izladéjusas baterijas.

So talvadibas pults parbaudi nevar veikt, ja talvadibas pults ir
savienota par ar televizoru bezvadu tikla.

Pec Philips startesanas ekrana attelosanas televizors parsleédzas
atpakal gaidstaves rezima

Kad televizors ir gaidstaves rezima, tiek attélots Philips
startésanas ekrans, péc tam televizors parslédzas atpakal
gaidstaves rezima. Ta ir normala paradiba. Kad televizors tiek
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atslégts un péc tam pieslégts stravas padevei, startésanas ekrans
tiek attélots nakamaja ieslégsanas reize. Lai ieslégtu televizoru no
gaidstaves reZima, nospiediet talvadibas pults taustinu vai
televizora pogu.

Gaidstaves lampina turpina mirgot

Atvienojiet stravas vadu no kontaktligzdas. Uzgaidiet 5 mindtes
un pieslédziet atpakal. Ja mirgosana turpinas, sazinieties ar Philips
TV klientu apkalposanas centru.

Nepareiza izvélnes valoda
Mainiet atpakal uz savu valodu.

1 - Nospiediet A un atlasiet Uzstadisana, péc tam

nospiediet OK (Labi).

2 - Atlasiet TV iestatijumi > Visparigie iestatijumi > Izvélnes
valoda un nospiediet OK (Labi).

3 - Atlasiet vélamo valodu un nospiediet OK (Labi).

4 - Nospiediet 4D, ja nepieciesams, vairakkart, lai aizvértu izvelni.

Attels

Nav attela/izkroplots attels

* Parliecinieties, ka antena ir pareizi pievienota televizoram.

* Parliecinieties, ka pareiza ierice ir izvéléta ka displeja avots.

* Parliecinieties, ka aréja ierice vai avots ir pareizi pievienots.
Skana ir, bet nav attela

* Parliecinieties, ka attéla iestatjumi ir pareizi.

Slikta antenas uztversana

* Parliecinieties, ka antena ir pareizi pievienota televizoram.

* Skali skalruni, nezemétas audio ierices, neona gaismas, augstas
ékas un citi lieli objekti var ietekmét uztverSanas kvalitati. Ja
iesp&jams, méginiet uzlabot uztversanas kvalitati, mainot antenas
virzienu vai parvietojot ierices talak no televizora.

* Ja uztverSana ir slikta tikai vienam kanalam, precizi noskanojiet
$o kanalu.

Slikts attels no ierices

* Parliecinieties, ka ierice ir pareizi pievienota.

* Parliecinieties, ka attéla iestatijumi ir pareizi.

Attela iestatijumi pec noteikta laika tiek mainiti
Parliecinieties, ka Atrasanas vieta ir iestatita ka Majas. Varat
maintt un saglabat iestatijumus $aja rezima.

Paradas reklamkarogs

Parliecinieties, ka Atrasanas vieta ir iestatita ka Majas.

Attels neieklaujas ekrana

Mainiet uz citu attéla formatu. Nospiediet &3.

Attela formats turpina mainities dazados kanalos

Atlasiet attéla formatu, kas nav automatisks.

Attéla novietojums ir nepareizs

Attéla signali no dazam iericém, iesp&jams, neatbilst ekranam.



Parbaudiet signala izvadi no izvades ierices.

Datora attels nav stabils

Parliecinieties, ka jusu datoram ir iestatita atbalstita izSkirtspé&ja un
atsvaidzes intensitate.

Savienojumi

HDMI

* Nemiet vera, ka HDCP (aizsardziba pret platjoslas digitala
satura kopésanu) atbalsts var aizkavét satura attélosanu no
HDMI ierices.

* Ja televizors neatpazist HDMI ierici un attéls netiek paradits,
parslédziet avotu no vienas ierices uz citu un atpakal.

* Ja rodas saraustiti skanas partraukumi, parliecinieties, ka izvades
iestatjumi no HDM ierices ir pareizi.

* Ja izmantojat HDMI-DVI adapteri vai HDMI-DVI vadu,
parliecinieties, ka papildu audio vads ir pievienots AUDIO IN
ieejai (tikai mini spraudnis), ja tads ir pieejams.

EasyLink nedarbojas

* Parliecinieties, ka jisu HDMl ierices ir HDMI-CEC saderigas.
EasyLink funkcijas darbojas tikai ar iericém, kas ir saderigas ar
HDMI-CEC.

Nav redzama skaluma ikona
* Kad ir pievienota HDMI-CEC audio ierice, ta ir normala
paradiba.

Netiek paraditi fotoatteli, video un muzika no USB ierices

* Parliecinieties, ka USB atminas ierice ir iestatita ka saderiga ar
lielapjoma atminas klasi, ka aprakstits atminas ierices
dokumentacija.

* Parliecinieties, ka USB atminas ierice ir saderiga ar televizoru.
* Parliecinieties, ka televizors atbalsta skanas un attéla failu
formatus.

Saraustita USB failu atskanosana

» USB atminas ierices parsitisanas veiktspéja, iespejams,
ierobezo datu parsttisanas atrumu uz televizoruy, izraisot sliktu
atskanosanas kvalitati.

24.2

Registret

Registréjiet televizoru un izmantojiet virkni prieksrocibu, tostarp
pilnu atbalstu (arT lejupielades), priviligétu piekluvi informacijai par
jaunajiem produktiem, ekskluzivus piedavajumus un atlaides,

iespéju laimét balvas un pat piedalities pasas aptaujas par
jaunajiem produktiem.

Atveriet vietni www.philips.com/welcome
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24.3

Palidziba

v

Saja televizora ir pieejama ekrana palidziba.

PalidzZibas atversana
1 - Nospiediet M lai atvértu sakuma izvélni.
2 - Atlasiet Palidziba un nospiediet OK (Labi).

Lai atrastu $is témas alfabéta seciba, atlasiet Atslegvardi.
Lai lasttu palidzibu ka gramatu, atlasiet Gramata.

Lai izpilditu palidzibas noradijumus, vispirms aizveriet palidzibas
sadalu.
Lai aizvértu palidzibu, nospiediet M.

Tiesa palidziba

Nospiediet taustinu == (zils), lai tdlit atvértu palidzibu. Palidziba
tiks atvérta nodala, kas atbilst jusu veiktajam darbibam televizora.

Veicot dazas darbibas, pieméram, lasot teletekstu, krasu
taustiniem ir noteiktas funkcijas, un ar tiem nevar atvért palidzibu.

Televizora palidzZiba plansetdatora, viedtalrunt vai datora

Lai értak lasitu izvérstas instrukciju nodalas, varat lejupieladét
televizijas palidzibu PDF formata, lai lasttu sava viedtalrunt,
plandetdatora vai datora. Vai ari varat izdrukat attiecigo palidzibas
lappusi no datora.

Lai lejupieladétu palidzibu (lietosanas rokasgramatu), atveriet
vietni www.philips.com/support.

UMv 7500140508 - 20141028
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Palidziba tiessaiste

Lai atrisinatu jebkuru ar Philips televizoru saistitu problému, varat
izmantot mUsu tiessaistes atbalstu. Taja varat izvéléties savu
valodu un ievadit produkta modela numuru.

Atveriet vietni www.philips.com/support

Atbalsta vietné varat atrast talruna numuru, lai sava valstt
sazinatos ar musu apkalposanas centru, ka arf atbildes uz biezi
uzdotajiem jautajumiem. Dazas valstis varat térzet ar vienu no
musu lidzstradniekiem un uzdot jautajumus tiesi vai nosutit e-
pasta

Varat lejupieladét jauno televizora programmatiru vai
rokasgramatu lasisanai sava datora.


http://www.philips.com/welcome
http://www.philips.com/support

24.5
Klientu apkalposana / remonts

Lai sanemtu atbalstu, pa talruni varat sazinaties ar klientu
apkalpoganas centru sava valstl. Talruna numuru sk. televizora
komplekta ieklautaja drukataja dokumentacija.

Varat arT apmeklét masu vietni www.philips.com/support.

Televizora modela un sérijas numurs

lespejams, jus ldgs nosaukt vai ievadit sava televizora modela un
sérijas numuru. Sos numurus sk. uz iepakojuma uzlimes vai
televizora aizmuguré vai apaksa esosas datu plaksnites.

A Bridinajums
Neméginiet patstavigi remontét televizoru. Tadéjadi varat gt

traumas, radit neatgriezeniskus bojajumus televizoram vai anulét
garantiju.
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Drosiba un apkope

251

Drosiba

Svarigi

Pirms televizora lietoSanas izlasiet un izprotiet visus drosibas
noradijumus. Ja bojajumi radusies noradijumu neievérosanas del,
garantija nebUs speka.

Nodrosiniet televizoru pret apgasanos

Vienmer izmantojiet piegadato sienas kronsteinu, lai nodrosinatu
televizoru pret apgasanos. Uzstadiet kronsteinu un nostipriniet
televizoru uz kronsteina, pat ja novietojat televizoru uz gridas.

Televizora piestiprinasanas noradijumus varat atrast Tsaja
lietosanas pamaciba, kas ieklauta komplektacija. Ja esat pazaudéjis
S0 pamaciby, lejupieladéjiet to no vietnes www.philips.com

Lai meklétu Tso lietosanas pamacibu lejupieladei, izmantojiet
televizora veida numuru.

Elektriska stravas trieciena vai aizdegSanas
risks

* Nekada gadijuma nepaklaujiet televizoru lietus vai Gdens
ietekmei. Nekada gadijuma televizora tuvuma nenovietojiet ar
ddeni pildrtus traukus, pieméram, vazes.

Ja uz televizora vai taja nonak skidrums, nekavéjoties atvienojiet
televizoru no stravas padeves.

Sazinieties ar Philips TV klientu apkalposanas centru, lai pirms
lietoSanas parbauditu televizoru.

* Nekada gadijuma nepaklaujiet televizoru, talvadibas pulti un
baterijas parmeérigam karstumam. Nekada gadijuma nenovietojiet
tos degosdu svecu, atklatas liesmas vai citu karstuma avotu
tuvuma, tostarp tieos saules staros.

* Nekad neievietojiet televizora ventilacijas atverés vai citos
atvérumos kadus priekSmetus.

» Nekada gadijuma nenovietojiet smagus priekSmetus uz stravas
vada.

* Nelietojiet speku, darbojoties ar stravas kontaktligzdam. Valigas
kontaktligzdas var izraisit dzirksteloSanu vai ugunsgréku. Sekojiet,
lai stravas vadu nenostieptu, grozot televizora ekranu.

* Lai atvienotu televizoru no stravas padeves, jaatvieno
televizora stravas kontaktdaksa. Atvienojot stravas padevi,
vienmér velciet aiz kontaktdaksas, nevis aiz vada. NodroSiniet, lai
vienmér butu pilniga piekluve kontaktdak3ai, stravas vadam un
kontaktligzdai.
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Savainojuma gusanas vai televizora bojajumu
risks

* Lai celtu un nestu televizoru, kura svars parsniedz 25 kg,
nepieciesami divi cilveki.

* Ja televizoru novietojat uz stativa, izmantojiet tikai ta
komplektacija ieklauto stativu. Stingri piestipriniet stativu
televizoram.

Novietojiet televizoru uz lidzenas, horizontalas virsmas, kas iztur
televizora un stativa svaru.

* Ja televizors tiek stiprinats pie sienas, parliecinieties, vai sienas
stiprinajums iztur televizora svaru. TP Vision nekada gadijuma
neatbild par neatbilstosi veiktu stiprinasanu pie sienas, kuras
rezultata noticis negadijums, giits savainojums vai nodarfti
bojajumi.

« ST izstradajuma dalas ir izgatavotas no stikla. Rikojieties
uzmanigi, lai izvairitos no savainojumiem un bojajumiem.

Televizora bojajuma risks

Pirms televizora pievienosanas stravas padeves kontaktligzdai
parbaudiet, vai stravas spriegums atbilst televizora aizmuguré
noraditajai vértibai. Nekada gadijuma nepievienojiet televizoru
stravas padeves kontaktligzdai, ja spriegums atskiras.

Savainojumu gusanas risks berniem

levérojiet Sos drosibas bridinajumus, lai nepielautu televizora
apgasanos un bérnu savainosanos.

* Nekad nenovietojiet televizoru uz virsmas, kas parklata ar
dranu vai citu materialu, kuru iesp&jams paraut.

* Parliecinieties, ka neviena televizora dala neparkaras pari
atbalsta virsmas malam.

» Nekada gadijuma nenovietojiet televizoru uz augstam
mébelém, pieméram, uz gramatplaukta, nepiestiprinot gan
attiecigo mébeli, gan televizoru pie sienas vai piemérota balsta.
* Paskaidrojiet bérniem, cik bistami var bt rapties uz mébelém,
méginot aizsniegt televizoru.

Bateriju norisanas risks
Talvadibas pulty, iesp&jams, ir ievietotas apalas plakanas baterijas,

kuras mazi bérni var viegli norit. Vienmér glabajiet Sis baterijas
bérniem nepieejama vietal

Parkarsanas risks

Nekada gadijuma neuzstadiet televizoru norobezota telpa.
Vienmér atstajiet ap televizoru vismaz 10 centimetrus platu
ventilacijas atstarpi. Sekojiet, lai televizora ventilacijas spraugas
nav nosegtas ar aizkariem vai citiem priekSmetiem.


http://www.philips.com

Perkona negaiss

Pirms pérkona negaisa atvienojiet televizoru no stravas padeves
un antenas.

Pérkona negaisa laika nekad nepieskarieties kadai no televizora
dalam, elektribas vadam vai antenas kabelim.

Dzirdes bojajumu risks

[zvairieties no austinu izmantosanas liela skaluma vai ilgstosu laika
posmu.

Zema temperatura

Ja televizors parvadats temperatdira, kas ir zemaka par 5 °C,
pirms televizora pieslégsanas stravas padevei izsainojiet to un
pagaidiet, lidz ta temperatlra sasniedz istabas temperatdru.

Mitrums

Retos gadijumos atkariba no temperatdras un mitruma televizora

priekséja stikla iekSpuse var veidoties neliels kondensats (daziem
modeliem). Lai novérstu kondensata veidosanos, nepaklaujiet
televizoru tieSai saules staru, karstuma vai liela mitruma
iedarbibai. Ja kondensats radies, tas izzudis péc televizora paris
stundu darbibas.

Kondensats neradis televizora bojajumus vai nepareizu televizora
darbibu.

25.2
Ekrana apkope

* Nekad nepieskarieties ekranam, nestumiet, neberziet un
nesitiet to ar kadu priekSmetu.

* Pirms tirisanas atvienojiet televizoru no stravas padeves.

* Tiriet televizoru un ta ietvaru ar mikstu, mitru dranu un viegli
noslaukiet. Nepieskarieties Ambilight diodém (LED) televizora
aizmuguré. Nekad netiriet televizoru ar tadam vielam ka spirts,
Kimiskas vielas vai sadzives tirisanas lidzekl]i.

* Lai nepielautu deformaciju un krasu izbalésanu, pec iespéjas
atrak noslaukiet Gdens lases.

* PEc iespéjas izvairieties no nekustigu attélu demonstrésanas.
Nekustigi attéli ir tadi, kas ekrana redzami ilgstoSu laikposmu.
Nekustigi attéli ir ekrana izvélnes, melnas malas, laika radijumi
u. ¢. Ja jademonstré nekustigi attéli, samaziniet ekrana kontrastu
un spilgtumu, lai nepielautu ekrana bojajumus.
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Lietosanas noteikumi,
autortiesibas un
licences

26.1
Lietosanas noteikumi

2014 © TP Vision Europe B.V. Visas tiesibas paturétas.

So produktu tirgl izplata uznémums TP Vision Europe B.V. vai
kada no ta filialéem, kas turpmak $aja dokumenta tiek dévéta par
TP Vision, un tas ir produkta razotajs. TP Vision ir galvotajs
attieciba uz produktu, kura komplektacija atrodama $i brosura.
Philips un Philips vairoga logotips ir registrétas Koninklijke Philips
N.V precu Zimes.

Specifikacijas var tikt mainttas bez ieprieks$éja pazinojuma. Precu
Zimes pieder Koninklijke Philips Electronics N.V vai to
attiecigajiem Tpasniekiem. TP Vision patur tiesibas jebkura laika
veikt izmainas izstradajumos bez pienakuma attiecigi piemérot
agrakas piegades.

Kopa ar televizoru piegadata drukata dokumentacija un
televizora atmina saglabata vai no Philips timekla vietnes
lejupieladéta rokasgramata ir pietiekama, lai nodrosinatu
paredzeto sistémas izmantosanu.

Saja rokasgramata ietvertais materials tiek uzskatits par atbilsto$u
sistémas izmantosanai paredzétajos noltkos. Ja izstradajums vai ta
atseviski moduli vai procediras tiek izmantotas noltikos, kas nav
Seit ietverti, jasanem deriguma un piemeérotibas apstiprinajums.
TP Vision Europe B.V. garant€, ka materials pats par sevi
neparkapj nekadus ASV patentus. Nekadas turpmakas garantijas
netiek tiedi vai netiesdi izteiktas. TP Vision Europe B.V. neuznemas
atbildibu par jebkadam kladam 31 dokumenta satura vai jebkadam
problémam, ko radijis &1 dokumenta saturs. K|ddas, par kuram tiks
pazinots Philips, tiks izlabotas un publicétas Philips atbalsta
timekla vietné péc iespéjas atrak. Garantijas noteikumi
Savainojumu, televizora bojajumu un garantijas spéka zaudésanas
risks! Nekada gadijuma neméginiet labot televizoru pats.
Izmantojiet televizoru un papildu aksesuarus tikai ta, ka to
paredzejis razotajs. Televizora aizmuguré uzdrukata bridinagjuma
Zime norada, ka pastav elektriskas stravas trieciena risks. Nekada
gadijuma nenonemiet televizora parsegu. Apkopes vai remonta
jautajumos vienmeér sazinieties ar Philips Klientu atbalsta centru.
Ja veiksiet kadu darbibu, kas $aja pamaciba skaidri aizliegta, vai
kadus noregul&jumus vai montazas proceduras, kas Saja pamaciba
nav ieteiktas vai atlautas, garantija tiks anuléta. Pikse|u TpaSibas
Sim LCD/LED izstradajumam ir liels skaits krasu pikselu. Lai gan
ta efektivie pikseli ir 99,999% vai vairak, uz ekrana pastavigi var
paradities melni vai spilgti gaismas punkti (sarkani, zali vai zli). Ta
ir displeja struktras Tpasiba (visparpienemtu nozares standartu
ietvaros), nevis nepareiza darbiba. CE atbilstiba Sis izstradajums
atbilst Direktivu 2006/95/EK (zemsprieguma iekartas),

2004/108/EK (elektromagnétiska savietojamiba) un 2011/65/ES
(ROHS) galvenajam prasibam un citiem butiskiem noteikumiem.
Atbilstiba EML TP Vision Europe B.V. razo un pardod daudz
izstradajumu, kas paredzeti patérétajiem un kas tapat ka jebkura
elektroniska iekarta spgj izdot un sanemt elektromagnétiskus
signalus. Viens no Philips vado3ajiem uznémeéjdarbibas principiem
ir veikt visus nepiecieSamos veselibas un drosibas pasakumus, lai
musu izstradajumi atbilstu visam piemérojamajam tiesiskajam
prasibam un ieklautos elektromagnétiska lauka (EML) standartos,
kas piemérojami izstradajumu izgatavosanas laika. Philips ir
apnémies izstradat, izgatavot un tirgot izstradajumus bez kaitigas
ietekmes uz veselibu. TP Vision apstiprina, ka ta izstradajumi,
lietojot tos atbilstosi paredzétajiem nolikiem, ir drosi lietosanai
saskana ar Sobrid pieejamiem zinatniskiem pieradijumiem. Philips
aktivi piedalas starptautisko EML un droSibas standartu izstrade,
kas auj tam paredzét turpmako standartizacijas attistibu un agrini
veikt izmainas savos izstradajumos.

26.2
Autortiesibas un licences

HDMI

HDMI®

HDMI un HDMI High-Definition Multimedia Interface, ka ari
HDMI logotips ir HDMI Licensing LLC precu Zimes vai
registrétas pre¢u zZimes Amerikas Savienotajas Valstis un citas
valstis.

Dolby

Dolby®

Razots ar Dolby Laboratories licenci. Dolby un dubulta ,D”
simbols ir Dolby Laboratories precu Zimes.

DTS 2.0 + Digital Out™

DTS 2.0 + Digital Out™

Razots péc licences ar ASV patenta Nr.: 5,956,674; 5,974,380;
6,487,535 un citiem ASV un visa pasaulé izsniegtiem un



pieteiktiem patentiem. DTS, simbols, ka ari DTS kopa ar simbolu
ir registrétas precu zZimes, bet DTS 2.0+Digital Out ir DTS, Inc.
precu Zime. Produkta ieklauta programmatiira. © DTS, Inc. Visas
tiesibas paturétas.

Skype

Skype™

© 2013 Skype un/vai Microsoft. Nosaukums Skype, saistitas
precu Zimes un logotipi, ka ari "S" logotips ir Skype vai saistito

entrtiju precu Zimes.

Skype ir Skype vai saistito uznémumu precu zZime. Lai gan Sis
produkts ir testéts un atbilst mUsu sertifikacijas standartiem audio
un video kvalitatei, to nav apstiprinajis Skype, Skype
Communications S.a.rl. vai kads no saistitajiem uznémumiem.

DLNA Certified®

Sdina

© 2013 Digital Living Network Alliance. Visas tiesibas paturétas.
© 2013 DLNA. Visas tiesibas paturétas.

DTVi

DTVi Zimols un logotips ir Riodezaneiro Pavesta katolu
universitates (PUC-Rio) un Paraibas federalas universitates
(UFPB) registrétas precu zimes.

Java

S,
Java

POWERED

Java un visas Java precu zimes ir Oracle un/vai ta meitas
uznémumu registrétas precu Zimes ASV un citas valstis.
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Microsoft

2" Microsoft

Windows Media

Windows Media ir vai nu registréta precu zime, vai Microsoft
Corporation precu zime ASV un/vai citas valstis.

Microsoft PlayReady

Satura Tpasnieki izmanto Microsoft PlayReady™ satura piek|uves
tehnologiju, lai aizsargatu savu intelektualo Tpasumu, tostarp ar
autortiesibam aizsargatu saturu.

Saja iericé tiek izmantota PlayReady tehnologija, lai pieklatu ar
PlayReady aizsargatam saturam un/vai ar WMDRM aizsargatam
saturam. Ja iericé netiek sekmigi nodrosinata pareiza satura
lietosanas ierobezojumu ievérosana, satura ipasnieki var pieprasit
korporacijai Microsoft atsaukt ierices sp&ju atskanot ar PlayReady
aizsargatu saturu. Atsauk3anai nav jaietekmé neaizsargata satura
vai ar citam satura aizsardzibas tehnologijam aizsargata satura
lietoSana. Satura 1pasnieki var pieprasit PlayReady jauninasanu, lai
varétu piekl|dt to saturam. Ja noraidisiet jauninasanu, jus
nevarésiet piek|dt saturam, kam nepiecieSams $is jauningums.

Wi-Fi Alliance

COF)

CERTIFIED

Wi-Fi®, Wi-Fi CERTIFIED logotips, Wi-Fi logotips ir registrétas
Wi-Fi Alliance pre¢u zimes. Wi-Fi CERTIFIED Miracast™,
Miracast™ ir Wi-Fi Alliance precu zZimes.

MHEG programmatura

Saja televizora ("$is produkts") izmantotas MHEG
programmatiras ("SI programmatira"), kas nepieciesama, lai jus
varétu izmantot interaktivas televizijas funkcijas, autortiesibas
pieder S&T CLIENT SYSTEMS LIMITED (“ipasnieks"). Jus drikstat

izmantot programmattru tikai kopa ar $o produktu.

Kensington

i<

Kensington un Micro Saver ir ACCO World corporation ASV
registrétas precu Zimes ar citas pasaules valstis izsniegtam
registracijam un iesniegumiem, kas ir izskatiSanas stadija.



Citas precu zimes

Visas pargjas registrétas un neregistrétas precu zimes ir to
attiecigo ipasnieku pasums.
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Romani
031 6300042 (Tarif local)

Poccua
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0848 000 291 (0,081 CHF/Min.)
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Uszinelne (Thailand)
02 652 7650

Tiirkiye
444 8 445

United Kingdom
0844 338 04 88 (5p/min BT landline)

YkpaiHa
0-800-500-480 (6e3koLwTOBHO)
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