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o  0-40°C 32-95°F
o  20-80% RH

 LCD 

âçßüâ

1.2
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1.3

-WEEE

 2002/96/EC 

 (EPA) 

www.epa.gov.tw 

 F1rst 
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2.1

202E2/202EL2

EDFU CD

Monitor Quick start guide

VGA signal cable Power cord 

Base Stand

202E

Monitor

202E2/202EL2

AC/DC  ADPC1236/FSP036-

DGAA1/LCAP07F-2 

2.  
202E2/202EL2

1.  

2.

CLICK!
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 PC 

AC 

VGA 

  DVI-D

PC

1.  

2.  

3.  

4.  

5.  

2.2

202E
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 (OSD) 

 (OSD) Philips  LCD 

 OSD 

OSD

Main menu

Auto

Sub menu

Input
VGA

DVI (available for selective models)

Picture
Wide screen,4:3

0~100

0~100

On, Off

Picture Format

Brightness

Contrast

SmartContrast

OSD Setting
0~100

0~100

Off, 1, 2, 3, 4

5, 10, 20, 30, 60

Horizontal

Vertical

Transparency

OSD Time out

Setup

0~100

On, Off

Yes, No

0~100

0~100

0~100

H. Position

V. Position

Phase

Clock

Resolution Notification

Reset

Information

Language English Español, Français, Deutsch, Italiano,

Português, Русский Türkçe

Color
6500K, 9300K

Red: 0~100

Green: 0~100

Blue: 0~100

Color Temp.

sRGB

User Define
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 1600×900@60Hz 

1600×900@60Hz

OSD

2.3

202E2/202EL2

1. 

2. 
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Note

100mm

100mm
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3.1 Smartimage Lite

SmartImage Lite 

 Philips SmartImage 

Lite

SmartImage Lite 

SmartImage Lite  Philips 

 SmartImage Lite 

SmartImage Lite 

202E

1.  U SmartImage Lite 

2.  

3.  SmartImage Lite  5 

4.   SmartImage Lite  sRGB 

 sRGB 

 SmartImage Lite 

SmartImage Lite OSD 

3.
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 PDF 

3.2 SmartContrast

 LCD 

SmartContrast 

 SmartContrast 
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3.3 Philips SmartControl Lite

Phillips  SmartControl Lite 

Windows 7

Phillips

â¢SÍæÂÙ

SmartControl Lite
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 SmartImage Lite 

(  SmartImage Lite )

1.  

2.  6

3.  

4.  

5.  

6.  
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 SmartControl Lite 

 SmartControl 

Lite

SmartControl Lite 

SmartControl Lite

SmartControl Lite

6

SmartImage  Lite 

SmartContrast 

 SmartResponse 

>
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(Windows 7, Vista, XP) 

0%

>§ÙÂéÅU

SmartControl Lite

>¥æòçÇUØæð
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âãUæØÌæ>

âãUæØÌæ>ßÊæüÙ

SmartControl Lite - 

SmartControl Lite

SmartImage Lite -
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SmartControl Lite

Close SmartControl Lite 

SmartControl Lite

SmartControl 

Lite PC

SmartControl Lite
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3.4 Philips

Philips

TFT

Philips

TFT

20" XGA 0.0004%

Philips

çÂ€âðÜ

âÕçÂ€âðÜ âÕçÂ€âðÜ âÕçÂ€âðÜ
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ÙæðÅU
50

30 Philips

Philips

TFT

202E2/202EL2

1 3

2 1

3 0

* >15

3
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202E2/202EL2

1 5

2 2

3 0

* >15

5

202E2/202EL2

5

ÙæðÅU
1 2 = 1

ISO9241-307
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4

202E2/202EL2

TFT-

CCFL(202E2)/LED(202EL2)

20" ( 50.8 )

16:9

0.2768 x 0.2768 

250 cd/m² 

SmartContrast 500,000:1 (202E2)/20,000,000:1 (202EL2)

1000:1

5 ms

1600x900 @ 60Hz

176° (H) / 170° (V) @ C/R > 5

SmartImage Lite

16.7 M

56Hz -76Hz 

30kHz - 80kHz

sRGB

DVI-D (  HDCP), VGA ( )

âéçßÏæ

DDC/CI, sRGB, Windows 7/Vista/XP, Mac OSX, Linux

SÅUU¢ñÇU
-5/+20 (202E2/202EL2)
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 (202E2)

22.37W ( )

(EnergyStar 5.0 )

AC 

100VAC +/-5VAC,

50Hz +/- 3Hz

AC 

115VAC +/-5VAC, 

60Hz +/- 3Hz

AC 

230VAC +/-5VAC,

50Hz +/ -3Hz

19.63W 19.62W 19.60W

0.5W 0.5W 0.5W

0.5W 0.5W 0.5W

* AC 

100VAC +/-5VAC,

50Hz +/ -3Hz

AC 

115VAC +/-5VAC,

60Hz +/ -3Hz

AC 

230VAC +/-5VAC,

50Hz +/ -3Hz

82.13BTU/hr 82.09BTU/hr 82.06BTU/hr

2.09BTU/hr 2.09BTU/hr 2.09BTU/hr

2.09BTU/hr 2.09BTU/hr 2.09BTU/hr

 (202EL2)

20.25W ( )

(EnergyStar 5.0 )

AC 

100VAC +/-5VAC,

50Hz +/- 3Hz

AC 

115VAC +/-5VAC,

60Hz +/- 3Hz

AC 

230VAC +/-5VAC,

50Hz +/ -3Hz

17.30W 17.27W 17.26W

0.5W 0.5W 0.5W

0.5W 0.5W 0.5W

* AC 

100VAC +/-5VAC,

50Hz +/ -3Hz

AC 

115VAC +/-5VAC, 

60Hz +/ -3Hz

AC 

230VAC +/-5VAC,

50Hz +/ -3Hz

72.38BTU/hr 72.25BTU/hr 72.22BTU/hr

2.09BTU/hr 2.09BTU/hr 2.09BTU/hr

2.09BTU/hr 2.09BTU/hr 2.09BTU/hr

 LED 
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×æÂ
 (WxHxD) 494 x 386 x199 

(WxHxD)
494 x 316 x 49 

(WxHxD) 565 x 446 x 143 

ßÁÙ
3.96

3.8

5.28

0°C âð 40°C

-20°C 60°C

20% 80%

 + 12,000  ( 3,658 )

 + 40,000  ( 12,192 )

MTBF 50,000hrs(202E2)/30,000hrs(202EL2)

ROHS

EPEAT  (www.epeat.net)

100%

CE Mark, FCC Class B, SEMKO, TÜV/

GS, TÜV Ergo, UL/cUL, Energy star 5.0, TCO5.0

ÙæðÅU

www.philips.com/support

EPEAT

www.epeat.net
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4.1 4.2

PC VESA DPM

202E2/202EL2

1600 x 900 60 Hz 

1600 x 900 60 Hz 

202E2/202EL2

1600 x 900 60 Hz 

H.  freq  (kHz) V.  freq  (Hz)

31.47 720x400 70.09
31.47 640x480 59.94
35.00 640x480 66.67
37.86 640x480 72.81
37.50 640x480 75.00
37.88 800x600 60.32
46.88 800x600 75.00
48.36 1024x768 60.00
60.02 1024x768 75.03
44.77 1280x720 59.86
49.70 1280x800 59.81
63.89 1280x1024 60.02
79.98 1280x1024 75.03
60.00 1600x900 60.00

VESA H-sync V-sync LED

202E2< 22.37 W (typ.)
202EL2< 20.25 W 

(typ.)

< 0.5 W (typ.) 

- - < 0.5 W (typ.)

ÙæðÅU

 1600 x 900

 50%

 250 nits

 6500k 
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5 Información Sobre 
Reglamentaciones

Lead-free Product

Lead free display promotes 
environmentally sound recovery and 
disposal of waste from electrical and 
electronic equipment. Toxic substances 

like Lead has been eliminated and compliance with 
European community’s stringent RoHs directive 
mandating restrictions on hazardous substances 
in electrical and electronic equipment have been 
adhered to in order to make Philips monitors safe 
to use throughout its life cycle.

TCO Displays 5.0 Information

Congratulations, 
Your display is designed for both you 
and the planet!

This display carries the TCO Certified label. This 
ensures that the display is designed for minimal 
impact on the climate and natural environment, 
while offering all the performance expected 
from top of the line electronic products. TCO 
Certified is a third party verified program, where 
every product model is tested by an accredited 
independent test laboratory. TCO Certified 
represents one of the toughest certifications for 
displays worldwide.

Some of the Usability features of the TCO 
Displays 5.0 requirements:

Visual Ergonomics
Good visual ergonomics in order to improve the 
working environment for the user and to reduce 
sight and strain problems. Important parameters 
are:

and luminance, Wide color gamut 

curve 

motion blur 

Electrical Safety

Emissions

emissions

Some of the Environmental features of the 

social responsibility and has a certified 
environmental management system (EMAS or 

standby mode 

flame retardants, plasticizer and polymers 

EPEAT 

“The EPEAT (Electronic Product 

program evaluates computer 
desktops, laptops, and monitors based 

an extensive stakeholder consensus process 

EPEAT system helps purchasers in the public 
and private sectors evaluate, compare and select 
desktop computers, notebooks and monitors 
based on their environmental attributes. EPEAT 
also provides a clear and consistent set of 
performance criteria for the design of products, 
and provides an opportunity for manufacturers to 
secure market recognition for efforts to reduce 
the environmental impact of its products.”
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Benefits of EPEAT
Reduce use of primary materials
Reduce use of toxic materials
Avoid the disposal of hazardous waste EPEAT’S 
requirement that all registered products meet 
ENERGY STAR’s energy efficiency specifications, 
means that these products will consume less 
energy throughout their life.

This product is in conformity with the following 
standards

requirement of Information Technology 

requirement of Information Technology 

following provisions of directives applicable

level. 
The product also comply with the following 
standards

Analysis and compliance test methods for 

Environment Labeling of Ergonomics, 
Energy,  Ecology and Emission, TCO: Swedish 

TCO versions.

This monitor is equipped with a function for saving 

monitor must be connected to a computer which 

from the system unit by software.

Power 
Consumption

Normal 
operation

White

Power Saving 

One step

Sleep Switch Off
Off

As an ENERGY STAR® Partner, 
we have determined that this 
product meets the ENERGY STAR®

guidelines for energy efficiency.

Note
We recommend you switch off the monitor when 
it is not in use for a long time.
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Federal Communications Commission (FCC) 
Notice (U.S. Only)

  This equipment has been tested and found 
to comply with the limits for a Class B digital 

Rules. These limits are designed to provide 
reasonable protection against harmful 
interference in a residential installation. This 
equipment generates, uses and can radiate 
radio frequency energy and, if not installed 
and used in accordance with the instructions, 
may cause harmful interference to radio 
communications. However, there is no 
guarantee that interference will not occur 
in a particular installation. If this equipment 
does cause harmful interference to radio or 
television reception, which can be determined 
by turning the equipment off and on, the 
user is encouraged to try to correct the 
interference by one or more of the following 
measures:
Reorient or relocate the receiving antenna. 
Increase the separation between the 
equipment and receiver. 
Connect the equipment into an outlet on 
a circuit different from that to which the 
receiver is connected. 

  Changes or modifications not expressly 
approved by the party responsible for 
compliance could void the user's authority to 
operate the equipment.

the monitor when connecting this monitor to a 
computer device. 
To prevent damage which may result in fire or 
shock hazard, do not expose this appliance to rain 
or excessive moisture. 

FCC Declaration of Conformity

interference received, including interference that 
may cause undesired operation. 
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Commission Federale de la Communication 
(FCC Declaration)

  Cet équipement a été testé et déclaré 
conforme auxlimites des appareils numériques 

contre les interférences nuisibles dans le cadre 
d'une installation résidentielle. 

  CET appareil produit, utilise et peut émettre 
des hyperfréquences qui, si l'appareil n'est pas 
installé et utilisé selon les consignes données, 
peuvent causer des interférences nuisibles aux 
communications radio. 

  Cependant, rien ne peut garantir l'absence 
d'interférences dans le cadre d'une installation 
particulière. Si cet appareil est la cause 
d'interférences nuisibles pour la réception des 
signaux de radio ou de télévision, ce qui peut 
être décelé en fermant l'équipement, puis en 
le remettant en fonction, l'utilisateur pourrait 
essayer de corriger la situation en prenant les 
mesures suivantes:
Réorienter ou déplacer l'antenne de réception. 
Augmenter la distance entre l'équipement et 
le récepteur. 
Brancher l'équipement sur un autre circuit que 
celui utilisé par le récepteur. 

l'approbation des services compétents 
en matière de conformité est susceptible 

équipement.

les connections avec des ordinateurs ou 
périphériques. 

EN 55022 Compliance (Czech Republic Only)
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Polish Center for Testing and Certification 
Notice

The equipment should draw power from a socket 

have the same power supply source.

The phasing conductor of the room's electrical 

protection device in the form of a fuse with a 

To completely switch off the equipment, the 
power supply cable must be removed from the 
power supply socket, which should be located 
near the equipment and easily accessible.

A protection mark "B" confirms that the 
equipment is in compliance with the protection 

North Europe (Nordic Countries) Information

VARNING:

ADVARSEL: 

NEMT TILGÆNGELIGE. 

VAROITUS: 

IRROTTAA PISTORASIASTA. 

ADVARSEL:

BSMI Notice (Taiwan Only)
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Ergonomie Hinweis (nur Deutschland)

geforderten Werten entspricht, ist darauf zu 
achten, daß 

1.

2.

3. bei Ersatz der Bildröhre nur eine bauartgleiche 
eingebaut wird. 

die Grundfarben Blau und Rot nicht auf dunklem 

und erhöhte Augenbelastung bei zu geringem 

China RoHS 

The People's Republic of China released a 
regulation called "Management Methods for 
Controlling Pollution by Electronic Information 
Products" or commonly referred to as China 

monitor which are produced and sold for China 
market have to meet China RoHS request.
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6

×ŠØ Âêßü

Philips F1rst Choice 

Philips

24

 Philips  F1rst Choice 

 Philips 

Philips

Philips F1rst Choice 

 Philips 

48



32

Philips F1rst Choice 

Philips F1rst Choice 

Philips First Choice 

Philips First Choice 

 Philips 

www.philips.com/support

Philips

www.philips.com/support

Philips

o  CUP

o

o

Philips  First 

Choice

 http://www.philips.com/support
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F1rst Choice 

+43 0810 000206 €0.07

+32 078 250851 €0.06

+45 3525 8761

+358 840 320 041 €0.08

+352 26 84 30 00

+31 0900 0400 063 €0.10

+47 2270 8250

+48 0223491505

+351 2 1359 1440

+34 902 888 785 €0.10

+46 08 632 0016

+41 02 2310 2116

+44 0207 949 0069
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Philips

 Philips 

 Philips 

Philips

Philips

www.philips.com/support 

Philips

 http://www.philips.com/support
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 155

 - 220040 

 +375 17 217 33 86

19 – 101-

220072, 

LAN

140, 

1540

 +359 2 960 2360
www.lan-service.bg

800 142100

Xpectrum
Lu.ná 591/4

CZ - 160 00  6  800 100 697  220 121 
435

info@xpectrum.cz
www.xpectrum.cz

 4,

10431

 +385 1 333 0974

21

-12618

 +372 6519900
www.ee.invia.fujitsu.com

 2-4

1031

 +36 1 2426331

 inbox@serware.hu
www.serware.hu

123

1044

 +36 1 814 8080 
m.andras@psc.hu

ÜæçÅ÷UßØæ

 36

 - 1055 

 +371 7460399

 serviss@servicenet.lv
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çÜÍé¥æçÙØæ

 3

3009

 +370 7400088

 servisas@servicenet.lt
www.servicenet.lt

115,  2

020074

 +40 21 2101969

 L12/3

11000

 +381 11 20 70 684

0800004551

 8

831 06

 +421 2 49207155

 servis@datalan.sk

SÜæßðçÙØæ

 10 

1236

 +386 1 530 08 24

 servis@pchand.si

18, 

123290

 +7(495)797 3434

14  3 2

109202, 

 +7(095)170-5401

2 22

34776-

 (0800)-261 33 02

 32

49030

 +380 562320045

www.csp-comel.com

 3,

03151

 +38 044 245 73 31

 1480.

(C1107ADZ)

 0800 3330 856

 CIC.monitores@Philips.com
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188 10°

04551-090

 0800-7254101 

 CIC.monitores@Philips.com

4/5 2161

  1300 360 386

  +61-2-80808147

  philips@agos.com.au

.~ 8:00 7:30

 28 

 0800 657447

 09 5809607

 vai.ravindran@visualgroup.co.nz

.~ 8:30 5:30

10 103 - 107

 (852) 2610-6908 / (852) 2610-6929 

 (853) 2856-2277 

 (852) 2485 3574  (853) 

2856 1498 

 enquiry@phkservice.com.hk

.~ 9:00 6:00

95

600032

 +9144-42243352/353

 aftersales@in.aocmonitor.com

.~ 9:00 5:30

9:00 1:00

8 8

 021-750909053, 021-750909056 

 021-7510982 

 gepta@cbn.net.id 

.~ 8:30 4:30

8:30 2:00
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1.  99

 021-7940040,  1722/1724, 
98249295, 70980942

2.  1 12

 021-3455150, 34835453

3.  31

 021-45870601, 98131424

112-2

137-040

 080-600-6600

 82 2 591 1528

 82 2 595 9688

 cic_korea@philips.com

.~ 9:00 6:00

9:00 1:00

6 225/51 46100

 603 7953 3370

Philips  1-800-880-180

 603 7953 3338

 pceinfo.my@philips.com

.~ 8:15 5:15

9:00 1:00

39
74400

 (9221) 2737411-16

 (9221) 2721167

 care@philips.com

 www.philips.com.p

620 1 4

1 319762

 (65) 6882 3999

 (65) 62508037

 consumer.care.sg@philips.com

.~ 9:00 6:00

9:00 1:00

Ìæ§ßæÙ

3 6 205 1

33800

 0800-231-099 

 (03)2120336 

 (03)3129184 

 knlin08@xuite.net

.~ 8:30 7:00

1421 94

3 10310

 (662) 934-5498

 (662) 934-5499 

 axis5@axiscomputer.co.th

.~ 8:30 5:30
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 (632) 636-3636 / 7064028 âð 29

 (632) 7064026 

441-1610

# 255-4415/ 255-3242/253-9361/4124864 âð 67

 # 0922-8210045 âð 46

 8000
082- 225-3021/225-3022

# 0922-8210015

1445
088-856-8540/856-8541

# 0922-8210080

# 033 338-4159/ 033 508-3741

# 0922-8808850 

 +27878084456 

 +2711 391 1060

 customercare@philipssupport.co.za

.~ 08:00 05:00

×ŠØÂêßü

29024

 00971 4 2276525

 00971 4 2276242

 shahd52@eim.ae

.~ 9:00 1:00

4:00 8:00

13 39300

61392

 1-800-567000 

(972-50-8353722  20:00 )

 972-3-6458759

 eastronics@eastronics.co.il

.~ 08:00 18:00
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  Philips  F1rst  Choice  

 Philips 

 Philips Consumer 

Electronics 
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 Philips 
(800) 479-6696

 Philips 

 # ______________________________ 

 # ____________________________

Philips 

 Philips 

Consumer Electronics 

Philips 

Consumer Electronics 

Philips

 (877) 835-1838 

)  (919) 573-7855. 

Philips

Philips

(877) 835-1838  (919) 573-7855
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. Philips 

. Philips 

.

.
o  CUP

o

o

.

.  

.  

Philips

8:00

9:00

10:00 5:00

Philips

philips

 http://www.philips.com
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Philips 

Philips

12

Philips

Philips

Philips

Philips

 Philips 

Philips

Philips

Philips

http://www.philips.com
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7.1

Philips

LED

ÙæðÅU

 PC 

7
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 LCD 

” ”

Philips
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7.2  SmartControl Lite 

   PC 
SmartControl Lite 

  PC

SmartControl Lite

SmartControl Lite

.  SmartControl Lite 

  Windows 

  

Windows

My Computer 

 SmartControl Lite

  SmartControl Lite 
SmartControl Lite 

SmartControl Lite

SmartControl 

Lite

Philips

SmartControl Lite

  

DDC/

CI

 Remove SmartControl Lite
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7.3

  

 1600 x 900 
@60Hz.

  

PC

  Windows 

 Windows 

 1600 x 900  (20") 

60Hz

 PC 1600 x 900@60Hz 

(20") 2 3

  

  

PC

2:   

 60Hz 

75Hz

3:   CD-ROM  .inf  .icm 
 (.inf  .icm) 

(.inf  .icm 

)

(  CD-

ROM) 

 (.inf  .icm )

4:

 Windows® 

5:   

6:  
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7:   

8:   

  

  

1.  
5000K, 6500K, 7500K, 8200K, 9300K 

 11500K. 5000K 

 11500 

2.  sRGB; 

3.  

ÙæðÅU

2004K

9300K

6504K

9:  
PC Mac

Philips PC

Mac

Mac

Philips

10:  Philips

Windows 7/Vista/

XP/NT, Mac OSX, Linux

11:  
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12:  

LCD

13:  

1600 x 900@60Hz 
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