









































@ Tear the double-sided tape of the door magnet and fix it on the door and
door frame respectively.

A Attention

1. The distance between the door position
sensor and the door lock is less than 39.3".
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2. The distance between the two
components of door position sensor is not
greater than 30mm, and the center
positions of the two components are
symmetrical.

&)

Need Help?

U.S.A. & Canada: +1(833)599-9111




5 Factory Default Settings & Reset
Instructions

Factory Reset Instructions

This procedure erases all user and network settings and unpairs the lock from
users accounts. All paired accessories will be also removed. Restoring the lock
will also activate lock handing process.

Step 1: Unlock the door.
Step 2: Remove the lock from the door.

Step 3: Press and hold the reset button on the back side of the lock for at least 5
seconds until you hear the voice prompt.

The lock can be also restored to factory default settings through the Philips
Home Access App. -




6 Warranty

2 years warranty

For more information on the warranty applicable for this product, please visit
www.philips.com or contact the dealer where you purchased the product.



7 FCC Statement

This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation.
This equipment generates, uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference by one or more of the
following measures:

¢ Reorient or relocate the receiving antenna.
e Increase the separation between the equipment and receiver.

¢ Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

¢ Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by
manufacturer could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and (2)
this device must accept any interference received, including interference that may
cause undesired operation.

RF Exposure Information

This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment should be installed and operated with
minimum distance 20cm between the radiator and your body.



8 ISED Statement

English: This device contains licence-exempt transmitter(s)/receiver(s) that comply with
Innovation, Science and Economic Development Canada’s licence-exempt RSS(s)
Operation is subject to the following two conditions:

(1) This device may not cause interference.

(2) This device must accept any interference, including interference that may cause
undesired operation of the device.

The digital apparatus complies with Canadian CAN ICES-3 (B)/NMB-3(B).

French: Cet appareil contient des émetteurs/récepteurs exempts de licence qui sont
conformes aux RSS exemptés de licence d'Innovation, Sciences et Développement
économique Canada.

L'exploitation est soumise aux deux conditions suivantes :

(1) Cet appareil ne doit pas provoquer d'interférences.

(2) Cet appareil doit accepter toute interférence, y compris les interférences
susceptibles de provoquer un fonctionnement indésirable de 'appareil.

I'appareil numérique du ciem conforme canadien peut-3 (b) / nmb-3 (b).

This device meets the exemption from the routine evaluation limits in section 2.5 of
RSS 102 and compliance with RSS 102 RF exposure, users can obtain Canadian
information on RF exposure and compliance.

cet appareil est conforme a I'exemption des limites d'évaluation courante dans la
section 2.5 du cnr - 102 et conformité avec rss 102 de I'exposition aux rf, les utilisateurs
peuvent obtenir des données canadiennes sur |'exposition aux champs rf et la
conformité.

This equipment complies with Canada radiation exposure limits set forth for an
uncontrolled environment.

Cet équipement est conforme aux limites d'exposition aux rayonnements du Canada
établies pour un environnement non controlé.

This equipment should be installed and operated with minimum distance 20cm
between the radiator & your body.

Cet équipement doit étre installé et utilisé a une distance minimale de 20 cm entre le
radiateur et votre corps.
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Philips and the Philips Shield Emblem are registered trademarks of Koninklijke
Philips N.V. and are used under license. This product has been manufactured by
and is sold under the responsibility of Shenzhen Conex Intelligent Technology
Co., Ltd. and Shenzhen Conex Intelligent Technology Co., Ltd. is the warrantor
concerning this product.



