


RAFBLEEY —ERTOVWT (@I BRHAHCEE.)

[REER - RAARIC(IE]
SRIEBIE AT HRV LB RFEE S FORAESHNDDS X
BHRENSBITMST W LENBESBHBDHERNRELT
[S10N

REEMAM | HEVEFEAS2ERH

HRBS | FBT T (x—EV Ty b REF Y TEERCO

[#IE R RERR RO IRF HARA]
SHHERMEREBROREPMIERET LYY HE6ETT.,
oHEERR R 1. TORROBEEEMIFT DIV ERBRTT,
[EREAZL S REBICRI T2 THAIE]
BRI B TR L VICTTRAB AL, 74y TRYF— b s—
ICHEMVEDEEE L,
[ EkESND &3]
~ERBETRIESND IS, TO

ABELCBRAVLE BES

® o ¥ BEOHDEEFFTERERIEL. 74y TRYR— MY
F—iCBRVAEDE RN,

[REEEARI 1]

CWREAREBET) 74V T2 K=y 2= BHVE

hEEEL, SICEWERHEIBOELET,

[REEHARIASBE TV B E&IF]
SERICIS>TRBOBIED M TE HAW. BERMRBRORE
BRI THIUE, CRLIC LV BRI TS TOLEET.

[(BATOARRBORIERV T 75— —ERICDONT]

AHEOREZBIN BV THENTE, (AVY-ZTRIORYELH
HBEICRYET)

CAREMSND 7 1Yy F2Y —ERBPUCH VT HIRAMRM R UIREE
HMORBEDT 74— —E2EBIBIENTEETH ZOBES
DAMEETEIEbBYET.

SBINCTT 75— —ERERTONBHAIE. D7)y TR —E
ZEBPUCHRVADE S, . BEVORDTEVELIS TR
TTEELEE L,

Philips Service Department P.O.Box 20100 9200 Ca Drachten
The Netherlands, http://www.philips.com/support

[BEEFOBABEROBIYFZLNITONT]
HRITLELIESEBROBAERIE. HREBUT1Vy TR To vk~
L= http://www.philips.co.jp/ ICBEESNTVS [TF4/3Y—
(CBITB5EA] IC RSB EROVLET,

BRIXE

HELEFA 3 B B

BEVWEFESR

RO, ZOLSBERIEHYEEAD?

o KIS B LR ABIEBLS, T "o,

o ZIFCEVLRVAT S, & ?;‘

« BB —TNEBDTERBLIY. LG -
o1V,

* ZOMORE. MED B3, FERR

aE 51880/00
Ny FIL@E 51880
HEIRE SH30
(%fﬁ;ﬁ{?) 162x59%57 mm
AR #1439
LV ErE
ERAH DC5V1A
TR #8ER
EARN #9355
ERFEE =Y HNAEBE (Ni-MH)

HUROM, HHEPELCEETEILNBYET,

HRAEHE 724YY TR - Vv
106-0041 FAREBEREAAE 1-3-1 FBAEIZFRIPZ7— 15K

D mrisEnE

[ERHEIRRE]

1. RBGABAE RISV FDOTREBICR T ERLER
RETRIFABAICHRE LSS A ICIE BRMEIEL T,

2. REEHARAICHE L TERMERBEHR I BIBAICIE. 74
Yy 72 R— v a—CBRVADE (RS,

3. CREROBEBICETIIEBME. 71y TRY K-ty

s—lcBBLEDECEEN,

4. REEPENTHRDZAICIBREBICRVET,

DR LOBIRUTLRISEOUEI L SRERUEE.

OBEV EFEOME B, E TH L SMERVIES,

DK IR KE FE ZORORIEE ABLRHBEIC L8
RUES.

O—BRELN (PIZIE EBAORBMER) CERSNBRONKE
RUEE.

OREBORTHEVBA,

ORIEWHA EFERR, SERL. BRERORAOLVMBE, HE
FRERERASNIME,

HARAEEIE AFICARLREDODEICEVWTERMEEEEHH
RIBHDTY R TRABEHITLTWEE (RAEFEE).
RUZNUANDBEEICHT2EERDER LOEFEHIR
TRLDTIRHVEEA,
1R AEDBERICOVTIRBDBER. 74y 72Y
R—beva—icBHWEDE S,

HMRFEHRRBROEE - BERAMESRORTHMICOV
THIKZRBHBEORI L7 72—V —ERDEREZE
LrEEW,

AABRRIEZFOEZ) BRI
HEANDY—EREFHRUVZORDR L SIRFHDIHICF
ASETWEIEKBENTEVET, TRV EAA
B8R IG R T4V Y TR TNV DiR—LR— http://
www.philips.co.jp/ ICBEENTVB T4y —ICBT
BB NCESTEDICERBVLET,

$1880/00

ENGLISH

Important safety information

Only use the product for its intended household
purpose. Read this important information
carefully (Fig. 2) before you use the product and
its batteries and accessories, and save it for future
reference. Misuse can lead to hazards or serious
injuries. The accessories supplied may vary for
different products.

Warning

- To charge the product, only use a certified
safety extra low voltage (SELV) supply unit
with output rating 5V, = 1 A. For safe charging
in a moist environment (e.g. in a bathroom),
only use an IPX4 (splash-proof) supply unit.
A suitable supply unit (e.g. Philips HQ87) is
available via www.philips.com/support. If you
need support finding the correct USB supply
unit, contact the Consumer Care Center in
your country (see the international warranty
leaflet for contact details). Using a non-
certified supply unit may cause hazards or
serious injuries.

- Keep the USB cable, the USB supply unit and
the charging stand (if provided) dry (Fig. 3).

- This appliance is waterproof (Fig. 4). It is
suitable for use in the bath or shower and for
cleaning under the tap. For safety reasons, the
appliance can therefore only be used without
cord.

- This appliance can be used by children
aged from 8 years and above and persons
with reduced physical, sensory or mental
capabilities or lack of experience and
knowledge if they have been given supervision
or instruction concerning use of the appliance
in a safe way and understand the hazards
involved. Children shall not play with the
appliance. Cleaning and user maintenance
shall not be made by children without
supervision.

- Do not modify the supply unit.

- Do not use the supply unit in or near wall
sockets that contain an electric air freshener
to prevent irreparable damage to the supply
unit.

- Do not use a damaged appliance. Replace
damaged parts with new Philips parts.

- Because of hygiene, only one person should
use the appliance.

- Unplug the appliance before cleaning it with
water.

- Only use cold or lukewarm water to clean the
appliance.

- Never use compressed air, scouring pads,
abrasive cleaning agents or aggressive liquids
to clean the appliance.

- Water may drip from the socket at the
bottom of the appliance when you rinse it.
This is normal and not dangerous because all
electronics are enclosed in a sealed power unit
inside the appliance.

- Only use original Philips accessories or
consumables.

- Charge, use and store the product at a
temperature between 10 °Cand 35 °C.

- Keep product and batteries away from fire
and do not expose them to direct sunlight or
high temperatures.

- If the product becomes abnormally hot or
smelly, changes color or if charging takes
longer than usual, stop using and charging
the product and contact Philips.

- Do not place products and their batteries in
microwave ovens or on induction cookers.

- Do not open, modify, pierce, damage or
dismantle the product or battery to prevent
batteries from heating up or releasing toxic
or hazardous substances. Do not short-circuit,
overcharge or reverse charge batteries.

If batteries are damaged or leaking, avoid
contact with the skin or eyes. If this occurs,
immediately rinse well with water and seek
medical care.

Electromagnetic fields (EMF)

This Philips appliance complies with all applicable
standards and regulations regarding exposure to
electromagnetic fields.

Introduction

Congratulations on your purchase and welcome
to Philips! To fully benefit from the support that
Philips offers, register your product at www.
philips.com/welcome.

General description (Fig. 1)
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Protection cap

Shaving unit

Shaving unit release button

On/off button

Charging light

USB cable

Note: A suitable supply unit (e.g. Philips
HQ87) is available via www.philips.com/
support.

Charge indications

Battery low
When the battery is almost empty (when there

a

re only 5 or fewer shaving minutes left), the

charging light flashes orange (Fig. 5).
When you switch off the product, the charging
light continues to flash orange for a few seconds.

Charging
When the shaver is charging, the charging light

fl

ashes green (Fig. 5).

Battery fully charged

When the battery is fully charged, the charging
light lights up green continuously (Fig. 6).

Note: After approx. 1 minute, the charging light
goes out to save energy.

Quick charge
When you start charging the empty battery, the
charging light flashes green quickly. After approx.

5
T
5

minutes the charging light flashes green slowly.
he shaver now contains enough energy for a
-minute shave.

Charging

C

harge the shaver when the charging light

indicates that the battery is almost empty.

Charging takes approx. 8 hours.

Quick charge: After approx. 5 minutes of
charging, the battery contains enough energy
for one full shave.

A fully charged shaver has a shaving time of
up to 35 minutes.

Note: When you charge the shaver for the

first time or after a long period of disuse, let

it charge until the charging light lights up
continuously.

Note: You cannot use the appliance while it is
charging.

Charging with a USB supply unit

Warning: Keep the USB cable and the

USB supply unit dry (Fig. 3).
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Make sure that the appliance is switched off.
Insert the small plug of the USB cable into the
socket in the bottom of the appliance.

Insert the USB plug into the USB supply unit (not
provided) (Fig. 7).

Insert the USB supply unit into the wall
socket (Fig. 8).

The charging light shows the charging status
of the appliance (see 'Charge indications').
After charging, remove the USB supply unit
from the wall socket, pull the USB plug out of
the supply unit and then pull the small plug out
of the appliance.

Using the appliance

Warning: Always check the appliance

and all accessories before use. Do not
use the appliance or any accessory if it
is damaged, as this may cause injury.

Always replace a damaged part with one

of the original type.
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Note: This appliance is waterproof (Fig. 4). It is
suitable for use in the bath or shower and for
cleaning under the tap. For safety reasons, the
appliance can therefore only be used without
cord.

witching the appliance on and off
To switch on the appliance, press the on/off
button once (Fig. 9).
To switch off the appliance, press the on/off
button once (Fig. 9).

having

For the best results on skin comfort, pre-trim your

b

eard if you have not shaved for 3 days or longer.

You can use this appliance either wet or dry, or
even in the shower. For a wet shave, apply some
water and shaving foam or gel to your skin and

ri

nse the shaving heads under the tap with warm

water before following the steps below.
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Switch on the appliance (Fig. 9).
Move the shaver in circular movements over
your skin to catch hair growing in all directions
(Fig. 10). Make sure each shaving head is fully
in contact with the skin. Exert gentle pressure
for a close, comfortable shave.
Note: Do not press too hard, as this can cause
skin irritation.

Note: If you are shaving with gel or foam, rinse
the shaving unit regularly during your shave to
ensure that it continues to glide smoothly over
your skin (Fig. 11).
Use the narrow sides of the shaving unit to
shave in hard-to-reach areas such as along your
jawline and under your nose.
Switch off and clean the appliance after each
use (see 'Cleaning and maintenance').
Put the protection cap on the shaver after use
to prevent the shaving heads from becoming
damaged and dirty.

Note: Make sure you rinse all foam or shaving

gel off the appliance.

S
Y

kin adaptation period
our first shaves may not bring you the result you

expect and your skin may even become slightly

ir
ti
a

ritated. This is normal. Your skin and beard need
me to adapt to any new shaving system. To
llow your skin to adapt to this new appliance,

we advise you to shave regularly (at least 3 times

a
p

week) and exclusively with this appliance for a
eriod of 3 weeks.

Cleaning and maintenance

Cleaning the shaver

C

lean the shaver after every shave for optimal

shaving performance.
Water may drip from the socket at the bottom

)
a

f the shaver when you rinse it. This is normal
nd not dangerous because all electronics are

enclosed in a sealed power unit inside the shaver.
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Switch on the shaver.

Rinse the shaving unit with cold or lukewarm
water (Fig. 11).

Switch off the shaver. Press the shaving unit
release button to open the shaving unit (Fig.
12).

Rinse the shaving unit and hair chamber with
lukewarm water (Fig. 13).

Rinse the outside of the shaving unit with
lukewarm water.

Carefully shake off excess water and let the
shaver air dry.

Caution: Never dry the shaving unit with
a towel or tissue, as this may damage the
shaving heads (Fig. 14).

Close the shaving unit.

Thorough cleaning
Clean the shaving heads thoroughly once a
month for optimal performance.
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Switch off the shaver.
Press the shaving unit release button to open
the shaving unit. Pull the shaving unit off the
shaver (Fig. 15).
Turn the lock counterclockwise and remove the
retaining frame. Place it aside in a safe place (Fig.
16).
Remove and clean one shaving head at a
time. Each shaving head consists of a cutter
and a guard (Fig. 17).
Note: Do not clean more than one cutter and
guard at a time, since they are all matching
sets. If you accidentally mix up the cutters
and guards, it may take several weeks before
optimal shaving performance is restored.
Remove the cutter from the shaving guard and
clean both parts under the tap (Fig. 18).
Put the cutter back into the guard (Fig. 19).
Put the shaving heads back into the shaving
unit.
Note: Your shaver contains either shaving
heads with projections or shaving heads
with notches. In case of shaving heads with
projections, make sure that the projections fit
exactly into the recesses of the shaving head
holder. In case of shaving heads with notches,
make sure that the notches fit exactly onto
the projections of the shaving head holder
(Fig. 20).
Put the retaining frame back into the shaving
unit and turn the lock clockwise (Fig. 21).
Insert the hinge of the shaving unit into the slot
in the top of the shaver. Then close the shaving
unit (Fig. 22).
Note: If the shaving unit does not close
smoothly, check if you have inserted the
shaving heads properly and if the retaining
frame is locked.

Replacement

Replacing the shaving heads
For maximum shaving performance, we advise

y

ou to replace the shaving heads every two

years (Fig. 23). Replace damaged shaving heads
immediately. Always replace the shaving heads
with original Philips shaving heads (see 'Ordering
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ccessories').

Switch off the shaver.

Press the shaving unit release button to open

the shaving unit. Pull the shaving unit off the
shaver (Fig. 15).

Turn the lock counterclockwise and remove the
retaining frame. Place it aside in a safe place (Fig.
16).

Remove the shaving heads from the shaving
unit. Discard the used shaving heads
immediately to avoid mixing them with the
new shaving heads (Fig. 24).

Place new shaving heads in the shaving unit.
Note: Your shaver contains either shaving
heads with projections or shaving heads
with notches. In case of shaving heads with
projections, make sure that the projections fit
exactly into the recesses of the shaving head
holder. In case of shaving heads with notches,
make sure that the notches fit exactly onto
the projections of the shaving head holder
(Fig. 20).

Put the retaining frame back into the shaving
unit and turn the lock clockwise (Fig. 21).

Insert the hinge of the shaving unit into the slot
in the top of the shaver. Then close the shaving
unit (Fig. 22).

Note: If the shaving unit does not close
smoothly, check if you have inserted the
shaving heads properly and if the retaining
frame is locked.

Storage

P

ut the protection cap on the shaver after use

to prevent the shaving heads from becoming

d

amaged and dirty.

Note: Always let the shaver dry completely
before storing.

Ordering accessories

T

o buy accessories or spare parts, visit www.

philips.com/parts-and-accessories or go to your

P

hilips dealer. You can also contact the Philips

Consumer Care Center in your

country (see the international warranty leaflet for
contact details).

The following accessory is available:

SH30 replacement Philips shaving heads

Support
For all product support, please visit www.philips.
com/support.

Recycling

This symbol means that electrical products and
batteries shall not be disposed of with normal
household waste (Fig. 25).

Follow your country’s rules for the separate
collection of electrical products and batteries.

Removal of built-in rechargeable
battery

T
b

he built-in rechargeable battery must only
e removed by a qualified professional when

the appliance is discarded. Before removing
the battery, make sure that the appliance is

d
b,

isconnected from the wall socket and that the
attery is completely empty.

Take any necessary safety precautions
when you handle tools to open the
appliance and when you dispose of the
rechargeable battery.

When you handle batteries, make sure
that your hands, the product and the
batteries are dry.

To avoid accidental short-circuiting of
batteries after removal, do not let battery
terminals come into contact with metal
objects (e.g. coins, hairpins, rings). Do not
wrap batteries in aluminum foil. Tape
battery terminals or put batteries in a
plastic bag before you discard them.

Be careful, the battery strips are sharp.
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Press the shaving unit release button to open
the shaving unit. Pull the shaving unit off the
shaver (Fig. 15).

Remove the two screws inside the hair

chamber (Fig. 26).

Pull the hair chamber upwards to remove it (Fig.
27).

Insert a flathead screwdriver into the slot in the

bottom of the shaver, and push the power unit

out of the housing (Fig. 28).

5 Cut the wires with a pair of cutting pliers or
scissors (Fig. 29).

6 Use a screwdriver to pry off the the printed
circuit board (Fig. 30).

7 Break the battery tabs with a pair of cutting
pliers, and remove the batteries (Fig. 31).



